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Warnings and Cautions 


Fire Safety and Liability Notice: Never connect card readers to any critical entry, exit door, 
barrier, elevator or gate without providing an alternative exit in accordance with all fire and 
life safety codes pertinent to the installation. These fire and safety codes vary from city to 
city and you must get approval from local fire officials whenever using an electronic product 
to control a door or other barrier. Use of egress buttons, for example, may be illegal in 
some cities. In most applications, single action exit without prior knowledge of what to do is 
a life safety requirement. Always make certain that any required approvals are obtained in 
writing. Verbal approvals are not valid. 


Honeywell never recommends using WIN-PAK or related products for use as a primary 

warning or monitoring system. Primary warning or monitoring systems should always meet 

local fire and safety code requirements. The installer must also test the system on a regular 

basis by instructing the end user in appropriate daily testing procedures. Failure to test a 

system regularly could make installer liable for damages to the end user if a problem 
Warnings occurs. 


Earth ground all enclosures for proper installation. 


Use suppressors on all door locks. Use S-4 suppressors for installation. Honeywell Access 
Systems (HAS) recommends only DC locks. 


Personal injury or death could occur, and the equipment could be damaged beyond repair, 
if this precaution is not observed! 


e Before installation, turn off the external circuit breaker which supplies power to the 
system, including door locks. 


e Before connecting the device to the power supply, verify that the output voltage is 
within specifications of the power supply. 


e Do not apply power to the system until after the installation has been completed. 


If any damage to the shipment is noticed, a claim must be filed with the commercial carrier 
responsible. 


Electro-static discharge (ESD) can damage CMOS integrated circuits and modules. To 
prevent damage always follow these procedures: 


Cautions 。 Use static shield packaging and containers to transport all electronic components, 
including completed reader assemblies. 


e Handle all ESD sensitive components at an approved static controlled workstation. 
These workstations consist of a desk mat, floor mat and an ESD wrist strap. 
Workstations are available from various vendors. 
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Limited Warranty 


All product and brand names are the service marks, trademarks, registered trademarks, 
or registered service marks of their respective owners. Printed in the United States of 
America. Honeywell reserves the right to change any information in this document at any 
time without prior notice. 


All Products sold or licensed by Honeywell Access Systems (HAS) include a warranty 
registration card which must be completed and returned to HAS by or on behalf of the 
end user in order for Honeywell to provide warranty service, repair, credit or exchange. 
All warranty work shall be handled through the Customer which shall notify Honeywell 
and apply for a Return Merchandise Authorization (RMA) number prior to returning any 
Product for service, repair, credit or exchange. 


Honeywell warrants that its Products shall be free from defects in materials and 
workmanship for a period of one year from date of shipment of the Product to the 
Customer. The warranty on Terminals, Printers, Communications, Products and Upgrade 
kits is 90 days from date of shipment. Satisfaction of this warranty shall be limited to 
repair or replacement of Products which are defective or defective under normal use. 


Honeywell’s warranty shall not extend to any Product which, upon examination, is 
determined to be defective as a result of misuse, improper storage, incorrect installation, 
operation or maintenance, alteration, modification, accident or unusual deterioration of 
the Product due to physical environments in excess of the limits set forth in Product 
manuals. 


THERE ARE NO WARRANTIES THAT EXTEND BEYOND THIS PROVISION. THIS 
WARRANTY IS IN LIEU OF ALL OTHER WARRANTIES WHETHER EXPRESS, 
IMPLIED OR STATUTORY, INCLUDING IMPLIED WARRANTIES OF 
MERCHANTABILITY OR FITNESS FOR ANY PARTICULAR PURPOSE. NO 
REPRESENTATION OR WARRANTY OF THE DISTRIBUTOR SHALL EXTEND THE 
LIABILITY OR RESPONSIBILITY OF THE MANUFACTURER BEYOND THE TERMS 
OF THIS PROVISION. INNO EVENT SHALL HONEYWELL BE LIABLE FOR ANY RE- 
PROCUREMENT COSTS, LOSS OF PROFITS, LOSS OF USE, INCIDENTAL, 
CONSEQUENTIAL OR SPECIAL DAMAGES TO ANY PERSON RESULTING FROM 
THE USE OF HONEYWELL PRODUCTS. 
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1 About This Document 


Thank you for purchasing PRO3000 Access Control Unit! 


This user guide is designed to be a reference for the installation and configuration of 
PRO3000 Access Control Unit. 


The target readers of this user guide are operators and managers of WIN- 
Note PAK SE/PE Access Configuration Software. 


For ordinary user, please read “WIN-PAK SE/PE User Guide’ first. 


Overview of Contents 


This document contains the following chapters: 


e Chapter 1, About This Document, a brief introduction of “PRO3000 Access Control 
Unit User Guide”. 


e Chapter 2, Introduction, general information about PRO3000 Access Control 
System and PRO3000 Access Control Unit. 


e Chapter 3, Installation, describes how to install PRO3000 Access Control Unit, 
wire the components, set DIP Switches, and so on. 


e Chapter 4, PRO3000 Access Control System, gives a diagrammatical instruction 
on how to connect PRO3000 Access Control Unit to PRO3000 Access Control 
System. 


e Chapter 5, PRO3000 Web Server, decribes how to log onto PRO3000 Web 
Server and relative configurations. 


e Chapter 6, Configuring via WIN-PAK System, introduces how to configure 
PRO3000 Access Control Unit to be N-1000 compatible branch or PRO3000 
native branch through WIN-PAK System. 


e Chapter 7, Specifications, shows PRO3000 Access Control Unit specifications. 
e Chapter 8, Troubleshooting, introduces troubleshooting problems and resolutions. 


e Appendix A, Miscellaneous, introduces basic standalone operations and PRO3000 
Access Control Unit defaults. 


About This Document 


Special Font and Symbols 


Italic references 

g a button, tab or menu item 
Note the important notice should pay attention to 
Caution important operating alerted 


How to Use This Document 


e Pictures in the manual are for reference only, so please see the actual items. 
e The products will be updated and the information shall not be distributed. 
e Please read the book before operation and keep it properly for future use. 


e The manual has been reviewed and the accuracy is guaranteed. If there is any 
uncertainty or controversy, please refer to the final explanation of Honeywell. 
Honeywell does not take any responsibility for any consequences caused by 
misunderstanding of the manual or improper operations. 
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2 Introduction 


PRO3000 Access Control Unit (called “PRO3000 Panel” for short hereinafter) is an 
important component of PRO3000 Access Control System, which controls and monitors 
the access to a company site. 


PRO3000 Panel is a dual reader access controller that controls up to 2 doors by 
providing up to 8 inputs and 4 outputs. Up to 31 PRO3000 Panels can be used to 
establish an access control system which controls up to 62 doors. 


PRO3000 Panel has the following features: 
Real-Time Clock Protection 


Super capacitor is used as PRO3000 Panel backup to supply power for the real-time 
clock for one week in the absence of primary power. 


Memory Protection 


PRO3000 Panel continuously stores database and event information in non-volatile 
FLASH memory. This feature prevents the panel from losing data when power is lost. 


Reader Power 


Reader power is supplied at 12 VDC nominal with a maximum current distribution of 
150mA. The maximum draw of two readers should be less than 300mA. 


PRO3000 Panel and Reader Power must not be used to supply power 


Caution for locks. 


The input voltage of PRO3000 Panel is 12 VDC. When the power is on, 
Note the POWER LED will turn green. When the power is off or the input 
voltage is lower than 12VDC, the POWER LED will be off. 


Installation 


3 Installation 


Steps 


Follow the steps below to install PRO3000 panel: 


Use a static strap whenever touching the panel to ensure protection 


SR from Electrostatic Discharge (ESD). 


1. Check the panel layout, cable runs, and power needs. 


2. Mount the enclosure at the proper location on the wall. Use appropriate anchors for 
the mounting material. 


3. Run all I/O wires to the enclosure, and properly mark each wire for its use (Remove 
each terminal plug one at a time to wire the properly labeled cables). 


Caution Do not apply power at this moment. 


4. Connect the shield to the grounding studs. 


Set DIP Switch settings for the panel address (see Table 3-5 SW1 DIP Switch 
Settings on page 9). 


6. Check all wirings. 


Improper wiring can cause damage to PRO3000 Panel when power is 


Caution : : 
on and will result in a loss of warranty. 


7. Apply power to the panel, and POWER LED will turn green meanwhile. The 
POWER LED is close to 12 VDC power connector (TB1). After several minutes, 
RUN LED will flash per second. The RUN LED is close to 80-pin Connector (J2). 


For panels using the Ethernet connection, the cable clamp must be 
used, which meets the FCC Part 15 Class B requirements. Snap the 
clamp around any portion of the Ethernet cable that is inside of the 
enclosure. 


Note 
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Wirings 


The connections between PRO3000 panel, the reader, the supervised input and output 
are shown below. 


Figure 3-1 PRO3000 Access Control Unit Wiring 
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Maintain at least 25 inch between the non-power limited wiring 
Note (220VAC/60 Hz input wiring, 12VDC wiring, battery backup/charger 
wiring) and all other wirings, which are power-limited Class 2 wirings. 
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Reader Wiring 


Each reader port supports a single 12-volt reader with Wiegand output format. The 
maximum power draw is 300 mA for readers. 


To fully utilize each reader port, a shielded 7-conductor cable (18-22 AWG) is required. If 
the optional reader buzzer feature is not needed, the standard 6-conductor cable can be 
used. The cable shield should be grounded at the panel only. Grounding at both ends 
can cause ground loops disruptive. The maximum recommended length of wiring is 500 
feet per reader. 


Table 3-1 Reader Wiring 


Terminal Wire Color Wiegand Reader 

P4-1, 5-1 Brown LED Control 

P4-2, 5-2 Green Wiegand Data 0 or 485- 
P4-2, 5-2 White Wiegand Data 1 Or 485+ 
P4-2, 5-2 Black Ground 

P4-2, 5-2 Red +12VDC Power 

P4-2, 5-2 Variable Tamper 

P4-2, 5-2 Variable Buzzer 


Supervised Input Wiring 


The supervised inputs are located on P9 and P13. Input 1 through Input 4 are located on 
P9. Inputs 5 and 6 are on P13. 


Table 3-2 Default Supervised Input Assignments 


Terminal Input Number Default Function 

P9-1 Input 1 Door 1 REX (Egress) 

P9-3 Input 2 Door 1 Status 

P9-4 Input 3 Door 2 REX (Egress) 

P9-6 Input 4 Door 2 Status 

P13-1 Input 5 Panel Tamper 

P13-3 Input 6 External Power Supply AC FAIL 


Honeywell 


Figure 3-2 Typical Supervised Input Wiring Diagram 
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The figure above shows the typical wiring for a supervised input using standard 4,700 
ohm resistors. Note that both resistors must have the same value. 


In addition, the Panel Tamper and Reserved can be supervised and capable of being 
used as additional inputs if the default functionality is not needed. They also share a 
single common. 


When IP-AK2ENC is selected as the enclosure of PRO3000 and Input6 is used for 
“External Power Supply AC FAIL’, It should be wired as the diagram below. 
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Input6 should be configured as “supervised” and “normally closed” in WIN-PAK. 


The wire used for the inputs should be shielded and cannot exceed 20 ohms over the 
entire length of the cable. Remember that the distance from the panel to the door must 
be doubled to determine the total resistance. 


The cable shield should be grounded only at the panel. Grounding at 


Caution both ends can cause ground loops disruptive. 


Output Wiring 


Relay 1 is defaulted for controlling Door 1 lock, Relay 2 is defaulted for controlling Door 2 
lock, Relay 3 and Relay 4 are used as auxiliary outputs. 


PRO3000 panel is connected to the nominal 12VDC power supply and cannot be used 
to supply power for the access control door strikes/locks or other auxiliary loads. The 
voltage range of the relay outputs is 12VDC to 28VDC. 


Installation 


Each relay also has a green indicator LED, which indicates the relay state. If the relay is 
triggered, the LED will be on. 


Connect Relay1 to Output1, Relay2 to Output2, Relay3 to Output3 and Relay4 to 
Output4. The Output1 ~ Output4 can be configured as N.O. or N.C. Connect buzzer of 
the Reader1 to Output5 and buzzer of the Reader2 to Output6. No relay is connected to 
Output5 or Output6. Therefore, parts whose rate current is larger than 8Ma can not be 
drived. 


Table 3-3 Default Output Assignment 


ibe Stele Default Function 
P7-1, 7-3 Output 1 Door 1 

P7-4, 7-6 Output 2 Door 2 

P8-1, 8-3 Output 3 Auxiliary output 
P8-4, 8-6 Output 4 Auxiliary output 
P4-7 Output 5 Reader1 Buzzer 
P5-7 Output 6 Reader2 Buzzer 


The cable used must be sized for the current load and should be 
Caution shielded. Do not bundle these wires with communication, reader, or 
supervised input wirings. 


DIP Switch Settings 


PRO3000 panel includes 12 DIP switches(SW1 includes 10 DIP switches and SW2 
includes 2 DIP switches), whose definitions are shown below. 


Table 3-4 SW1 DIP Switch Definition 


DIP Switches State Definition 
SW1.1-5 Panel Address (1 ~ 31) 
SW1.6 ON/OFF Master/Slave 

ON OFF Default IP and User 
STS OFF ON Factory Default 

ON ON Reserved 

OFF OFF Normal Operation 
SW1.9-10 Reserved 


Position 1.1 to position1. 5, whose panel address from 1 to 31, must not be set 0, which 
is invalid. Note: when PRO3000 is set to be native branch, the address of the 
PRO3000 master panel must be 1. 
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Position 1.6 will be set with the Host RS-485 Master & Slave mode. For Multidrop RS- 
485 line, Position 6 MUST be set “ON” in Master mode. 


Position 1.7 and position 1.8 have four combinations. When both of them are “OFF”, it 
indicates normal operation; When position 1.7 is “ON” and position 1.8 is “OFF”, it 
indicates the default IP (“192.168.1.150”) and default user (“admin”) are retrieved when 
user account is forgotten; When position 1.7 is “OFF” and position 1.8 is “ON”, it 
indicates PRO3000 Panel is set to factory default. In this case, all the configurations will 
be reset to default and all historical events will be cleared after restart; When both of 
them are “ON”, it is a state reserved for manufacturer but useless for user. 


Position 1.9 and position 1.10 are Reserved. 
Table 3-5 SW1 DIP Switch Settings 


SW1.1 SW1.2 SW1.3 SW1.4 SW1.5 SW1.6 SW1.7 SW1.8 SW1.9 SW1.10 Selection 
ON OFF OFF OFF OFF Address 1 
OFF ON OFF OFF OFF Address 2 
ON ON OFF OFF OFF Address 3 
OFF OFF ON OFF OFF Address 4 
ON OFF ON OFF OFF Address 5 
OFF ON ON OFF OFF Address 6 
ON ON ON OFF OFF Address7 
OFF OFF OFF ON OFF Address 8 
ON OFF OFF ON OFF Address 9 
OFF ON OFF ON OFF Address 10 
ON ON OFF ON OFF Address 11 
OFF OFF ON ON OFF Address 12 
ON OFF ON ON OFF Address 13 
OFF ON ON ON OFF Address 14 
ON ON ON ON OFF Address 15 
OFF OFF OFF OFF ON Address 16 
ON OFF OFF OFF ON Address 17 
OFF ON OFF OFF ON Address 18 
ON ON OFF OFF ON Address 19 
OFF OFF ON OFF ON Address 20 
ON OFF ON OFF ON Address 21 
OFF ON ON OFF ON Address 22 
ON ON ON OFF ON Address 23 
OFF OFF OFF ON ON Address 24 
ON OFF OFF ON ON Address 25 
OFF ON OFF ON ON Address 26 
ON ON OFF ON ON Address 27 
OFF OFF ON ON ON Address 28 
ON OFF ON ON ON Address 29 
OFF ON ON ON ON Address 30 
ON ON ON ON ON Address 31 
ON Host 485 Master 
OFF Host 485 Slave 
ON OFF Default IP and User 
OFF ON Factory Default 
ON ON Reserved 
OFF OFF Normal Operation 
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SW1.1 SW1.2 SW1.3 SW1.4 SW1.5 SW1.6 SW1.7 SW1.8 SW1.9 SW1.10 Selection 
ON ON Reserved 
OFF OFF Reserved 
ON OFF Reserved 
OFF ON Reserved 
SW2 includes 2 DIP switches, whose definitions are shown below. 
Table 3-6 SW2 DIP Switch Definition 
DIP Switches State Definition 
SW2.1 ON Enable Host 485 A EOL 
SW2.1 OFF Disable Host 485 A EOL 
SW2.2 ON Reserved 
SW2.2 OFF Reserved 


Position 2.1 and position 2.2 are used to set end-of-line termination and biase for the 
Multidrop RS-485 Line, and they should be set to “ON” (terminated and biased) at the 
two end-point panels. At all other panels leave position 2.1 and position 2.2 “OFF”. Note 


that both jumpers on a given panel must either be “ON” or “OFF”. 


Note Changes will take effect only after reboot. 


LED Status 


10 


When all of the wirings and DIP switch settings are complete,the power should be 
connected. It will take a few minutes for the panel to complete the power-up sequence. 
When the panel is initializing, verify that the appropriate LED indicators identified in the 


figure are in accord with the descriptions in the table below. 
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Figure 3-3 LED Indicators 
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4 PRO3000 Access Control System 


PRO3000 Access Control System consists of WIN-PAK Access Control Management 
Software(called “WIN-PAK System” for short hereinafter), PRO3000 Access Control Unit, 
Readers, Door Strikes and so on. 

Up to 31 PRO3000 panels can be connected to an Access Control System, which can 
control up to 62 doors. There is only one “MASTER” panel in an Access Control System, 
and the others are “SLAVE” panels. The“MASTER’ panel communicates with WIN-PAK 
System via Ethernet protocol, while communicates with “SLAVE” panels via RS-485 
protocol. 


Figure 4-1 PRO3000 Access Control System Architecture 


Ethernet 


100 BaseT (CAT 5) 328Ft (100 Meter). 
Max 


SS 


DIP Switch Setting 


RS-485 Cable SW1.1 - 5: Panel 
Address PRO3000 
RS485 PRO3000 Panels SW1.6: ON: Master Panel 
Red/White P12-3 (RS485+) SW2.1: ON 
Black/Green p12-2 (RS485-) 
RS-485 COM P12.1 (R3485 COM) 


4,000 ft. (1,200 m) max, 24 AWG, 2 twisted pairs 
with shield, 120 ohm, 23 pf 


DIP Switch Setting 
SW1.1 - 5: Panel 
Address 
SW1.6: OFF: Slave 
SW2.1: OFF 


DIP Switch Setting 
SW1.1 - 5: Panel 


doupninyw S8p-SY 


Address 
SW1.6: OFF: Slave 
SW2.1: ON 


It is recommended to 
Earth Ground (EG) 


PRO3000 PRO3000 PRO3000 PRO3000 
Panel Panel Panel Panel 


each PRO3000 
enclosure individually 


EG 


Up to 31 PRO3000 Panels for one RS-485 Loop 
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5 PRO3000 Web Server 


PRO3000 panel is a two-reader access controller with built-in web server. Through 
standard web browser, users can configure the network and upgrade the firmwares. 


PRO3000 panel supports two kinds of web browsers: 
e Internet Explorer 8.0 (Windows operating system) 


e Chrome 43 (ubuntu operating system) 


If not noticed, all operations in this chapter are performed in Internet 
Explorer (windows system) or Chrome43 (ubuntu system) . 


All function tests have been passed using web browser in Windows 7 
Note Enterprise or ubuntu 12.04. Do not guarantee web browser compatibility 

in other operating system. 

In this chapter, the firmware version to configure PRO3000 WebServer 

is Version 2.00.01. 


Connecting to PRO3000 Web Server 


Before connecting to the PRO3000 Web Server, The PRO3000 panel must be 
connected to the computer first, and then the network connection should be configured. 


Connecting PRO3000 to Computer 


There are two ways to connect PRO3000 panel to the computer, see below: 
Figure 5-1 PRO3000 Web Server Hub Connection 


PRO3000 


rae) BS he 


Ethernet 
Cable 


KZ 


Ethernet Hub 


Connect the computer's Ethernet port and the PRO3000 panel's 
Ethernet port to an Ethernet Hub or switch with standard straight- 
through Ethernet patch cables. 
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PRO3000 Web Server 


Figure 5-2 PRO3000 Web Server Direct Connection 


PRO3000 


Connect the computer's Ethernet 
port directly to the PRO3000 
panel’s Ethernet port with an 
Ethernet cable. 


Ethernet 
Crossover 
Cable 


The PRO3000 panel connected is the Master panel. DIP switch 6 ona 


Nete Master panel must be set to “ON”. 


Configuring Network Connection 


1. Onthe computer desktop, click the network connection status icon > Open 
Network and Sharing Center > Local Area Connection, and the following page 
will be displayed: 


Figure 5-3 Local Area Connection Status 


4 Local Area Connection Status 
General 
Connection 
IPv4 Connectivity: No Internet access 
IPv6 Connectivity: No Internet access 
Media State: Enabled 
Duration: 02:28:55 
Speed: 1.0 Gbps 
Activity 
Sent — | — Received 
a 
Bytes: 58,894 | 411,910 
| @ Properties |{ (@)Disable |{ Diagnose | 
Close 


2. Click [Properties] to display your system’s current Internet Protocol properties, 
as shown in the picure below: 


14 


Honeywell 


Figure 5-4 Local Area Connection Properties 


Connect using: 
& Intel(R) PRO/1000 MT Desktop Adapter 


This connection uses the following items: 


o® Client for Microsoft Networks 

四 {E} QoS Packet Scheduler 

{B} File and Printer Sharing for Microsoft Networks 

~à. Intemet Protocol Version 6 (TCP/IPv6) 

Eq Intemet Protocol Version 4 (TCP/IPv4) 

心 Link-Layer Topology Discovery Mapper 1/0 Driver 
心 Link-Layer Topology Discovery Responder 


Install... Uninstall Properties 
Description 
Transmission Control Protocol/Intemet Protocol. The default 


wide area network protocol that provides communication 
across diverse interconnected networks. 


3. Select “Internet Protocol Version 4 (TCP/IPv4)” and then click [Properties] . 


Note Keep a record of your computer’s current network configuration for 
future use. 


4. Select [Use the following IP address] and configure the parameters as below: 
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Figure 5-5 Internet Protocol Version 4(TCP/IPv4) Properties 


Internet Protocol Version 4 (TCP/IPv4) Properties Ama] 


General 


You can get IP settings assigned automatically if your network supports 
this capability. Otherwise, you need to ask your network administrator 
for the appropriate IP settings. 


© Obtain an IP address automatically 
@ Use the following IP address: IP address: 192.168.1.10 


IP address: 192.168. 1 . 10 
pe ae Subnet mask: 255.255.255.0 
Default gateway: 192.168. 1 . 1 Default gateway: 


192.168.1.1 


Obtain DNS server address automatically 
@ Use the following DNS server addresses: 
Preferred DNS server: 


Alternate DNS server: 


Validate settings upon exit 


5. Click [OK] to accept the changes. 


Login to PRO3000 Web Server 


Security Alert 


Before logging in the PRO3000 Web Server, security alert messages may pop up to 
ensure security safety. The security alert windows will be different according to different 
web browsers. 


Internet Explorer 8.0 


1. Launch the Internet Explorer 8.0 browser and go to https://192.168.1.150. 
Certificate Error: Navigation Blocked window below will pop up. 
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Figure 5-6 Certificate Error: Navigation Blocked 
{Æ Certificate Error: Navigation Blocked - Windows Internet Explorer ; FE 区 中 
g- [Æ] https://192168.1150 >] 4] x | [I sing p~ 


she Favorites | 935 [BB Suggested Sites > {£') Web Slice Gallery v 


ertificate Error: Navigation Blocker “省 ~ ~E mm v Pager ~ Toos» @y 
Certificate Error: Navigation Blocked A-A J pr Safety» Toos» @ 


~S 
网 There is a problem with this website's security certificate. 


The security certificate presented by this website was not issued by a trusted certificate authority. 


Security certificate problems may indicate an attempt to fool you or intercept any data you send to the 


server. 
We recommend that you close this webpage and do not continue to this website. 


®@ Click here to close this webpage. 


@ Continue to this website (not recommended). 


© More information 


@ Internet | Protected Mode: On fa vy 100% ~v 


If “Internet Explorer cannot display the webpage” is shown on the 
Note page, go to Tools> Internet Options> Advanced and check 
“Use TLS1.2”. Then refresh the page. 


2. Click {Continue to this website (not recommended) ] and then enter PRO3000 
Web Server login page. 


Chrome 43 


1. Launch Chrome 43 browser and go to https://192.168.1.150. The Privacy error 
window below will pop up, see below: 
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Figure 5-7 Privacy error 


D Privacy error x 


& beeps://192.168.1.150 


Your connection is not private 


Attackers might be trying to steal your information from 192.168.1.150 (for example, 
passwords, messages, or credit cards). 


ST 


2. Click [Advanced] to navigate to the window below: 
Figure 5-8 Privacy error-Advanced 


ivacy error 


C | & beeps://192.168.1.150 


Your connection is not private 


Attackers might be trying to steal your information from 192.168.1.150 (for example, 
passwords, messages, or credit cards). 


pice ey 
ieee 


This server could not prove that it is 192.168.1.150; its security certificate is not trusted 
by your computer's operating system. This may be caused by a misconfiguration or an 
attacker intercepting your connection. 


Proceed to 192.168.1.150 (unsafe) 


3. Click [Proceed to 192.168.1.150 (unsafe) ] to enter PRO 3000 Web Server login 
page. 


Login 


After resolving the security block, the PRO3000 Web Server Login page will show up. 
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Figure 5-9 PRO3000 Web Server Login Page 


Honeywell Change Password 
PRO3000 [| 
English X 
signin | Welcome to PRO3000! 
User Name 
Password IP-based Access Controller 
Simple and Reliable 
(Log in | If need further help, please visit www.asia.security.honeywell.com 


1. When you log in for the first time, you need to change the password (the username 
“admin” cannot be changed). Click “Change Password” in the top right corner of the 
login page, and the following window will pop up: 


Figure 5-10 Change Password 


Change Password 


Current Password 
New Password 
Confirm PWD 


Cancel 


2. Input your current password (admin), input the new password and comfirm it. 


Both the user name and password are case-sensitive. 

Note Users can enable the password to be expired 180 days after changing 
the password last time. See Panel Configuration on page 28 for more 
information. 


3. Click [OK] to enter the PRO3000 main page. 
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Figure 5-11 PRO3000 Web Server Main Page 


Honeywell Change Password. Log out 
PRO3000 SS eee 
‘System Configuration Networking 

jeer tis 
IP Address 192 -168 1 1150 
Firmware Upgrade 
Subnet Mask 255 255 255 0 
Panel Configuration 5 
o Default Gateway 192 -168 1 1 
RS-485 Loop 
Baud Rate 28400 X 
Panel ID 1 
‘Certificate Renew Enable Auto Renew Certification And Restart WebServer 
Update | (Reset) 
Certificate 
Please update Certificate when you change panel IP address. 
Note And please install the Certificate to Trusted Root Certification Authorities store. 
The Certificate is trusted to make the browser to eliminate the warning message. 
Certificate Renew Make sure that the controller time accurate, otherwise the certificate is unavailable 
Certificate View 
Certificate Download Download 
Cerificate Apply 


System Configuration 


Changing Password 
Click [Change Password] in the top right corner of the main page (see Figure 5-11). 
Network Settings 


Click Networking Settings and you can view and edit the panel IP address, subnet 
mask, default gateway, and configure the loop baud rate for communication among 
downstream panels. You should install the Security Certificate first before configure other 
settings. 


1. Perform the following steps to install the Security Certificate (in the Windows system 
or inthe ubuntu system) 


To install the Security Certificate in the Windows system: 


a. Click Download jn the Certificate section to download and install the security 
certificate. The downloaded certificate icon is shown as the figure below: 


Figure 5-12 Security Certificate 


| | cacert | 
| Security Certificate | 
| 1.26 KB | 
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b. Double-click this Security Certificate, and the following figure is displayed: 
Figure 5-13 Open File-Security Warning 


Do you want to open this file? 


Unknown Publisher 
Security Certificate 
From: C:\Users\Access\Downloads\cacert.cer 


= Name: C:\Users\Access\Downloads\cacert.cer 
LA Publisher: 
Type: 


加 Always ask before opening this file 


2 While files from the Intemet can be useful, this file type can 
D potentially harm your computer. If you do not trust the source, do not 
open this software. What's the risk? 


c. Click Open, and the following figure is displayed: 
Figure 5-14 Certificate 


Bg Certificate Information 


This CA Root certificate is not trusted. To enable trust, 
install this certificate in the Trusted Root Certification 
Authorities store. 


Issued to: SECURITY 
Issued by: SECURITY 


Valid from 5/ 5/ 2015 to 3/ 18/ 2215 


| Jssuer Statement | 


d. Click Install Certificate>Next to enter the following page: 
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Figure 5-15 Certificate Import Witzard 


Certificate Store 
Certificate stores are system areas where certificates are kept. 


Windows can automatically select a certificate store, or you can specify a location for 
the certificate. 


© Automatically select the certificate store based on the type of certificate 
@ Place all certificates in the following store 
Certificate store: 


Learn more about certificate stores 


e. Select “Place all certificates in this following store” and click Browse. The 
following figure is displayed: 


Figure 5-16 Select Certificate Store 


Certificate Import Wizard re 


Select the certificate store you want to use. 


[F] Personal or you can specify a location for 


- 国 Enterprise Trust 
全 Intermediate Certification Authorities 
人 Trusted Publishers 


ES Lintrieted Certificates 
«| m J > 


eee 
Co) [cne | 


H on the type of certificate 


Learn more about certificate stores 


(<Back | Next> | [ canca | 


f Select “Trusted Root Certification Authorities” and click OK. The following figure 
is displayed: 
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Figure 5-17 Certificate Import Wizard- Certificate Store 


Certificate Store 
Certificate stores are system areas where certificates are kept. 


Windows can automatically select a certificate store, or you can specify a location for 
the certificate. 


© Automatically select the certificate store based on the type of certificate 
@ Place all certificates in the following store 
Certificate store: 


Trusted Root Certification Authorities 


Learn more about certificate stores 


Click Next> Finish and the following warning page is displayed: 


Figure 5-18 Certificate Installation - Security Warning 


Security Warning 


You are about to install a certificate from a certification authority (CA) 
A claiming to represent: 


SECURITY 


Windows cannot validate that the certificate is actually from 
"SECURITY". You should confirm its origin by contacting "SECURITY". 
The following number will assist you in this process: 


Thumbprint (shal): EESEDB37 5F7F296A 745B7C8E B2E9299A C7A3DA4C 


Warning: 

If you install this root certificate, Windows will automatically trust any 
certificate issued by this CA. Installing a certificate with an unconfirmed 
thumbprint is a security risk. If you click "Yes" you acknowledge this 
risk. 


Do you want to install this certificate? 


[ee El 


xi 


Click Yes, and the following figure pops up when the installation is completed: 
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Figure 5-19 Certificate Import Success 
z 


Certificate Import Wizard 


CT) The import was successful. 


To install the Security Certificate by Chrome browser in the ubuntu system 


a. Click in the Certificate section to download and install the 
security certificate. 


b. Click “Customize and control Google Chrome” icon 
browser, and the following menu is displayed: 


Figure 5-20 Chrome Options 


in the top right of the 


vw Networking Setting x À 
e ©  && beeps://192.168.1.150/se 


New tab 
Honeywell New window 
es E) 


New incognito window 
_ System Configuration 
[Nemon senas 


Firmware Upgrade 
Panel Configuration 


Networking 
IP Address 
Subnet Mask 
Default Gateway 


History 
Downloads 
Recent Tabs 


Bookmarks 
RS-485 Loop 
Baud Rate Zoom 


Panel ID Print... 


Certificate Renew ~ Enable Auto Renew Certification And Restart WebServer 


Update| [Reset 


Certificate 
Certificate when you change panel IP 
Note And please install the Certificate to Trusted Root Cer 
The Certificate is trusted to make the browser to eliminate 
[Renew] Make sure that the controller time accurate, otherwi: 
unavailable. 
Certificate View View) 
Certificate Download Download 
Certificate Apply Restart Web Server] 


Certificate Renew 


c. Click “Settings” and the following figure is displayed: 
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Save page as... 
Find... 
More tools 


Edit cut | Copy 


About Google Chrome 
Help 


Exit 


Paste 


» 
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Figure 5-21 Chrome Options-Settings 


$ Settings 


e /settings 


Settings 
Search 
Set which search engine is used when searching from the omnibox. 


Google » | Manage search engines... 
Settings 


Enable "Ok Google” to start a voice search. Learn more 


People 


æ Person (current) 


F| Enable Guest browsing 
回 Let anyone add a person to Chrome 


Add person... Remove... || Import bookmarks and settings... 


Default browser 


Make Google Chrome the default browser 


Google Chrome is not currently your default browser. 


Show advanced settings... 


Click “Show advanced settings...” at the bottom of the settings page and the 
following figure is displayed: 


Figure 5-22 Chrome Options-Settings-Advanced Settings 


多 > Settings 
me://settings 


Settings 


Sf) UIE! to UatisteLe payes uiet areni tii a onyueye you teau. manage languages 


Downloads 


Settings Download location: /home/binry/Downloads Change... 


‘Ask where to save each file before downloading 


HTTPS/SSL 


Manage certificates... 


Google Cloud Print 


Set up or manage printers in Google Cloud Print. Learn more 


Manage 


Z Show notifications when new printers are detected on the network 


Accessibility 
Add additional accessibility features 


‘System 


Z Continue running background apps when Google Chrome is closed 


Click “Manage certificates” and then click “Authrorities” tab. The following figure 
is displayed: 
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Figure 5-23 Chrome Options-Certificate manager 


Certificate manager 
Your Certificates Servers Authorities Others 
You have certificates on file that identify these certificate authorities: 
(Œ (c) 2005 TURKTRUST Bilgi İletişim ve Bilişim Güvenliği Hizmetleri A.Ş. 
TÜRKTRUST Elektronik Sertifika Hizmet Sağlayıcısı 
E A-Trust Ges. f. Sicherheitssysteme im elektr. Datenverkehr GmbH 
A-Trust-nQual-03 
E AC Camerfirma S.A. 
Chambers of Commerce Root - 2008 
Global Chambersign Root - 2008 
(5) AC Camerfirma SA CIF A82743287 
Chambers of Commerce Root 
Global Chambersign Root 


Import... 


| Done | 


Click Import and the following figure is displayed: 
Figure 5-24 Chrome Options-Search Certificates 


4% |4 |@binry | Downloads | cacert| 


| Places Name v Size Modified 
@ Recently Used 

| B binry 
Desktop 


A File system 
I Documents 
二 Music 

[E] Pictures 

iB Videos 

局 Downloads 


Select “All Files” and all the downloaded files will be shown as in Figure 5-24. 
Selecte the security certificate you just downloaded and click Open. The 
following figure is displayed: 
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Figure 5-25 Chrome Certificate manager-Certificate authority 


Certificate authority 


Edit trust settings: 


Do you want to trust "SECURITY" as a Certification Authority? 


¥| Trust this certificate for identifying websites. 
Trust this certificate For identifying email users. 


Trust this certificate for identifying software makers. 


x 


Cancel | OK | 


h. Select “Trust this certificate for identifying websites” and click OK to complete 


the certificate installation. 


2. Refer to the table below for field descriptions and make corresponding changes. 


Table 5-1 Networking Settings Description 


Setting Description 

IP Address IP address 
Networking Subnet Mask subnet mask 

Default 

Gateway default gateway 

Specifies the transmission rate (bits per 

Baud Rate second) among the downstream panels in the 
Loop loop. 

Panel ID The address of the master panel in the loop. 


Certificate Renew 


Enable auto renew certification and restart 
webserver by default. 


Certificate 


To renew, view, download or apply the 
certificate manually. 


3. Click [Update] to submit changes. 


Note 


The system will log out automatically if no operation is done within 10 
minutes. Please login the system again. 


Firmware Update 


Refer to Relative document for detail. 
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Panel Configuration 
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You can configure “Event Info Includes Seconds” or “Password Expiration Detection” 
settings in Panel Configuration. The options under Panel Configuration are shown as in 
the figure below: 


Figure 5-26 Panel Configuration 


Honeywell Change Password Log out 
| PRO3000 | 


System Configuration Panel Attributes 
Network Settings 
Network Settings Ev 
Firmware Upgrade Seconds Enable 


Panel Configuration bime gran V] Enable Expired 180 days after the password change 


Update || Reset 

External Storage Attributes 

Please restart the controller, and re-initialize the card, so that the configuration takes effect. 
Note If you do not activate extended storage, support 100,000 cards and 100,000 events. 

If you activate the extended storage, support 1 million cards and 1 million events. 
External storage NA 
Option Activate external storage 
Setting [ Update || Refresh 


Apply Configuration Restart Panel 


Event Info Includes Seconds 


If you have enabled “Event Info Includes Seconds”, the point in time of the events when 
the users swipe cards will be accurate to seconds. 


Only WINPAK 3.3 (B670.25.1), WINPAK 4.2 (B676.3) or later version 


Note supports “Event Info Includes Seconds” option. 


Password Expiration Detection 


If you have enabled “Password Expiration Detection”, then your password will expire 180 


days after your last time changing your password. You have to change your password if 
you want to log in after expiration. 


External Storage Attributes 


Insert the SD card into the micro SD Card slot (see Figure 3-1 on page 5 for the location 
of the micro SD Card slot), and check the “Activate external storage” option. 


e Click Refresh and the information of the SD card will displayed in the “External 
storage” as below: 


Honeywell 


Log Out 


Figure 5-27 SD Card Information 


Honeywell Change Password Log out 
| PRO3000 | | 
SEAC Pone Atributos 

Network Settings 
= Event Info Include Enable 
— Expaation M] Enable Expired 180 days after the password change 


Update || Reset 


External Storage Attributes 


Note 


External storage 


Option 
Setting 
Apply Configuration 


Please restart the controller, and re-initialize the card, so that the configuration takes effect. 
If you do not activate extended storage, support 100,000 cards and 100,000 events. 

If you activate the extended storage, support 1 million cards and 1 million events. 

SD SL32G 


v] Activate external storage 
Update || Refresh 
Restart Panel 


e Click Update to save the settings; 


e Click Restart Panel to apply the settings. 


To log out the the web server, click Log out in the top right corner of the main page (see 


Figure 5-11). 
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6 Configuring via WIN-PAK System 


PRO3000 can be configured as N-1000 compatible branch or local branch (see 
Configuring PRO3000 as Local Branch for more information). 


Configuring PRO3000 as N-1000 Compatible Branch 


When the PRO3000 is set as N-1000 compatible branch, it cannot support 
“Duress alarm” or “Gloable Anti-passback’. 


Descriptions in this section are based on WIN-PAK PR (Build 633.10, Build 
633.12, and Build 563). 


Note 


PRO3000 Panel settings can be configured in WIN-PAK System. The main page of WIN- 
PAK System is shown below: 


Figure 6-1 WIN-PAK System 


WIN-PAK PE 


About all the picture information in this section, please see “W//N-PAK 


Note ”SE/pE User Guide”. 
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Access to Device Map 


All the operations on PRO3000 Panel are operated on Device Map, which can be 
accessed by the steps below: 


1. Inthe WIN-PAK System, click Configuration > Device > Device Map: 


Figure 6-2 Configuration Menu 


VA WIN-PAK PE - [Admin] 


MA Time Management => F- | Abstract Device (ADV)... 
国 Quick-start wizard 


Card Holder 

MB Badge 

(BB Select Language... 
W Translate 

[Bi Command File... 


[A Guard Tour... 
[Bi Floor Blan Definition... 


2. The Device Map will pop up as below: 


Figure 6-3 Device Map 


“Al WIN-PAK PE - [Admin] 
File view Account Operations Card System Reports Configuration Window Help 


=) @ Devices 
由 图 Com Server 
E command file server 


For Help, press Fl 
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Adding and Configuring 


The sequence below must be followed to add and configure PRO3000 Panel initially. 


Adding Communication Server 


Communication Server 


Communication Server is used for connecting PRO3000 Panel to WIN-PAK System. It 
can be created and configured via Device Map. About all details, please see “W/IN-PAK 
SE/PE User Guide”. 


PRO3000 Panel Loop 


Before adding PRO3000 Panel, PRO3000 Panel Loop must be added to the 
Communication Server, and it can connect up to 31 PRO3000 Panels to the WIN-PAK 
System by RS-485 protocol. 


Note PRO3000 Panel Loop Type is 485/PCI. 


1. On Device Map, expand the device tree and right-click the Communication Server 
name, and then select “Add” and “Panel Loop (485/PCl)” from the drop-down list: 


Figure 6-4 Add PRO3000 (485/PCl) Panel Loop 
E Device DER) $ 


Panel Loop (C-100) 
Panel Loop (485/PCI) 
RS-232 Port (Single Panel) 


Panel Loop (P-Series) 

Direct P-Series Panel 

Modem Pool (C-100 and 485 with HUB non-ACK/NAK) 
Modem Pool (485 with HUB ACK/NAK) 


Modem Pool (P-Series) 


CCTV Switcher 
RS-232 Connection 


2. The Basic Information page pops up as below, and then you can configure the basic 
information for PRO3000 Panel Loop. 
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Figure 6-5 Panel Loop - Basic Information Page 


485/PCI Loop Configuration - Basic Information 


Name: Panel Defaults 

1/0 Poll Interval : 
Description : feo 当 Sec 
J Panel CMD Retry Count : 
ACK/NAK : BB =] 


M Panel CMD Time Out: 


5 = Sec 


厂 Buffer all panels on exit 
厂 Unbuffer all panels on startup 


Time Zone : 


[(GMT+08:00) Beijing, Chongqing. Hong Kong, Urumqi 


“ACK/NAK” — select the checkbox to set the panel loop as in “ACK/NAK” 
mode, which can avoid losing data during communication. 


Note 


3. When the basic information are configured completely, click [Next] to navigate to 
the Port Settings page. 


Figure 6-6 Panel Loop — Port Settings Page 


485/PCI Loop Configuration - Port Settings 


Pott : 
TCP/IP Connection 


Bits per Second : 
Data Bits : 

Parity : 

Stop Bits : 


IP-Address or Node name : |192.168.1.150] 


Encryption Password : 


Port No: |3 


< Back Cancel | Help | 


Note “Port” — the port for PRO3000 Panel Loop must be “TCP/IP Connection’. 


4. When the port settings are configured completely, click [Next] to navigate to the 
Finish page, on which you can: 


e Click [Add] to add PRO3000 Panel Loop to ADV; 
。 Click [Finish] to complete. 
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Figure 6-7 Panel Loop - Finish Page 


485/PCI Loop Configuration - Finish 


Click Finish to complete this Add/Edit, click Back to 
review what you have changed, or click Cancel to 
abort. 


PRO3000 Panel 


Up to 31 PRO3000 Panels can be added to one PRO3000 Panel Loop. 
To add and configure PRO3000 Panel: 


1. On Device Map, expand the device tree and the Communication Server folder, and 
then right-click PRO3000 Panel Loop name , then select "Add New N-1000/PW- 
2000 Panel’ from the drop-down list: 


Figure 6-8 Add PRO3000 Panel 


ee = Add New N52+ Panel 
E command file s 
Configure 
Isolate 
Delete 


2. The page below will pop up, on which you can configure the basic information for 
PRO3000 Panel. 
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Figure 6-9 Panel — Basic Page 


Panel Configuration - Basic 


Name: 

PR03000 MASTER 

Description : 
[PRO3000 MASTER PANEL 


Type: 

Firmware Version : 

8.07 or later X 
Status : 

Active X 


Address : 


moo y 


e “Type” — PRO3000 Panel type must be “N-1000-4/PW-2000-4X”. 
“Firmware Version” — select the latest version from the drop-down list. 


e “Address” — the panel addresses on the same loop must be unique, 
and must be the same as DIP switches (1~31). 


Note 


3. Click [Next] to navigate to the Card Format page as below: 


Figure 6-10 Panel - Card Format Page 


Panel Configuration - Card Format 


C ~ | Fa - 910 
KE a 


[rea [7 fæ [S o N [er fez [esas _ Det. | I Shov 
[F=3 [2 [32 [so fo [0 [B1 [B2 [B3 [B4 Det. 

[TF=3 [3 [a4] [si D f fer [B2 [B3 [B4 _ Det. 

e Prrrrr) fT T _oet 
eas! lel TT Ty LILI 

rater TITT T T 

eal T J ft 

CEE TPrrry)y FT 


< Back Cancel Help 
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Note Only “WIEGAND?” card format can be configured on this page. “ABA” 
card format is not supported by PRO3000 Panel. 


4. Click [Next] navigating to the Time Zones page, see below: 


Figure 6-11 Panel — Time Zones Page 


Panel Configuration - Time Zones 


a 


Available Time Zone Description No. Slots 
@ Holiday 1 Timezone it 

@ Working Day working day and time 

@ Weekend 1 

二 70°24H Timezone All the time 1 

@ All Time With Holiday 1 1 


< 


PE 


Selected Time Zone Description No. Slots 


Holiday Group : 


None 


The time zones in the field of “Available Time Zone” and “Selected Time 


Zone” can be shifted freely by clicking E1; and a 


Only the time zone in the field of “Selected Time Zone” can be used by 
PRO3000 Panel. 


Note 


5. Click [Next] to navigate to the Options page, on which you can configure the 
options for PRO3000 Panel. 
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Figure 6-12 Panel — Options Page 


Panel Configuration - Options 


厂 Keypads 
Time Zone for PIN : 


Continuous Card Reads 
M Reverse Read LEDs 
Vv Time Zone 
Command File : 
| None 了 | 
Initialization Command : 
BMZ0 
Host Grant: 


Open Door and Update Panel bd 


Site Codes : 


Slot 


1 0 


2 0 
3 0 
4 0 
5 0 
6 0 


Hardware Options : 


Advanced... 


< Back Cancel Help 


PRO3000 Panel does NOT support Hardware Options and Advanced 


U Option. 
Note 


"Command File” — Defined by user. More details, please see Command 
File on page 40. 


6. Click [Next] to configure the input information on the page below: 


Figure 6-13 Panel — Inputs Page 


Panel Configuration - Inputs 


-No ADV 
-No ADY 
-No ADY 
-No ADY 
-No ADY 


@ Sec C Min CH 


ShuntTime: 5 HY 


厂 Supervised 
C Normally Open 
他 Normally Closed 


Debounce Time: |0 + Sec 


厂 Interlocking 


Report Alarms : 


Point : = © Never 
Cc bl 
Alarm Action ; ¥ 
Normal Action : = 


G Always 


< Back Cancel Help 
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Up to 8 inputs can be supported by PRO3000 Panel. The table below shows the default 
functions of the 8 inputs. 


Table 6-1 PRO3000 Panel Interlock Reassignment 


Interlock Function 


1 Door 1 REX (Egress) 


Door 1 Status 
Shunt Time: 15 sec 


Door 2 REX (Egress) 


Door 2 Status 
Shunt Time: 15 sec 


Reader 1 Tamper 


Reader 2 Tamper 


NIOJ, A OJN 


PRO3000 Access Control Unite Tamper 


8 Reserved 


On the picture above, choose 8 inputs and then configure the parameters and interlocks 
one by one. 


Because the default interlocks on ”N-1000-4/PW-2000-4X” panel and 
Note PRO3000 Panel are different, the interlocks must be modified on the 
Reader page first and then the Inputs page, see the step 8. 


7. Click [Next] to nevigate to the Output page as below. 
Up to 4 Relay outputs can be supported by PRO3000 Panel. 
Figure 6-14 Panel — Output Page 


Panel Configuration - Outputs 


Time Zone : 


[None 


@ See © Min CH 


Pulse Time: {10 + 


从 oO 


On Action: | Follow 


Off Action: |No Action 


< Back Cancel Help 
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8. Click [Next] to navigate to the Readers page as below. 
PRO3000 Panel supports 2 readers of WIEGAND type. 


Click on the protuberant areas on this page and configure the Direct Point, Free Egress 
and Status Input/Shunt Device the same as default settings on PRO3000 Panel. 


Figure 6-15 Panel — Readers Page 


Panel Configuration - Readers 四 Configure Direct Point 


cl 
Direct Point: | ut 1 


© Sec C MinC Hr 
Pulse Time : |10 = 


Set Defaults Cancel 


Configure Free Egress 
el coc 
Egress Input: [mn5 了 


@ Sec C Min C Hr 


克 Door I” Free Egress Input shunts Status Input / Shunt Device Santre jo 


Reader 1 Pulse - No Action Direct Point : Debounce Time: [0 =| 


Ls oi Set Detauits Cancel 


ulse Time 10 sec 


Free Egress Input : 
In5 


Configure Status Input / Shunt Device 
Follow - No Action 6h coc 
Status Input / Shunt Device : Status Input / Shunt Device: |In1 


Int G Sec C MinC Hr 
7 hs «4 
Shunt Time 15 sec Shunt Time: [15 


Debounce Time: [0 H| Sec 
Set Defauits Cancel 
< Back Cancel Help 


The default interlocks are as below: 


Figure 6-16 Default Interlock Settings 


Door [T Free Egress Input shunts Status Input / Shunt Device Door I~ Free Egress Input shunts Status Input / Shunt Device 
Reader 1 ——Pulse-NoAction _ DirectPoint: Feader2 — Puse-NoAction Direct Point: 
Out1 b Out 2 
; Pulse Time 10 sec f Pulse Time 10 sec 
Free Egress Input : Free Egress Input : 
Follow - No Action Follow - No Action 
Status Input / Shunt Device : Status Input / Shunt Device : 
In2 In4 
Shunt Time 15 sec Shunt Time 15 sec 


9. Click [Next] to nevigate to the Finish page, on which you can: 
e Click [Add] to add PRO3000 Panel to ADV; 
。 Click [Finish] to complete. 
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Figure 6-17 Panel — Finish Page 


Panel Configuration - Finish 


Click Finish to complete this Add/Edit, click Back to 
review what you have changed, or click Cancel to 
abort. 


| Cancel Help 


10. Double-click PRO3000 Panel name on Device Map to configure all of the 
information above on one page. 


Command File 
Command files can be used to complement PRO3000 Panel functions. 


Before command file is added, the Command File Server must be added to the Device 
Map. About all details, please see “WIN-PAK SE/PE User Guide”. 


Figure 6-18 Add Command File Server 


Communication Server 
Command File Server 
Schedule Server 


Guard Tour Server 
Tracking & Muster Server 


Digital Video 


To add command file, follow the steps below: 
1. Inthe WIN-PAK System, click Configuration > Command File: 
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Figure 6-19 Open Command File 


TA WIN-PAK PE - [Admin] 
File View Account Operations Card System Reports 


EJ Define 
MB Device 
Time Management 
国 Quick-start wizard 


MB Card Holder 


Badge 


Select Language... 
anslate 


[A Suard Tour... 
[Bi Floor Plan Definition... 


2. The Command File page will pop up as below: 
Figure 6-20 Command File 


2 Command File 


JT Detail View 
r Search and Sort 
Search Field : 


All 


Criteria : 
Search For : 
Sort By: 


Name Re 
Update List 


3. Click [Add] to open the Command File Record page, and then input the name and 
descriptions. 
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Figure 6-21 Command File Record 


Command File Record 


Command File List | 


Name: Description : | 


Abstract Device [ADV] Command Í Parameters 


Move Command: 一 


4. Click [Add] on the page above, and the page below will pop up, on which you can 
add custom commands. 


Figure 6-22 Add Custom Command 


Command File - Command 


ADV Category : 
Panel 

ADV: 

PRO3000 MASTER 
Command : 

Custom Command e ADV Category : “Panel” 

Parameters 

Custom Command e — Command: “Custom Command” 
| 


Cancel 


5. On the page above, select PRO3000 Panel from the ADV field and input the 
command in the text box below, and then click KOK] to complete. 


Examples 
Enable/Disable ”ACK/NAK” Mode 


By custom command, PRO3000 Panels on one loop can shift to another loop depending 
whether they are in "ACK/NAK” mode or not. 


Input the custom command as below: 


e l=pn x 1 (pn indicates Panel address) — enable "ACK/NAK” mode. 
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Figure 6-23 Enable “ACK/NAK” Mode 


Command File - Command 


ADY Category : 


Panel 


ADV: 

PR03000 MASTER 
Command: Run this command on the loop not 

Custom Command in ”ACK/NCK” mode to active it, then all of 
Parameters the PRO3000 Panels on this loop will shift to 
Custom Command the loop in “ACK/NCK” mode. 


Il=15x1 


e l=pn x 0 (pn indicates Panel address) — disable "ACK/NAK” mode. 
Figure 6-24 Disable “ACK/NAK” Mode 


Command File - Command 


ADV Category : 


Panel 


ADV: 
PRO3000 MASTER 


Run this command on the loop 


[CC in "ACK/NCK” mode to disable it, then all of 
the PRO3000 Panels on this loop will shift to 
Parmeters the loop which is not in “ACK/NCK” mode. 


Custom Command 


I=15x0 


Note PRO3000 Panel will be in “ACK/NAK” mode after restart. 


Enable/Disable ”Dual Door Interlock” Mode 


PRO3000 Panel supports dual door interlock. When the panel is in “Dual Door Interlock” 
mode, the door can not be opened in any way if the other door is open. 


PRO3000 Panle can be configured whether in “Dual Door Interlock” mode or not by 
using command file. 


Input the custom command as below: 


e |=pn D 1 (pn indicates Panel address) — enable "Dual Door Interlock”. 
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Figure 6-25 Enable "Two-door Interlock” 


Command File - Command 


ADV Category : 


Panel 


ADV: 
PRO3000 MASTER 


Command : 


Custom Canmand Run this command on the loop that is not 
in "Dual Door Interlock” mode to active it, 
es, then all of the PRO3000 Panels on this loop 
I=15D1 will operate following “Dual Door Interlock” 
rule. 


Cancel 


e |=pn D 0 (pn indicates Panel address) — disable Dual Door Interlock” mode. 
Figure 6-26 Disable “Two-door Interlock” Mode 


Command File - Command 


ADV Category : 


Panel 


ADV: 
PRO3000 MASTER 


Run this command on the loop that is 


Command : 


—— in "Dual Door Interlock” mode to disable it, 
then all of the PRO3000 Panels on this loop 
latest will not follow “Dual Door Interlock” rule. 


1-150 


Configuring PRO3000 as Local Branch 


When PRO3000 is set as local branch, it supports “Duress Alarm” and 
“Global Anti-passback”. Only PAK SE/PE v3.3 or above can support 
Note setting the PRO3000 as local branch. 


Descriptions in this section are based on WIN-PAK SE/PE v3.3 Build 
670.22.4. 


PRO3000 Panel must be added and configured in the WIN-PAK system before the 


PRO3000 access control system can be used. The home page of WIN-PAK System is 
shown as below: 
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Figure 6-27 WIN-PAK System 


WIN-PAK PE 


Note About all the picture information in this section, please see “W/N-PAK 
SE/PE User Guide”. 


Access to Device Map 


All the operations on PRO3000 Panel are performed on the Device Map, which can be 
accessed by the steps below: 

1. Inthe WIN-PAK System, select Configuration > Device > Device Map: 
Figure 6-28 Configuration Menu 

7 PE - -[ ~ 

File View Account Card System Reports Window Help 


ap.. 
E] Time Management ， gif Abstract Device (ADV)... 


@ Select Language... 
轴 Translate 


Qj Command File... 
图 Guard Tour... 
jj Floor Plan Definition... 


2. The Device Map is displayed: 
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Figure 6-29 Device Map 
File View Account Operations Card System Reports 


we BEL 


Configuration Window Help 


KS c 


p CMD FILE 
加 COMM SERVER 
GT 
€ SCH 
4 TT™ 


Adding and Configuring 
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To add and configure PRO3000 Panel the first time, perform the following steps strictly: 


Adding Communication Server 
Adding and Configuring Direct PRO3000 Master Panel 


Adding and Configuring PRO3000 Panel 


Communication Server 


Communication Server is used for connecting PRO3000 Master Panel to WIN-PAK 
System. The Communication Server can be created and configured via the Device Map. 


Reboot the server or computer after adding the Communication Server. 


PRO3000 Master Panel 


Add PRO3000 Panel to the Communication Server after the Communication Server is 
created (up to 31 PRO3000 Panels can be connected to the WIN-PAK System by RS- 


485 protocol). 


PRO3000 Master Panel is also a PRO3000 Panel. The difference 
between the two is that PRO3000 Master Panel has a network interface 


which is used to set up network connection with the WIN-PAK 
Note Communication Server. It acts as a “master panel”. 


This user guide refers to “PRO3000 Master Panel” only when the feature 
as the master panel must be emphasized. Otherwise, it is referred to as 


“PRO3000 Panel’. 


Honeywell 


Perform the following steps to add PRO3000 Master Panel: 


On Device Map, expand the Devices tree, right-click the name of the 
Communication Server, point to “Add” and select “Direct PRO3000 Master Panel”. 


Figure 6-30 Add PRO3000 Master Panel 


Panel Loop (C-100) 
Panel Loop (485/PCI) 
RS-232 Port (Single Panel) 


Direct NetAXS Gateway Panel 
Direct PRO3000 Master Panel 


Panel Loop (P-Series) 

Direct P-Series Panel 

Modem Pool (C-100 and 485 with HUB non-ACK/NAK) 
Modem Pool (485 with HUB ACK/NAK) 

Modem Pool (P-Series) 


CCTV Switcher 
RS-232 Connection 


Ethernet Module (Galaxy Single Panel) 
Vista Panel Port (Home Automation Mode) 


The following figure is displayed. Edit the basic information. 


Figure 6-31 Master Panel - Basic Information 


1 =] hioeortaer ~ 


Panel CMD Retry Count: |3 ==] 
Panel CMD Time Out : |5 a Sec 


厂 Bufferal panels on ext 
厂 Unbuffer all panels on startup 
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Communication Type — Select “TCP/IP Connection”. 
“Panel Address” is “1” and can not be modified. 


Note 


Click {Add ] to add PRO3000 Master Panel to ADV (Abstract Device Record). 
3. Click [Next] and the Card Format page is displayed. 
Figure 6-32 Master Panel — Card Format 

a h— = 


z | |F=1 M1234567891011 12 


C AE 
OEE. F=1 M1234567891011 1213 14 15 16 
© WIEGAND | 
| | © lt | 


=1 [1 [2 
F=1 [2 [32 
F=1 [3 [34 
[Fr [a] 
TFT Ea 
TFT [eT 


fer 7 TT 


[er [8] 


Note PRO3000 Master Panel only supports “WIEGAND” card format. 


4. Click [Next] and the Time Zones page is displayed. 
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Figure 6-33 Master Panel — Time Zones 


Panel Configuration - Time el 


ck cnet | | Hep 


The time zones in the field of “Available Time Zone” and “Selected Time 
Zone” can be shifted freely by clicking ‘Tl and B. 


Only the time zone in the field of “Selected Time Zone” can be used by 
PRO3000 Master Panel. 


Note 


5. Click [Next] and the Options page is displayed. 
Figure 6-34 Master Panel - Options 


[BMAZO 


Host Grant : 


[Open Door and Update Panel < 
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Note For the configuration and function of anti-passback, refer to Table 6-3. 


6. Click [Next] and the Inputs page is displayed. 
Figure 6-35 Master Panel — Inputs 
oo ET E — 


I Supervised fa 
@ Normally Open 
Shunt Time: [0 + Normally Closed 
Debounce Time : [0 H see | 
Vv C (a 6 | Report Aams I 


Point : [1- No ADV @ Never 


Alam Action : |Pulse 


Normal Action : | No Action 


Le La | 
= 
F 
3 


PRO3000 Master Panel supports up to 8 inputs. The following table shows the default 
functions of the 8 inputs. 


Table 6-2 PRO3000 Panel Interlock Reassignment 


Interlock Function 


1 Door 1 REX (Egress) 
Door 1 Status 
Shunt Time: 15 seconds 


Door 2 REX (Egress) 


Door 2 Status 
Shunt Time: 15 seconds 


Reader 1 Tamper 


Reader 2 Tamper 
PRO3000 Access Control Unite Tamper 
Reserved 


INIA] A JOJN 


In the above figure, select the 8 inputs and then configure the parameters and interlocks 
one by one. 
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Select “Never” from “Report Alarms”, and the alarm and recovery 
information of the input will not be sent to WIN-PAK. On the 
contrary, if “Always” is selected, the alarm and recovery 

Note information will be sent to WIN-PAK. 


If “Supervised” is selected, a resistor must be connected to enable 
the supervision on “short”, “open”, “alarm” and “normal”. Refer to 
Supervised Input Wiring for more detailed information. 


7. Click [Next] and the Outputs page is displayed. PRO3000 Master Panel supports 
up to 4 relay outputs. 


Figure 6-36 Master Panel — Outputs 
cen = kK = 


1-No ADV 


8. Click [Next] and the Readers page is displayed. 


Click on the protuberant areas on this page to configure the Direct Point, Free 
Egress and Status Input/Shunt Device to be the same as the default settings on 
PRO3000 Master Panel. 


PRO3000 Master Panel supports 2 readers of WIEGAND type. 
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Figure 6-37 Master Panel - Readers 


i 7 
Configure Direct Point Ex) 


Cn 
@ Out 


Door 厂 Free Egress Input shunts Status Input / Shunt Device 


ne Pulse - No Action 
Reader 1 — Direct Point : 


Ls out 
fies Eye bea Pulse Time 10 sec 


h1 


Follow - No Action 
Status Input / Shunt Device 


In2 
Shunt Time 15 sec 


Direct Point : [Out 1 


Pulse Time : [10 


Set Defaults Cancel 


Configure Free Egress =x} 


GH coc 
Egress Input : [In 1 到 


G Sec C MinC Hr 
Shunt Time : [0 4 


Debounce Time : [0 H See 


| Set Defaults Cancel 
E — = | 
| =) 


GE Co ¢ 
Status Input / Shunt [In 2 了 


G Sec C MinC Hr 
Shunt Time : [15 a 


Debounce Time : [0 习 See 


| Set Defaults Cancel 


The default interlock settings are shown as below: 


Figure 6-38 Default Interlock Settings 


Door 厂 Free Egress Input shunts Status Input / Shunt Device 


Reader 1 Pulse - No Action Direct Point: 
Dut1 
Pulse Time 10 sec 


Follow - No Action, 


Free Egress Input 


Status Input / Shunt Device : 


In2 
Shunt Time 15 sec 


Door I~ Free Egress Input shunts Status Input / Shunt Device 
Reader 2 Puse-NoActon Direct Point: 
Out 2 
bs l 
Free Egress Input: Pulse Time 10 sec 


Follow - No Action 


Status Input / Shunt Device : 


Ind 
Shunt Time 15 sec 


When “anti-passback’” function is used, select “in’/“out”, and “soft”/“hard” 
for the reader on the Readers page. 


Note If “Soft” is selected, the door can be open in case of passback and an 


alarm will be sent to WIN-PAK. 


If “Hard” is selected, the door cannot be open in case of passback and an 


alarm will be sent to WIN-PAK. 


9. Click [Next] and the following page is displayed. Click [Finish] and the 


configuration will be completed. 


52 


Honeywell 


Figure 6-39 Master Panel — Finish 


Click Finish to complete this Add/Edit, click Back to 
review what you have changed, or click Cancel to 
abort 


10. To modify the configurations, double-click the name of the PRO3000 Master Panel. 


Note Refer to Command File for how to use the command files. 


PRO3000 Panel 
Up to 30 PRO3000 Panels can be added to the PRO3000 Master Panel as slave panels. 


1. On Device Map, expand the Devices tree and the folder of the Communication 
Server, right-click the name of the Master Panel, and select “Add PRO3000 Panel’. 
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Figure 6-40 Add PRO3000 Panel 


i) COMM SERVER 
-加 199.63.161.69 
-E| 199.63.161.70 
Ges 
PS GLEN_PRO3K_1 


加 LawrencePW6KLIC-3 


PWAK-I ANNP? l 
2. The following figure is displayed. Enter the basic information of the PRO3000 Panel. 
Figure 6-41 Panel — Basic Information 
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Firmware Version — Select the latest version. 


Note Address — The address of the panel on each loop must be 
unique and be the same as the address set from the DIP switch 
(2-31). 


Click {Add ] to add PRO3000 Panel to ADV (Abstract Device Record). 


3. Click [Next] and the Card Format page is displayed: 
Figure 6-42 Card Format 


ADV 


| e [F [w 1234567891011 12 
c |[F3 [M1234567891011 1213 141516 
c | [3 


| [Foma 1 [F=3 [1 [26 [ [sli DN [er [B2 [B3 [B4 oo. | 
| OFomat2 F3 [2 [32 | [S0 [D [0 [B1 [B2 [B3 [B4 Def. | 
| [Format 3 F3 [3 [34[ [St Dh [et [B2 [B3 [es _ Det. 
DFomat 4 estat I TT oe 
DFomat 5 a a a O O O O A 
DFomat 6 ra fel TIIT] I 
口 Fema7 EDE LDLDLP DLL 
DFomat 8 F fe ITT ET 


«ex Cree | Heo 


Note PRO3000 Panel only supports “WIEGAND” card format. 


4. Click [Next] and the Time Zones page is displayed. 
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Figure 6-43 Time Zones 
ADV | 
Available Time Zone Description No. Slots 
@NotOn F Add 
@ Aways ON22 Always ON222 1 E 
Isolate 
bss 
| = 
| 
| 图 a 
| Slot_ | Selected Time Zone Description No. Slots 
G1 keathir 1 
Holiday Group : 
.None X 
Cmos | He 


The time zones in the field of “Available Time Zone” and “Selected 


Time Zone” can be shifted freely by clicking -要 | and B 


Only the time zone in the field of “Selected Time Zone” can be used 
by PRO3000 Panel. 


Note 


5. Click [Next] and the Options page is displayed. 
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Figure 6-44 Options 
Site Codes pad 
Vv j I Forgiveness = Em | 
© Local 
© Global 
[ise | 
厂 Groups A [ 
厂 She 
厂 Keypads ia 
Time Zone for PIN : 
| =] 
I Continuous Card Reads 
IV Reverse Read LEDs 
区 Spi 
[T Visitor Cards vanced.. 
es Mvanced | 
[None xl 
Initialization Command : 
BMAZO 
Host Grant : 
< Back Cancel Help 
Table 6-3 Anti-Passback Configuration & Function 
Master 
Panel Disable APB Local Global 
Slave Panel 
, APB is enabled among 
Disable APB APB is disabled. aati — forthe | the master panel and 
P ` other loops. 
APB is enabled for the | APB Is enabled among 
. the master panel and 
APB is enabled for the | master panel. 
Local lave panel APB i bled for th other loops. 
SAE RE Save oana dorine | APB is enabled for the 
P ` slave panel. 
APB is enabled for the 
APB is enabled among | master panel. APB is enabled among 
Global the slave panels in the | APB is enabled among | the master panel, slave 


loop. 


the slave panels in the 
loop. 


panels and other loops. 


Note: APB -- Anti-passback 


6. Click [Next] and the Inputs page is displayed. 
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Figure 6-45 Inputs 


ADV 
Add 
I Supervised G 
@ Sec C Min © Hr © Normally Open 
Shunt Time : |0 lex Normally Closed 
Debounce Time: f0 Sec 
可 cl € G Report Alarms 
Point : | 1 - No ADV 了 @ Never 
C 
Alam Acti Pul ba c 
larm Action Ise 了 | poss 
Normal Action : |No Action i 


< cores | tp 


PRO3000 Master Panel supports up to 8 inputs. The following table shows the default 
functions of the 8 inputs. 


Table 6-4 PRO3000 Panel Interlock Reassignment 


Interlock Function 


1 Door 1 REX (Egress) 


Door 1 Status 
Default Shunt Time: 15 seconds 


Door 2 REX (Egress) 


Door 2 Status 
Default Shunt Time: 15 seconds 


Reader 1 Tamper 

Reader 2 Tamper 

PRO3000 Access Control Unite Tamper 
8 Reserved 


NIOlO] A JOJN 


In the above figure, select the 8 inputs and then configure the parameters and interlocks 
one by one. 


Select “Never” from “Report Alarms”, and the alarm and 

recovery information of the input will not be sent to WIN-PAK. 

On the contrary, if “Always” is selected, the alarm and recovery 
Note information will be sent to WIN-PAK. 

If “Supervised” is selected, a resistor must be connected to 

enable the supervision on “short”, “open”, “alarm” and “normal”. 

Refer to Supervised Input Wiring for more detailed information. 
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7. Click [Next] and the Outputs page is displayed. PRO3000 Panel supports up to 4 
Relay outputs. 


Figure 6-46 Outputs 
Pn oun ET M 
ADV | 
Add 
ieee 
| Time Zone : Im Sho 
| None 到 
| 
| 
@ Sec © Min © Hr 
Pulse Time : [10 a 
7 Interlocking ‘Oy te) c 
Point : | 2- No ADV 了 
On Action : | Follow X 
Off Action : |No Action v 


Lelee 


8. Click [Next] and the Readers page is displayed. 


Click on the protuberant areas on this page to configure the Direct Point, Free 
Egress and Status Input/Shunt Device to be the same as default settings on 


PRO3000 Panel. 
PRO3000 Panel supports 2 readers of WIEGAND type. 
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Figure 6-47 Readers 


Configure Direct Point =x) 


厂 Free Egress Input shunts Status Input / Shunt Device 


Pulse - No Action 


Direct Point : 


Out 1 
Pulse Time 10 sec 


Follow - No Action 


Status Input / Shunt Device 


In2 
Shunt Time 15 sec 


way Tobe tsi 
Direct Point [Out 1 


G Sec C MinC Hr 
Pulse Time : [10 + 


Set Defaults Cancel 


Configure Free Egress x} 


Cf c 6 
Egress Input : [In 1 


G Sec C MinC Hr 
Shunt Time : [0 


Debounce Time : [0 Sec 


| Set Defaults Cancel 


E 


Configure Status Input / Shunt Device =x) 


CE co C 
Status Input / Shunt [In 2 


G Sec C MinC Hr 
Shunt Time : [15 a 


Debounce Time : [0 H Sec 


Door 


Reader 1 Pulse - No Action 


Free Egress Input : 


Follow - No Action, 


Status Input / Shunt Device : 


In2 
Shunt Time 15 sec 


Figure 6-48 Default Interlock Settings 


厂 Free Egress Input shunts Status Input / Shunt Device 


Direct Point : 


Out1 
Pulse Time 10 sec 


| Set Defaults Cancel 


The default interlock settings are shown as below: 


Door I~ Free Egress Input shunts Status Input / Shunt Device 
Reader 2 Puse-NoActon Direct Point: 
Out 2 
bs l 
Free Egress Input: Pulse Time 10 sec 
Follow - No Action 


Status Input / Shunt Device : 


Ind 
Shunt Time 15 sec 


When “anti-passback’” function is used, select “in’/“out”, and “soft”/“hard” 
for the reader on the Readers page. 


Note If “Soft” is selected, the door can be open in case of passback and an 


alarm will be sent to WIN-PAK. 


If “Hard” is selected, the door cannot be open in case of passback and an 


alarm will be sent to WIN-PAK. 


Click [Next] and the following page is displayed. Click [Finish] and the 
configuration will be completed. 
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Figure 6-49 PRO3000 Panel — Finish 


Click Finish to complete this Add/Edit, click Back to 
review what you have changed, or click Cancel to 
abort. 


J ce | rep | 
10. To modify the configurations, double-click the name of the PRO3000 Panel. 


Note Refer to Command File for how to use the command files. 
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7 Specifications 


Specification 


Relay Contacts 


Parameters 


Four Form-C SPDT relays, 3A @ 28VDC (external PTC preferred) 


Voltage: 12VDC nominal 


Power Current: 300mA combined with two readers 
LED Output Open collector driver capable of sinking up to 8mA 
Tamper Supervised or non-supervised input 
Data Input TTL compatible inputs 
este Buzzer Output aca driver capable of sinking 8mA at 
Honeywell JT-MCR MIFARE Smart READERS 
Honeywell HON-MSR MIFARE SECTOR READERS 
Reader Type HONEYWELL OmniProx PROXIMITY READERS 
Honeywell OmniClass SMART READERS 
Honeywell HON-FIN3000 Fingerprint 
Maximum Reader 150mA (any of the two reader outputs) 
Output Loading Total 300mA (combined current of the two reader outputs) 


Common 
Connections 


The common connections of supervised input are all connected internally, 
which are not connected to the panel chassis. 

The common connections of relay output are NOT all connected internally, 
which are NOT connected to the panel chassis. 


Height: 245mm (9.65inches) 


Mechanical Dimension Width: 200mm (7.87inches) 
Depth: 65mm (2.56inches) 

Weight 0.295Kg (0.65 Ibs) 

Temperature Operating: 0°C ~ 50°C 
Environment Storage: -55°C ~ +85°C 

Humidity 5% ~ 85% RHNC 

Ethernet Shield, cat5 to RJ-45 SSOInehes (100m) 

(Maximum Distance) 

Readers 7-Conductor, Shielded 500 mee (193 m) 

Cabie (Maximum Distance) 


Supervisor Input 


2,000 inches (610 m) 


Twisted Pair, Shielded (Maximum Distance) 


Relay Outputs 


2,000 inches (610 m) 


Twisted Pair, Shielded (Maximum Distance) 
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8 Troubleshooting 


Table 8-1 Troubleshooting Problems and Solutions 


Problem Solution 


(1) 


Poll response to alarms (2) 
by Loop in WIN-PAK (3) 
System 


Check whether the Loop IP Address can be accessed 
by ping command. If not, check the Internet 
connections. 


Make sure there is only one master panel in the loop. 


Check the DIP Switches of the master panel to ensure 
that the addresses are set to a value other than zero 
and DIP switch 6 = 1. 

Check whether the RUN LED flickers. If not, it 
indicates the system fails to run. 


Poll response to alarms (2) 
by Panel in WIN-PAK 
System 


Ensure that the DIP switches address are set to a 
value other than zero. 


Check whether the RUN LED flickers. If not, it 
indicates the system fails to run. 


Check whether the 485 indicator LED flickers. If not, 
check the RS-485 connections. 


PRO3000 EOL Network is AC-coupled. There is no resistance 
Note difference between the RS-485 positive and negative terminals no 
matter whether the EOL network is on or not. 
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Appendix A Miscellaneous 


Basic Standalone Operations 


Card Read / Door Lock Operation 


1. Present a card to a reader. 
2. The reader sends the card number to a reader input on the panel. 
3. The panel searches its database and: 


e Ifitis a valid card, then energizes the door relay associated with the particular 
reader input. The card is valid when it is in the card database on the panel and 
the current time and date conforms to the time zone associated with the card. 


e If itis not a valid card, the door relay remains locked. 


Door Egress / Door Lock / Door Status Operation 


1. Activate the door egress input. 


2. The panel energizes the door relay associated with the particular door egress input 
for a default time of 10 seconds. 


3. If the door status goes from close to open and to close again during the 10 second 
door open period, the door relay will be immediately de-energized. 


PRO3000 Panel Defaults 


Reader Ports 


The panel accepts a Wiegand serial data packet from the card reader. If the card is in 
the database, the associated relay is activated. If the card is not in the database, the 
relay state is unchanged. 


The followings are the default reader ports to relay associations: 
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Table A-1 Default Reader Ports 


Reader Number Controls... 


Relay 1 (Output 1) 
2 Relay 2 (Output 2) 


Reader Tamper Inputs 


The card readers have a Tamper signal wired to PRO3000 panel. This is a two-state 
input configured as a Normally Closed contact. 


The followings are the default Reader Tamper Inputs to Panel Input associations: 


Table A-2 Default Reader Tamper Inputs 


Tamper LED Reports as... 
Tamper 1 Input 7 
Tamper 2 Input 8 


Door Egress Inputs 


The panel has a Request-To-Exit (Egress) input for each door. The default condition is a 
two-state input configured as Normally Closed contact. When the egress input is active, 
the associated output relay will be active. 


The followings are the default egress input associations: 


Table A-3 Default Door Egress Inputs 


Egress input Controls relay... Panel input Reports as... 
SUP1 Input 1 
2 2 SUP3 Input 3 


Door Status Inputs 


The panel has a Door Status input for each door. The default condition is a two-state 
input configured as a Normally Closed contact. 


The following are the default door status input associations: 
Table A-4 Default Door Status Inputs 


Door Status input Panel input Reports as... 
SUP2 Input 2 
2 SUP4 Input 4 
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Panel Tamper Inputs 


The panel has an additional generic input that can be used as generic input as Enclosure 
Tamper input. The default condition is the input configured as Normally Closed. Tamper 
input is a special case, since it reports in as two inputs (inputs 6 and 20). Input 6 can be 
used as a generic input, but input 20 is used for the Enclosure Tamper alarm. 


Table A-5 Default AC FAIL and Panel Tamper Inputs 


Generic input Panel input Reports as... 


Generic/Enclosure Tamper SUP6 Input 6 


Additional Generic Outputs 
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The panel has the following two additional generic form C relay outputs: 
Table A-6 Additional Generic Outputs 


Relay output Controls... 
3 Output 3 
4 Output 4 
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安全 注意 事项 


请 勿 将 读 卡 器 安装 在 紧急 出 口 、 安 全 


程 中 发 生火 灾 或 危及 人 身 安全 的 事故 。 


]、 障 碍 物 、 


BRAF H 


地 区 不 同 ， 火 灾 和 安全 限于 
如 ， 出 门 按钮 在 有 些 城 市 是 禁 月 


HAY 


I 等 级 不 同 ， 
。 在 多 数 实际 使 ) 


安装 


电子 产品 时 i 


请 遵 


循 
无 


地 相关 法 律 


4E lK 


中 ， 


E 通 知 的 单 步 退出 


上 门 上 ， 以 避免 安装 过 


( 例 


主 报警 或 监控 


操作 可 被 视 为 生命 安全 请 求 。 

请 确保 全 部 请 求 都 通过 书面 同意 。 口 头 同意 无 效 。 

霍 尼 韦 尔 不 推荐 使 用 WIN-PAK 或 相关 产品 作为 主 报警 或 监控 系统 。 
系统 应 符合 当地 火灾 和 安全 标准 。 

安装 人 员 必 须 遵守 基本 规则 指导 最 终 用 户 按照 每 

失败 ， 安 装 人 员 须 对 引起 的 全 部 问题 负责 。 

全 部 外 围 设备 须 接地 。 

门 锁 上 须 配 备 防 干扰 器 。 安 装 时 使 用 防 干 扰 器 。 霍 尼 韦 尔 门禁 


DC 锁 。 


若 不 遵守 以 下 安全 注 


E: 
已 ,村 


安装 前 ， 请 关闭 外 部 电路 (为 系统 供 


能 导致 人 身 危险 或 设备 故障 : 
E), HETIM 


连接 设备 到 电源 之 前 ， 请 确认 输出 
安装 完成 之 前 ， 请 勿 通电 。 


E (ESD) 会 损坏 CMOS 集成 


HEL CAS) FRET 
EK ¢ 


压 在 指定 


RR, KAM ESD Hir 


BK 


围 内 。 


AR CHAS) 仅 推 


检测 步骤 测试 系统 。 若 系统 检测 


路 和 模块 ， 为 避免 该 种 损失 请 按照 如 下 步 又 操 


包子 配件 ， 包 括 完整 的 读 卡 器 组 件 。 
各 商店 有 售 ) 组 成 ) 处理 
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1 关于 本 文档 


感谢 您 购买 PRO3000 门禁 控制 模块 ! 
本 手册 为 PRO3000 门禁 控制 模块 安装 和 配置 指南 。 


本 手册 目标 读者 为 熟悉 WIN-PAK 门禁 管理 软件 的 操作 员 或 管理 员 。 
普通 用 户 若 使 用 本 手册 ， 请 首先 阅读 《WIN-PAK SE/PE eH?) o 


内 容 概述 


本 文档 包含 以 下 章节 : 
。 第 1 章 ， 庆 六 天文 赔 ， 简 要 介绍 “PRO3000 门禁 控制 模块 安装 和 配置 指南 ”。 
。 52%, Pi, WENA PRO3I000 门禁 控制 模块 。 
。 第 3 章 ， 委 闫 ， 说 明 如 何 安装 PRO3000 门禁 控制 模块 、 布 线 各 组 件 、 设 置 DIP 开关 


caren 
SF o 


。 34%, PRO3000 IZER A, MEA HE PRO3000 门禁 控制 系统 。 


。 355%, PRO3000 Web Server， 说 明 如 何 登录 到 PRO3000 Web Server 并 进行 相 
关 配 置 。 


。 B6, W WIN-PAK AAA WAWE WIN-PAK 将 PRO3000 门禁 控 各 
模块 配置 为 N-1000 兼容 型 回路 或 PRO3000 本 地 回路 。 


。 第 7 章 ， 龙 大 参数 ， 说 明 PRO3000 门禁 控制 模块 规格 。 
。 第 8 章 ， 帮 磅 渗 WV 尺 租 谢 ， 介 绍 产品 使 用 过 程 中 可 能 会 产生 的 故障 和 解决 方法 。 
。 MKA, AMFA, PARIE PRO3000 门禁 控制 模块 默认 值 。 
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关于 本 文档 


特殊 字体 和 符号 


PIIK 参考 信息 

【】 按钮 、 选 项 卡 或 菜单 项 
注意 注意 事项 

警告 重要 操作 注意 事项 


声明 


可 以 根据 需要 对 产品 进行 更 新 ， 恕 不 事 
言 轧 未 经 允许 不 得 传播 。 
。 ”安装 配置 产品 前 ， 请 首先 仔细 阅读 本 手册 ， 并 妥善 保存 以 备 后 用 。 


。 ”本 手册 已 经 测试 并 保证 准确 性 。 知 有 任何 不 确定 或 争议 ， 请 以 Honeywell 最 终 解释 为 
准 。 由 用 户 对 本 手册 的 错误 理解 或 误 操 作 引 起 的 任何 后 果 ，Honeywell 不 承担 任何 责 
任 。 


Ny} 
at 
W 
党 


。 ”请 以 实物 为 准 ， 本 文档 中 全 部 图 片 仅 作 参 考 。 
SE] 


= 
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2 概述 


RA BSBA A) 的 重要 组 成 部 件 ， 


PRO3000 门禁 控制 模块 是 PRO3000 门禁 探 人 
是 一 种 双 读 卡 器 控制 模块 ， 最 多 支持 2 个 门 并 提供 8 输入 和 4 输出 。 一 个 门禁 控制 回路 最 多 
支持 31 个 PRO3000 门禁 控制 模块 互 连 ， 并 控制 62 个 门 。 

PRO3000 门禁 控制 模块 具有 以 下 特性 : 

实时 时 钟 保护 

PRO3000 门禁 控制 模块 利用 超级 电容 器 为 实时 时 钟 提 供 备 用 电源 。 在 主 电源 断 电 的 情况 
下 ， 超 级 电容 器 可 以 持续 为 实时 时 钟 供电 一 个 星期 。 

记忆 保护 

PRO3000 门禁 控制 模块 利用 闪存 保存 系统 数据 和 事件 信息 。 闪 存 为 非 易 失 性 存储 器 ， 因 


此 在 断 电 时 控制 模块 不 会 丢失 数据 。 
读 卡 器 电源 
PRO3000 门禁 控制 模块 可 以 为 读 卡 器 提供 12VDC、150mA 电源 。 两 个 读 卡 器 最 大 输出 
电流 需 小 于 300mA。 
警告 请 勿 使 用 PRO3000 门禁 控制 模块 和 读 卡 器 电源 为 门 锁 供电 。 
PRO3000 门禁 控制 模块 的 输入 电压 为 12VDC。 当 有 电源 为 PRO3000 
注意 门禁 控制 模块 供电 时 ， 输 入 电源 灯 将 亮 起 。 若 该 灯 炸 灭 ， 说 明 12VDC 输 
入 电压 断 开 或 电压 过 低 不 足以 运行 系统 。 


按照 如 下 步骤 安装 PRO3000 门禁 控制 模块 : 


警告 请 使 用 防 静电 腕 带 以 防 静 电 放 电 (ESD) 。 


1. 确认 控制 模块 布局 、 走 线 、 电 源 。 
2. 根据 安装 材料 选择 合适 安装 工具 ， 将 机 箱 安装 在 墙 上 的 适当 位 置 。 


3. 布线 机 箱 中 全 部 VO 配 线 ， 并 标记 其 功用 (为 确保 布线 正确 ， 请 一 次 移 除 一 个 终端 插 
头 ， 参 考 第 5 WA 3-1 PRO3000 (HW RAWAE) o 


警告 此 时 请 勿 连接 电源 。 


4. ”连接 屏蔽 地 到 底部 螺栓 。 


5. 设置 控制 模块 DIP 开关 地 址 〈 参 考 第 9 页 玫 3-5 SW1 AY DIP 丈夫 和 玫 3-6 SW2 HY 
DIP FX) 。 


6. 检查 全 部 配 线 。 


错误 布线 会 造成 PRO3000 门禁 控制 模块 在 通电 时 损坏 ， 我 公司 将 不 承担 


保修 责任 。 


警告 


7. 上 电 ， 此 时 POWER LED 灯 变 为 绿色 。 整 个 上 电 过 程 将 持续 几 分 钟 ， 之 后 RUN LED 
灯 开 始 闪 烁 。 上 电 完 成 后 ， 检 查 全 部 LED 灯 状 态 确保 控制 模块 上 电 正 确 。 (参考 第 
11 Wi 3-3 LED RIRE) 。 


注意 使 用 以 太 网 连接 的 控制 模块 电线 必须 符合 FCC 第 15 条 Class B 标准 。 
可 以 在 以 太 网 电线 的 任意 部 位 扣 下 磁 夹 。 
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布线 


图 3-1 PRO3000 门禁 控制 模块 布线 图 


© O 
88 |SS 
网 卡 接口 ioe 
P16 P10 
(功能 预 留 ) 电源 指示 灯 
_---_ 常 开 继电器 1 a 
a ”公共 端 继电器 1 
ret || TS E 
“ne 继电器 2 || O 4| PT 
| 1 继电器 指示 灯 
: |_| Agee 继电器 3 0 
备用 输出 1 zt LH nes O3 pg 
常 开 继电器 4 oe 
i = 56 -一 一 > 系统 指示 灯 
O1 
O2 
34 p4 
te ae a 
at [B— 25 读 卡 器 指示 灯 
OO7 工 Akb 
or eee X 
A 00 o0 ‘om 
z+ fE—---- -e i 上 a SM 
Oe 485A 指示 灯 = 
出 门 按钮 [7D] as, ar Swe 
er seer m 
门 磁 1 | 上 HAR 63 P13 P11 P12 Micro 
HP QON- QON- QON- SD 
出 门 按钮 2| ;| 一 一 p 94 P9 — |9GG||G9O] G90] | $ 
Poy 门 磁 2 6 
门 磁 2 上: O O 
sie SSS bee 
se REE Bec 
ain 5 Fas | os co | 
AGE = lel Spie 
注意 非 供电 有 限 配 线 (220VAC/60Hz 输入 配 线 、 电 源 过 滤 线 、12VDC 电源 
线 、 电 源 备 用 /充电 配 线 ) 与 其 他 任何 配 线 至 少 要 保持 6.35mm 距离 。 


安装 


读 卡 器 布线 
每 个 读 卡 器 端口 只 支持 一 个 Wiegand 输出 格式 的 12V 读 卡 器 。 读 卡 器 最 大 输出 电流 为 
300mA。 


要 有 效 利用 每 个 读 卡 器 端口 ， 需 要 使 用 密封 7- 分 线 器 电缆 〈18-22AWG) 。 若 不 启用 “ 蜂 
鸣 器 ”功能 ， 可 使 用 标准 6- 分 线 器 电缆 。 电 缆 应 该 仅 在 控制 模块 端 接 屏蔽 地 ， 两 端 接地 将 破坏 
接地 回路 。 推 荐 每 个 读 卡 器 配 线 最 大 长 度 为 152.4m (500inch) 。 


表 3-1 读 卡 器 布线 


端子 配 线 颜 色 Wiegand 读 卡 器 
P4-1，5-1 宗 色 LED 

P4-2, 5-2 绿色 D0 或 485- 
P4-2, 5-2 色 D1 或 485+ 
P4-2，5-2 黑色 接地 

P4-2, 5-2 红色 ANDERT 
P4-2, 5-2 紫色 防 拆 
P4-2，5-2 黄色 ZI 


监控 输入 布线 
监控 输入 位 于 P9 和 P13。 输 入 1-4 位 于 P9; 输入 5 和 6 位 于 P13。 
表 3-2 默认 监控 输入 分 配 


端子 输入 默认 功能 
P9-1 输入 1 出 门 按钮 1 
P33 输入 2 门 磁 1 

P9-4 输入 3 出 门 按钮 2 
IA 输入 4 门 磁 2 

P13-1 输入 5 控制 器 防 拆 
P13-3 输入 6 备用 电池 报警 


Honeywell 


图 3-2 监控 输入 布线 图 例 


常 开 一 4.7K ae iid 
nH” Ol] 1 | anga 
O| 2 | 公共 端 
Pn 〇 | 3) mæ 
Haf ATK z O| 4 | BRA 
WA 四 | 5 | 公共 端 
ik Ol 6 门 磁 2 
上 图 中 使 用 的 是 标准 4,700ohm 电阻 。 注 意 使 用 的 电阻 必须 相同 。 


= 


比 外 ， 若 监控 输入 不 使 用 默认 设置 ， 则 可 监控 防 拆 和 外 部 电源 故障 、 读 卡 器 和 控制 模块 防 
拆 ， 并 可 作为 辅助 输入 使 用 且 享 有 同一 特性 。 


当 使 用 1P-AK2ENC 为 PRO3000 机 箱 并 且 输 入 6 用 作 后 备 电池 投入 报警 时 ， 接 线 如 下 
所 示 : 


rafe] 
BHRAN Slo | 

电 党 长 人知 号 正 La | 
4 自流 12V EQ 
内 直流 12w AG) 
省 


电 小 充电 正名 

电 党 充电 负 鸭 
220VAC HERE CO} 
220VAC HAN O 
ZOVAC HAL OD 


在 WIN-PAK 中 ， 输 入 6 应 配置 为 “已 监控 ”和 “ 常 关 ”模式 。 


输入 配 线 应 密封 并 且 不 能 超过 20ohms 电阻 〈 整 个 电缆 ) 。 决 定 总 电阻 时 ， 应 考虑 控制 模 
块 到 门 的 双 倍 距离 。 


警告 蝶 线 应 该 仅 在 控制 模块 端 接 屏蔽 地 ， 两 端 接地 将 破坏 接地 


El 


路 。 


输出 布线 


继电器 1 默认 控制 门 锁 1， 继 电器 2 默认 控制 门 锁 2， 继 电器 3-4 为 辅助 继电器 。 

PRO3000 门禁 控制 模块 由 常规 12VDC 电源 供电 ， 但 不 能 为 门禁 控制 模块 的 门 锁 或 其 他 
负载 供电 。 继 电器 输出 电压 范围 为 12VDC~28VDC。 

每 个 继电器 都 有 一 个 绿色 LED 指示 灯 ， 说 明 该 继电器 状态 ， 若 激活 该 继电器 ， 则 LED 指 
示 灯 亮 起 。 


car 


输出 1 对 应 继电器 1， 输 出 2 对 应 继 
4。 输 出 1~4 均 可 配置 为 常 姑 


Has 2;， 输 出 3 对 应 继电器 3;， 输 出 4 对 应 继电器 
或 常 闭 节点 。 输 出 5 对 应 读 卡 器 1 的 蜂 鸣 器 ; 输出 6 对 应 读 卡 器 


2 的 蜂 鸣 器 。 输 出 5~6 无 对 应 继 
表 3-3 默认 输出 分 配 


电器 ， 不 能 驱动 8 毫 安 以 上 


LP arte 


端子 输出 默认 功能 

P7-1，7-3 输出 1 门 锁 1 

P7-4，7-6 输出 2 门 锁 2 

P8-1，8-3 输出 3 辅助 输出 

P8-4，8-6 输出 4 辅助 输出 

P4-7 输出 5 读 卡 器 1 蜂 鸣 器 
P5-7 输出 6 读 卡 器 2 蜂 鸣 器 

警告 使 用 的 电线 必须 能 够 承载 并 屏蔽 当前 负载 。 请 勿 将 这 些 电 线 与 通讯 器 、 读 


EO 。” 卡 器 、 监 控 答 入 配 线 捆绑 。 


DIP 开关 设置 


PRO3000 门禁 探 外 
DIP FFX. FRX SW1 的 DIP H 


判 模块 包含 12 个 DIP H 


F 关 定义 。 


表 3-4 SW1 的 DIP 开关 定义 


F 关 。SW1 包含 10 个 DIP 开关 ，SW2 包含 2 个 


DIP 开关 状态 定义 
SW1.1-5 控制 模块 地 址 (1 ~ 31) 
SW1.6 ON/OFF 主板 /从 板 
ON OFF 默认 IP 
et OFF ON 恢复 出 厂 值 
ON ON 保留 
OFF OFF 正常 运行 
SW1.9-10 功能 预 留 


1.1 位 至 1.5 位 ， 控 


回路 时 ，PRO3000 主 控制 器 的 地 址 只 能 为 1。 


1.6 位 决定 控制 模块 RS485 的 “主板 ”或 “从 板 ” 模 式 ， 必 须 将 6 位 设置 为 “ON” 以 将 


RS-485 网 关 设 置 为 “主板 ”模式 。 


1.7 位 和 1.8 位 有 四 种 纪 


设置 为 “ON”、1. 8 位 设置 为 “OFF”， 则 系统 
1.7 位 设置 为 “OFF”、 


症 模 块 地 址 为 1~31， 地 址 0 无 效 。 注 意 ， 当 PRO3000 被 配置 为 本 地 


LEDR: 若 将 二 者 均 设置 为 “OFF”， 则 正常 运行 ， 若 将 1.7 位 
动 获 取 默 认 IP(“192.168.1.150”); 若 将 


1.8 位 设置 为 “ON”， 则 PRO3000 门禁 控制 模块 恢复 出 广 值 ， 此 时 


Honeywell 


系统 配置 将 被 初始 化 为 默认 值 ， 所 


则 此 位 为 保留 位 ， 无 实 队 
1.10 位 的 功能 预 留 。 


1.9 位 条 


Nek Xo 


表 3-5 SW1 的 DIP 开关 设置 


系统 历史 


alin 


pam 


有 件 将 均 被 清 


除 ; 


若 将 二 者 均 设 置 为 “ON”， 


SW1.1 SW1.2 SW1.3 SW1.4 SW1.5 SW1.6 SW1.7 SW1.8 SW1.9 SW1.10 选项 
ON OFF OFF OFF OFF 也 址 1 
OFF ON OFF OFF OFF 也 址 2 
ON ON OFF OFF OFF 也 址 3 
OFF OFF ON OFF OFF 也 址 4 
ON OFF ON OFF OFF 也 址 5 
OFF ON ON OFF OFF 也 址 6 
ON ON ON OFF OFF 也 址 7 
OFF OFF OFF ON OFF 也 址 8 
ON OFF OFF ON OFF 也 址 9 
OFF ON OFF ON OFF 也 址 10 
ON ON OFF ON OFF 也 址 11 
OFF OFF ON ON OFF 也 址 12 
ON OFF ON ON OFF 也 址 13 
OFF ON ON ON OFF 也 址 14 
ON ON ON ON OFF 也 址 15 
OFF OFF OFF OFF ON 也 址 16 
ON OFF OFF OFF ON 也 址 17 
OFF ON OFF OFF ON 也 址 18 
ON ON OFF OFF ON 也 址 19 
OFF OFF ON OFF ON 也 址 20 
ON OFF ON OFF ON 也 址 21 
OFF ON ON OFF ON 也 址 22 
ON ON ON OFF ON 也 址 23 
OFF OFF OFF ON ON 也 址 24 
ON OFF OFF ON ON 也 址 25 
OFF ON OFF ON ON 也 址 26 
ON ON OFF ON ON 也 址 27 
OFF OFF ON ON ON 也 址 28 
ON OFF ON ON ON 也 址 29 
OFF ON ON ON ON 也 址 30 
ON ON ON ON ON 也 址 31 
ON 主机 485“ 主 板 ” 
OFF 主机 485“ 从 板 ” 
ON OFF 默认 IP 
OFF ON 恢复 出 三 值 
ON ON 保留 
OFF OFF 正常 运行 
ON ON 保留 


安装 


SW1.1 SW1.2 SW1.3 SW1.4 SW1.5 SW1.6 SW1.7 SW1.8 SW1.9 SW1.10 选项 


OFF OFF 保留 
ON OFF 保留 
OFF ON 保留 


下 表 为 SW2 的 DIP 开关 设置 。 
表 3-6 SW2 的 DIP 开关 设置 


DIP 开关 状态 定义 
sw2.1 ON 启用 主机 485 A EOL 
sw2.1 OFF 禁用 主机 485 A EOL 
SW2.2 ON 保留 
SW2.2 OFF 保留 


2.1 位 和 2.2 位 ， 用 于 终端 匹配 RS-485 电费， 并且 在 两 个 终端 点 控制 模块 上 必须 设置 为 
“ON”， 全 部 其 他 控制 模块 设置 为 “OFF”。 注 意 给 定 控 制 模块 上 跳 线 必须 设置 为 “ON” 或 
“OFF”。 


注意 拨 码 设置 改变 后 ， 仅 当 


由 
ian) 


启 后 更 新 才 会 生效 。 


LED 状态 


空 制 模块 布线 完成 后 上 电 。 系 统 将 花费 几 分 钟 完成 整个 上 
中 ， 请 确保 LED 显示 方式 与 下 表 中 说 明 一 致 。 


Ni 


过程。 控制 模块 初始 化 过 程 


Honeywell 


图 3-3 LED 指示 灯 状 态 


z 
É O 
10 lo% R 
20 AF 发 5 
19 eg = Ez go 
20 jas R & ig 
a2 IK NGG ga — 
is) x 中 R 58 
ate m _ 发 a 36 
e a B22 Sa e 
x: 党 gee qoa 
Hoe 0 a 30 
t 
0 0 2 ae 
”3 a 30 
O O 
N 2 ï ra O 
[a A 
* -Nmt O| -NOTINO K—NMTNHOR |_—NMTHOR | 一 worAdoo 
OOOO | GOOYGG | SOSSOSG | QOOOOGGS| | GOOVYO 
LED 指示 灯 状 态 
LED PWR 系统 指示 灯 485A 继电器 读 卡 器 
绿色 ”通电 启动 中 传输 数据 ” 赋 能 读 卡 时 闪烁 
红色 NA N/A 接收 收据 ”N/A N/A 
a 传输 并 接 Seen 
闪烁 N/A 心跳 收 数据 N/A 读 卡 时 闪烁 
关闭 WE 无 通信 取消 赋 能 读 卡 器 关闭 
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4 PRO3000 门禁 控制 系统 


PRO3000 门禁 
“WIN-PAK 系统 ” 
由 31 个 PRO3000 
通过 以 太 网 相连 ，33 


| 


E 软 件 (以 下 简称 
出 回路 最 多 
FE 板 间 


控制 系统 由 PRO3000 门禁 控制 模块 、WIN-PAK 门禁 管理 
) 、 读 卡 器 、 出 门 按钮 、 门 磁 等 部 件 组 成 。 一 个 PRO3000 #21 
门禁 控制 模块 组 成 ， 包 括 1 个 主板 和 30 个 从 板 〈WIN-PAK 系统 与 3 
FE 板 与 从 板 间 以 及 从 板 与 从 板 间 通过 RS-485 协议 相连 ) 。 下 图 为 


PRO3000 门禁 控制 


1] 工 巾 


上 系统 组 成 架构 示例 。 


图 4-1 PRO3000 门禁 控制 系统 架构 


RS-485 电线 


PRO3OOO 25 ii MA He 


RS485 


P12 
P12. 
P12. 


H/A 
黑 / 绿 


RS-485 COM 


4,000 ft. (1,200 m) max, 24 AWG, Jif Mime eR 


120 ohm, 23 pf 


DIP 开 关 设 置 

SW1.1 一 5: 控制 器 模块 地 
ht SW1.6 OFF: 从 板 

SW2.1: ON 


PRO3000 


控制 模块 
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以 太 网 


100 BaseT (CAT 5) 328Ft (100 Meter), 
Max 


WIN-PAK 


DIP FX HH 
SW1.1— 5: 控制 模块 地 址 

SW1.6: ON: 主板 
sw2.1: ON 


PRO3000 
控制 模块 


-3 (RS485+) 
-2 (RS485-) 
4 (RS485 COM) 


EG 


DIP JP it E 
SW1.1—5: 控制 模块 地 址 
SW1.6: OFF: St 
SW2.1: OFF 


ith Ser-sy 


PRO3000 
控制 模块 


PRO3000 
控制 模块 


PRO3000 


控制 模块 
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5 PRO3000 Web Server 


PRO3000 控制 器 为 双 读 卡 器 门禁 控制 器 ， 内 置 网 络 服务 器 。 通 过 标准 网 络 浏览 器 ， 可 以 
进行 网 络 配置 和 固件 更 新 。 


PRO3000 控制 器 支持 两 种 类 型 网 络 浏览 
e Internet Explorer 8.0 (windows 系统 ) 


e Chrome43 (ubuntu 系统 ) 


若 无 特殊 说 明 ， 本 章节 中 全 部 操作 均 在 Internet Explorer (windows A 
统 ) 或 Chrome43 (ubuntu 系统 ) 中 进行 。 


注意 全 部 功能 测试 均 在 Windows 7 企业 版 或 ubuntu12.04 环境 中 通过 ， 但 不 
保证 其 他 操作 系统 的 网 络 浏览 器 兼容 性 。 


章节 中 配置 PRO3000 Web Server 的 固件 版 本 为 : 2.00.01 


连接 到 PRO3000 Web Server 


连接 到 PRO3000 Web Server 之 前 ， 必 须 首先 将 PRO3000 控制 器 连接 到 计算 机 ， 并 配 
置 网 络 连 接 。 


连接 PRO3000 控制 器 到 计算 机 


按照 如 下 两 种 方法 连接 计算 机 和 PRO3000 控制 器 : 
5-1 通过 集线器 连接 


PRO3000 


Eke J 


使 用 标准 直 网 线 ， 通 过 网 络 端口 将 计算 机 和 PROSOOO 控制 
器 连接 到 集线器 中 。 
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PRO3000 Web Server 


图 5-2 直接 连接 


PRO3000 


利用 以 太 网 交叉 电费 ， 将 计算 机 的 
网 络 端 接连 接 到 PRO3000 控 
制 器 的 网 络 端口 中 。 


以 太 网 交叉 


| 二 
电线 


连接 到 计算 机 的 PRO3000 控制 器 是 “主板 ”控制 器 。 网 关 控制 器 上 DIP 
开关 6 必须 设 定 为 “ON”。 


注意 


配置 计算 机 网 络 连接 


1. 在 计算 机 桌面 右 下 角 选 择 网 络 连接 状态 图 标 > 打 开 网 络 和 共享 中 心 > 本 地 连接 ， 打 开 
如 下 界面 : 


无 Internet 访问 权限 
无 Internet 访问 权限 
已 启用 

02:35:38 

1.0 Gbps 


详细 信息 ©)... 


活动 


ass 一 BY — amr 


ae 
字 节 : 76,233 | 643, 841 


Carte ) azao ] CEKO) 


KA ©) 


2. ERERRSA MAE UREI, FUTAM 


Honeywell 


图 5-4 本 地 连接 属性 


网 络 


连接 时 使 用 : 


此 连接 使 用 下 列 项 目 0): 


© Intel(R) PRO/1000 MT Desktop Adapter 


Vi M Microsoft PERE Pig 

Saos 数据 包 计划 程序 

SMicrosoft 网 络 的 文件 和 打印 机 共享 
a Internet 协议 版 本 6 (ICP/IPv6) 
本 Internet 协议 版 本 4 (ICP/IPv4) 
+ 链 路 层 拓 扑 发 现 映射 器 1/0 驱动 程序 
+ 链 路 层 拓扑 发 现 响应 程序 


Sh KS KM K 


EPS; 0) 


EIER) 
TCP/IPo WEE. 域 网 络 协 说 ， 它 提供 在 不 同 
tr 


确定 |] [ 取消 |] 
3. ”在 上 图 中 选择 “Internet 协议 版 本 4 (TCP/IPv4) ”， 单 击 【 属 性 】。 
注意 请 记录 当前 网 络 配置 参数 以 便 稍 后 重 置 。 
4. 选择 【使 用 下 面 的 IP 地 址 】 并 进行 如 下 设置 


图 5-5 Internet 协议 版 本 4 (TCP/IPv4) 属性 


pee i all 


© 自动 获得 IF 地 址 @) 
© 使 用 下 面 的 IP 地 址 6): 
IP Hit t): 
FARBU: 
默认 网 关 0): 


192 .168 . 1 .10| 
255 .255 .255 . 0 
192 .166 . 1 .1 


自动 获得 DNS 服务 器 地 址 @) 
© 使 用 下 面 的 DNS ARASH E): 
首选 DRS 服务 器 ): 
备用 DNS RAA): 


退出 时 验证 设置 L) 


单 击 【确定 】 保 存 更 改 ， 网 络 连接 配置 完成 。 


IP 地 址 : 
掩 码 : 255.255.255.0 
默认 网 关 : 


192.168.1.10 


192.168.1.1 
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登录 到 PRO3000 Web Server 


安全 警报 


看 之 前 ， 系 统 可 能 会 弹出 安全 警报 信息 。 浏 览 器 不 


进入 PRO3000 Web Server 登录 页 
同 ， 弹 出 警报 信息 窗口 有 所 不 同 。 


Internet Explorer 8.0 


1. 启动 Internet Explorer 8.0 浏览 器 ， 在 地 址 栏 中 输入 https:/192.168.1.150， 单 击 键盘 
上 Enter 键 ， 将 弹出 如 下 安全 警报 窗口 ; 


图 5-6 证 书 错误 : 导航 已 阻止 


EEBS 导航 已 阻 上 - Windows Internet Explorer [f= fi) 
OO} |e) https://192.168.1.150/ >| 4] x | Bing p~l 
A tee |b emy p) 网 页 快讯 库 v 


Æ 证 书 错误 : 导航 已 阻止 价 * 园 * 巨 加 ”7Ep)” 安 人 IRO-~ O- 


3 此 网 站 的 安全 证 书 有 问题 。 
此 网 站 出 具 的 安全 证 书 不 是 由 受信 任 的 证 书 颁发 机 构 颁 发 的 。 


安全 证 书 问题 可 能 显示 试图 欺骗 您 或 截获 您 向 服务 器 发 送 的 数据 。 


建议 关闭 此 网 页 ， 并 且 不 要 继续 浏览 该 网 站 。 
O 单 击 此 处 关闭 该 网 页 。 

O 继续 浏览 此 网 站 (不 推荐 ). 

© 更 多 信息 


完成 @ Internet | 保护 楼 式 : 禁用 fav R100% ~ 


若 浏 览 器 提示 “I|nternet Explorer 无 法 显示 该 网 页 ”， 则 进入 浏览 器 的 工 
EM HDInternet 选项 > 高 级 ， 勾 选 “ 使 用 TLS1.2”， 然 后 刷新 界面 重新 进 
Xo 


2. 单 击 【 继 续 浏 览 此 网 站 〈 不 推荐 ) 】， 即 可 进入 PRO3000 Web Server 登录 页 本 
Chrome 43 


1. 启动 Chrome 43 浏览 器 并 在 地 址 栏 中 输入 https:/192.168.1.150。 单 击 键盘 上 Enter 
键 ， 将 弹出 隐私 设置 错误 窗口 ， 如 下 所 示 : 


o 


Honeywell 


Al 5-7 隐私 设置 错误 


口 隐私 设置 错误 x 
区 beeps://192.168.1.150 


您 的 连接 不 是 私密 连接 


攻击 者 可 能 会 试图 从 192.168.1.150 窗 取 您 的 信息 (例如 ; 密码 、 通 讯 内 容 或 信用 卡 信息 ) 


2. 单 击 【 高 级 】 转 到 如 下 页 面 : 
图 5-8 隐私 设置 错误 高 级 选 


隐私 设置 错误 x 
& beeps://192.168.1.150 


您 的 连接 不 是 私密 连接 


攻击 者 可 能 会 试图 从 192.168.1.150 窃 取 您 的 信息 (例如 : 密码 、 通 讯 内 容 或 信用 卡 信息 ) 


无 法 证 明 它 是 192.168.1.150 ; 您 计算 机 的 操作 系统 不 信任 其 安全 证 书 。 出 现 此 问题 的 
您 的 连接 被 拦截 了 


3. 单 击 【 继 续 前 往 192.168.1.150 (不 安全 ) 】， 进 入 PRO3000 Web Server 登录 页 


登录 


解决 上 述 安 全 问题 之 后 ， 即 可 进入 PRO3000 Web Server 登录 页 面 ， 如 下 所 示 : 
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图 5-9 PRO3000 Web Server 登录 页 面 
Honeywell 


PRO3000 


er 
Ser 
图 
kis} 


简体 中 文 ~v 


欢迎 使 用 PRO3000 控 制 器 : 


PRO3000 网 络 门禁 控制 器 


， 
如 和 需 更 多 帮助 ， 请 访问 www.asia.security.honeywell.com 


1. 


首次 登录 ， 需 修改 密码 (用 户 名 admin 不 可 修改 ) 。 点 击 界面 右上 角 【 修 改 密码 】。 
弹出 以 下 界面 : 
图 5-10 修改 密码 


2. 输入 当前 密码 admin) ， 然 后 输入 新 密码 并 确认 新 密码 。 
用 户 名 和 密码 均 区 分 大 小 写 。 
注意 用 户 可 设置 密码 是 否 在 使 用 180 天 后 过 期 ， 详 情 参见 第 26 页 
PHBH E. 
3. 


点 击 【 确 定 】 进 入 PRO3000 Web Server 首页 。 


Honeywell 


图 5-11 PRO3000 Web Server 首页 


Honeywell acen ae 
Ea a 
Bae IPs 192 168 1 150 
fant FARA 255 255 255 0 
Aa 默认 网 关 192 1168 n g 
R5485 目 路 
pee ma A 
z=% BREJE FIS#REENWebRSi 
证 书 
注 党 BE -geengssexns" wad. 
SESTIENRSRARESAE. 
SEF GF) seasan. suaatcs. 
z328 
Ba 
系统 设置 
用 户 设置 
修改 密码 
单 击 主 界面 右上 角 【【 修 改 密码 】 可 进行 密码 修改 〈 如 属 5-11) 。 
网 络 设置 
单 击 【网 络 设置 】 显 示 网 络 配置 页 面 ， 在 该 页 面 用 户 可 以 下 载 编辑 控制 
器 IP 地 址 、 子 网 掩 码 、 默 认 网 关 ， 并 配置 控制 器 间 RS485 通信 回路 波 特 率 。 用 户 需 要 先 
安装 安全 证 书 ， 再 进行 其 他 设置 。 


1. 按 以 下 步骤 下 载 并 安装 安全 证 书 (Windows 系统 或 ubuntu 系统 ) 。 


Windows 系统 证 书 安装 : 
a. 在 界面 证 书 部 分 点 击 下 下 载 下 载 并 安装 安全 证 书 。 下 载 成 功 的 安全 证 书 如 下 图 所 
ZN: 
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图 5-12 安全 证 书 


» cacert.cer 


三 和 Í 1.26 KB 


b. ”双击 “安全 证 书 ”， 进 入 如 下 界 孟 
图 5-13 打开 文件 -安全 警告 


您 要 打开 此 文件 吗 ? 
名 称 : .Users\Administrator\Downloads\cacert.cer 
LR 发 行商 : 未 知 发 布 者 
A: pore 
发 送 方 : C:\Users\Administrator\Downloads\cacert.... 


回 打开 此 文件 前 总 是 询问 电 


CO i waiinee 


c. 点 击 打 开 ， 进 入 如 下 界面 : 
图 5-14 证 书 


常规 。 | 详细 信息 | 证 书 路 径 


DA zee 


| He Seen eae 


MEH: SECURITY 
颁发 者 : SECURITY 


有 效 期 从 ”2015/ 5/ 5 到 2215/ 3/ 18 


ERRER CO). RAHE) 


TRS 


[me | 
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d. 


f. 


mith RRB] > CRB] HA FA: 
图 5-15 证 书 导入 向 导 


证 书 存储 
证 书 存储 是 保存 证 书 的 系统 区 域 。 


Windows 可 以 自动 选择 证 书 存储 ,或 者 您 可 以 为 证 书 指定 一 个 位 置 。 


O 根据 证 书 类 型 ， 自 动 选择 证 书 存 倩 如 


证 书 存储 
MER)... 
了 解 证 蔬 存储 的 更 多 信息 


选择 “将 所 有 的 证 书 放 入 下 列 存 储 (P) ”， 并 点 击 【 浏 览 】， 进 入 如 下 界面 : 
图 5-16 选择 证 书 存 储 


证 书 导 入 向 导 [33] 


。 选择 要 使 用 的 证 书 存 情 ) 。 


书 指定 一 个 位 置 。 
© BEES eee dee 
本 企业 信任 
SEES 

0 受信 任 的 发 布 者 
E 不 信任 的 证 书 


口 显示 物理 存 情 区 (5) 


WAR... 


《上 一 步 @)][ 下 一 步 m) >] [取消 


选择 “受信 任 的 根 证 书 颁发 机 构 ”， 并 点 击 【 确 定 】， 进 入 如 下 界面 : 
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图 5-17 证 书 导 入 向 导 一 证 书 存储 


证 书 存储 
证 书 存 情 是 保存 证 书 的 系统 区 域 。 


Windows 可 以 自动 选择 证 书 存储 ， 或 者 您 可 以 为 证 书 指定 一 个 位 置 。 


O 根据 证 书 类 型 ， 自 动 选 择 证 书 存储 W 


© 将 所 有 的 证 书 放 入 下 列 存 傅 ©) 


证 书 存储 : 
受信 任 的 根 证 书 颁 发 机 构 


了 和 解 证 书 在 博 的 更 多 信息 


点 击 【 下 一 步 】?>【 完 成 】， 弹 出 如 下 界 务 


图 5-18 证 书 导 入 成 功 


EB 


[上 一步 @)| 下 一 步 好 >] [ 取消 | 


| 完成 安装 : 


Ubuntu 系统 Chrome 浏览 器 安装 证 书 : 


a. 


b. 
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在 界面 证 书 部 分 点 击 下 载 下 载 并 安装 安全 证 书 。 


点 击 Chrome 浏览 器 右上 和 角 


自 定义 及 控 人 


如 下 界面 ; 


fll Google Chrome” 图 标 


Honeywell 


Cc. 


图 5-19 Chrome 选项 


e 
Honeywell 


PRO3000 E OO O] 


wu 


c 


bttps://192.168.1.150/sec 


E “设置 ” 


re/networkset 


网 络 

IP 地 址 [192 
FaR 255 
默认 网 关 |192 


[168 
|255 
[168 
RS485 回 路 


Bee [38400 可 
控制 器 地 址 1 


打开 新 的 标签 页 (T) 
打开 新 的 窗口 (N) 
打开 新 的 隐身 窗口 (1) 


历史 记录 (H) 
下 载 内 容 (D) 

最 近 打开 的 标签 页 
书签 (B) 

缩放 

打印 (P)… 


证 书 更 新 《启用 自动 更 新 证 书 并 重新 启动 Web 服 务 器 


REA 


请 更 新 证 书 ， 当 您 更 改 了 控制 器 的 IP 地 址 - 

并 且 请 将 该 证 书 安装 到 * 受 信任 的 根 证 书 颁发 机 构 " 存 储 区 。 
信任 该 证 书 使 浏览 回来 消除 警告 消息 . 

葛 新 | 请 确保 控制 器 时 间 准 确 ， 否 则 证 书 不 可 用 

=s] 

本 

| 重新 启动 Web 服 务 器 | 


进入 如 下 界 | 


图 5-20 Chrome 选项 一 设置 


Chrome 


| = 


>://settings 


设置 
显示 "主页 "按钮 
总 是 显示 书签 栏 
使 用 采 统 标题 栏 和 边框 


搜索 
设置 在 通过 多 功 能 框 搜索 时 所 用 的 搜索 引 登 


Google v | ERARE.. 


其 他 人 


S 用 户 1 (当前 ) 


T 启用 访客 浏览 
A 允许 任何 人 向 Chrome 添加 用 户 


FMAP... Be... 导入 书签 和 设置 … 


默认 浏览 器 
目前 的 默认 浏览 器 是 Coogle Chrome 


[下方 的 “显示 高 级 设置 ”， 进 入 如 下 界 1 


网 页 另存 为 (A)… 
BHP)... 
ESIR 


修改 ST ”复制 (QO 粘贴 (P) 


关于 Google Chrome(G) 
帮助 (E) 


退出 (X) 
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图 5-21 Chrome 选项 -设置 -显示 高 级 设置 


me://settings 


Chrome 设置 


语言 和 输入 设置 … 


T 询问 是 否 翻译 非 您 所 用 语言 的 网 页 。 ENEE 


下 载 内 容 
下 载 内 容 保存 位 置 : /home/binry/ 下 载 


下 载 前 询问 每 个 文件 的 保存 位 轿 


HTTPS/SSL 


管理 证 书 .… 


Google 云 打印 
设置 或 管理 “Google 云 打印 “中 的 打印 机 ， 了 解 详情 
管理 


A 在 网 络 中 检测 到 新 打印 机 时 显示 通知 


ij 


e 点击 【管理 证 书 】， 然 后 点 击 “ 授 权 中 心 ” 选 项 卡 。 进 入 如 下 界面 : 
图 5-22 Chrome 证 书 管理 器 


证 书 管理 器 
您 的 证 书 MES BRD ”其 他 
您 有 证 书 可 标识 以 下 证 书 授权 中 心 : 
{E (c) 2005 TURKTRUST Bilgi İletişim ve Bilişim Güvenliği Hizmetleri A.Ş. 
TÜRKTRUST Elektronik Sertifika Hizmet Sağlayıcısı 
E A-Trust Ges. f. Sicherheitssysteme im elektr. Datenverkehr GmbH 
A-Trust-nQual-03 
(AC Camerfirma S.A. 
Chambers of Commerce Root - 2008 
Global Chambersign Root - 2008 
EAC Camerfirma SA CIF A82743287 
Chambers of Commerce Root 
Global Chambersign Root 


导入 … 要 


f 点 击 界面 下 方 【 导 入 】， 进 入 如 下 界面 : 
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g. 


图 5-23 Chrome 证 书 管 理 器 -查找 安全 证 书 


| 有 2 | 到 biny | Fat | 


位 置 (R) 名 称 v 大 小 “修改 日 期 
ans acer Kk 
@ 最 近 使 用 的 

i binry 

桌面 

昌文 件 系统 

© VBOXADDITIO... 

rep ae 

大 音乐 

画图 片 

BRA 

BH 


一 | 所 有 文件 


文件 类 型 选择 “所 有 文件 ”， 显 示 所 下 载 的 所 有 文件 ， 如 局 5-23。 选 择 已 下 载 
的 安全 证 书 ， 点 击 【 打 开 】， 弹 出 如 下 界面 : 


图 5-24 Chrome 证 书 管理 器 -证 书 授权 中 心 


证 书 授权 中 心 
您 要 信任 "SECURITY ”并 将 其 作为 证 书 授 权 中 心 吗 ? 
修改 信任 设置 : 

J 信任 该 证 书 ， 以 标识 网 站 的 身份 

| 信任 该 证 书 ， 以 便 标识 电子 邮件 用 户 的 身份 

[信任 该 证 书 ， 以 便 标 识 软件 编 守 者 的 身份 


ma || 确定 


h. 选择 “信任 该 证 书 ， 以 标识 网 站 的 身份 。”， 点 击 【 确 定 】。 导 入 证 书 完成 。 


| 
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2. 参考 下 表 说 明 信 息 并 更 改 相应 设置 。 
表 5-1 网 络 设置 说 明 


设置 说 明 


IP 地 址 PRO3000 门禁 系统 主 控制 器 的 地 址 。 
网 络 子 网 掩 码 PRO3000 门禁 系统 主 控制 器 的 子 网 掩 码 。 
默认 网 关 PRO3000 门禁 系统 主 控制 器 的 默认 网 关 。 
RS485 WFK 设 定 控制 器 间 RS485 通过 回路 的 传输 速率 。 
回路 。 控制 器 地 址 回路 中 “ 主 ” 控 制 器 地 址 。 
训 用 自动 更 新 证 书 并 重新 启动 Web 服务 
证 书 可 手动 进行 证 书 更 新 、 查 看 、 下 载 及 应 用 。 
3. 单 击 【 保 存 】 提 交 更 改 。 


注意 O 网 站 会 话 超 时 时 间 为 10 分 钟 ， 超 时 后 请 刷新 页 面 重 新 登录 。 


固件 升级 


请 参见 相关 文档 。 


控制 器 设置 


单 击 【控制 器 设置 】， 在 该 页 面 用 户 可 以 进行 “事件 信息 含 秒 ” 及 “密码 过 期 检测 ” 设 


置 。 
、 
图 5-25 控制 器 设置 
Honeywell 修改 密码 注销 
[EPRO30005 | ss 
系统 设置 控制 器 属性 
二 事件 信息 含 种 ae 
cs 密码 过 期 检测 Wan 密码 修改 后 180 天 过 期 
扩展 存储 属性 


请 重新 自动 控制 器 ， 并 且 重 新 初始 化 卡 ， 使 得 配置 生效 * 
注意 如 果 不 激活 扩展 存储 ， 支 持 10 万 张 卡 和 10 万 个 事件 。 


如 果 激活 了 扩展 存储 ， 支 持 100 万 张 卡 及 100 万 个 事件 。 
扩展 存储 NA 
选项 激活 外 部 存 全 
设置 保存 | (Blah 
应 用 配置 重启 控制 可 


事件 信息 含 秒 


用 “事件 信息 含 秒 ”， 则 用 户 刷卡 事件 时 间 信 息 会 精确 至 “ 秒 ”。 


R 


or 
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4X WINPAK 3.3 (B670.25.1). WINPAK 4.2 (B676.3) 及 更 高 级 版 本 支持 
此 项 设置 ) 。 


密码 过 期 检测 


启用 “密码 修改 后 180 天 过 期 ”， 则 密码 在 最 近 一 次 修改 后 180 天 过 期 。 之 后 用 户 若 需 再 
次 登录 ， 需 重新 修改 密码 。 


扩展 存储 属性 


将 SD 卡 插入 SD 卡 插 模 (SD 卡 插 模 位置 参 考 第 5 页 而 3-1) ， 并 勾 选 “激活 外 部 存 
储 ” o 
。 点击 【 刷 新 】 将 在 “扩展 存储 ”项 显示 SD 卡 信息 ， 如 下 图 所 示 : 
图 5-26 SD 卡 信 息 


注意 


Honeywell eS 注销 
E (ee 
系统 设置 | 控制 器 属性 
me 事件 信息 全 和 启用 
密码 过 期 检测 Wan 密码 修改 后 180 天 过 
oe 启用 密码 修改 后 180 天 过 其 
(F7) (BA 
扩展 存储 属 性 


请 重新 启动 控制 器 ， 并 且 重 新 初始 化 卡 ， 使 得 配置 生效 。 
注意 如 果 不 激活 扩展 存储 ， 支 持 10 万 张 卡 和 10 万 个 事件 。 


如 果 激活 了 扩展 存储 ， 支 持 100 万 张 卡 及 100 万 个 事件 。 
扩展 存储 SD SL32G 
选项 激活 外 部 存储 
aE (ae (i 
on 


。 点 击 【保存 】 保 存 设置 ; 
。 点 击 【重启 控制 器 】 使 配置 生效 。 


注销 


ul 

H 
as 
XU 
= 


单 击 页 面 右 上 角 【 注 销 】( 参 考 局 5-11 )， 登 出 PRO3000 系统 ， 系 统 将 回 退 
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6 通过 WIN-PAK 系统 配置 


可 以 通过 WIN-PAK 将 PRO3000 配置 为 N-1000 兼容 型 回路 或 本 地 回路 (详情 参见 
FE PRO3000 ENKHEE) o 


将 PRO3000 配置 为 N-1000 兼容 型 回路 


将 PRO3000 配置 为 N-1000 兼容 型 回路 时 ， 无 法 支持 “挟持 报警 ”和 
“全 局 防 反 传 ”功能 。 

该 节 的 描述 基于 WIN-PAK PR (Build 633.10、Build 633.12 和 Build 

563) 。 


注意 


只 有 在 WIN-PAK 系统 中 添加 并 配置 PRO3000 门禁 控制 模块 之 后 ，PRO3000 门禁 控制 
系统 才 可 使 用 。WIN-PAK 系统 主 界面 如 下 图 所 示 : 


图 6-1 WIN-PAK 门禁 管理 软件 


“9 WIR-PAK PRO — 
tO SEW KPA REO FO RAG RAW 配置 @) BOW) Boy 


aE A 


WIN-PAK PE 
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注意 本 章节 中 全 部 图 片 的 说 明 信 息 请 参考 (WIN-PAK SEPE HFEF) « 


PRO3000 门禁 控制 系统 与 WIN-PAK 系统 部 分 名 称 不 同 ， 如 下 所 示 : 


PRO3000 门禁 控制 系统 WIN-PAK 系统 
PRO3000 控制 回路 主机 回路 
PRO3000 门禁 控制 模块 主机 
互 锁 内 锁 

打开 设备 地 图 


有 关 PRO3000 门禁 控制 模块 的 全 部 操作 均 通 过 WIN-PAK 系统 的 “设备 地 图 ”完成 ， 打 
开 “ 设 备 地 图 ”步骤 如 下 ; 


1. 在 WIN-PAK 系统 中 单 击 配置 > 设备 > 设备 地 图 : 
图 6-2 配置 菜单 


“Al WIR-PAK PRO - [Admin] 
XH) 查看 W) 帐户 内) 操作 (0) FO) RAG) RAR PEL 
R | Z| | 站 Qf | om Oj 


上 a 设备 地 图 种) 
”于 抽象 设备 a 


E SO... 


WREE O... 

= 传输 中 

m aero... 
A 过 更 @... 

图 楼 屋 规 划 定 义 D... 


2. 在 WIN-PAK 系统 主 界面 中 将 弹出 如 下 设备 地 图 窗口 : 
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图 6-3 设备 地 图 
“Al WIR-PAK PRO - [Admin] 
XED SEO KPO REO FO ARO RAO Kw FOW Bho 


sss 
D 时 间 表 服务 器 


初始 添加 并 配置 PRO3000 门禁 控制 模块 时 ， 用 户 必 须 严格 按照 如 下 顺序 进行 


添加 通讯 服务 器 
添加 PRO3000 控制 回路 
添加 并 配置 PRO3000 门禁 控制 模块 
通信 服务 器 


通信 服务 器 是 WIN-PAK 系统 与 PRO3000 门禁 控制 模块 之 间 建 立 连 接 的 基础 ， 可 在 
WIN-PAK 系统 的 设备 地 图 中 创建 并 修改 通信 服务 器 信息 。 详 细 操 作 过 程 请 参考 (WIN-PAK 
SE/PE HF FH o 


PRO3000 控制 回路 


通信 服务 器 创建 完成 后 ， 在 其 下 添加 PRO3000 控制 回路 (利用 RS-485 协议 可 将 最 多 31 
个 PRO3000 门禁 控制 模块 连接 到 WIN-PAK 系统 ) 。 


注意 PRO3000 控制 回路 类 型 为 : 485/PCI。 


按照 如 下 步骤 添加 PRO3000 控制 回路 : 
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1. 在 设备 地 图 窗口 中 ， 展 开设 备 树 ， 右 击 通 信服 务 器 ， 在 下 拉 沫 单 中 单 击 “ 添 加 ”， 并 
选择 “主机 回路 〈485/PCI) ”: 


图 6-4 添加 PRO3000 控制 回路 (485/PCI) 


TOR) | 


主机 回路 ( Cc-100) 
主机 回路 (5 485/PCI) 
| RS-232 端口 ( 单 主机 ) 
O SER O-A 
| 直接 F- 系 列 主机 
| 调制 解 调 器 池 ( C-100 和 485 含 有 集线器 非 确 认 /未 确认 ) 
| 调制解调器 池 ( 485 合 有 集线器 非 确认 /未 确认 ) 
| “调制解调器 回路 ( -系列 ) 
CCTY 切换 器 
RS-232 连接 


2. 弹出 窗口 如 下 所 示 ， 可 编辑 新 增 回路 基本 信息 : 


主机 缺 省 值 

I70 轮 询 间隔 时 间 : 
eo 4H 秒 

主机 con 重 试 计数 : 
所 本 


主机 CD 超时 : 


厂 离开 时 缓冲 所 有 主机 p He 
厂 BANRHRHAEN 
时 区 : 

(GMT+08:00) Beijing, Chongqing, Hong Kong, Urumqi 


ey rE 让 取消 am | 


“确认 /未 确认 ” 一 若 勾 选 则 说 明 新 增 控 制 回路 为 “确认 /未 确认 ”模式 ， 在 
通信 过 程 中 可 防止 数据 丢失 。 


注意 


3. 基本 信息 设 定 完成 后 ， 单 击 【 下 一 步 】 进 入 回路 端口 设置 页 面 ， 如 下 图 所 示 : 
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图 6-6 回路 配置 - 端口 设置 


4857PCI 回路 配置 - 端口 设置 


端口 : 
TcP/IP 连接 
每 秒 比特 数 : [ic 
数据 宇 节 数 : 
育 偶 校 验 : 
停止 位 : fi 


王 地 址 或 节点 名 : |192. 168. 1. 150] 
加 密 密 码 : 


端口 号 : fo 


sv | wm 


注意 “端口 ” -PRO3000 控 制 回路 端口 为 “TCP/IP 连 接 ”。 


4. ”回路 端口 设置 完成 ， 单 击 【 下 一 步 】 进 入 完成 页 面 ， 用 户 可 执行 如 下 两 种 操作 : 
。 单 击 【 添 加 】， 将 PRO3000 控制 回路 添加 到 ADV (抽象 设备 ) F; 
。 单 击 【 完 成 】，PRO3000 控制 回路 创建 完成 。 

图 6-7 回路 配置 完成 


PRO3000 门禁 控制 模块 
PRO3000 控制 回路 创建 完成 之 后 ， 可 在 其 下 添加 最 多 31 个 PRO3000 门禁 控制 模块 。 


1. 在 设备 地 图 窗口 中 ， 展 开设 备 树 及 通信 服务 器 文件 夹 ， 右 击 PRO3000 控制 回路 名 
称 ， 在 下 拉 菜 单 中 单 击 “ 添 加 新 的 N-1000/PW-2000 主机 ”， 如 下 图 所 示 : 
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图 6-8 添加 PRO3000 门禁 控制 模块 


D 时 间 表 服 务 器 


| 添加 新 的 N-1000/PH-2000 主机 (A) 
添加 新 的 NS2+ 主机 


配置 C) 


隔离 CI) 
HIB CD) 


2. 在 弹出 窗口 中 添加 PRO3000 门禁 控制 模块 基本 信息 ， 如 下 图 所 示 : 
图 6-9 配置 基本 信息 


姓名 : 


FR03000 MASTER 


描述 : 


PROSOOO MASTER PANEL 


类 型 : 


N-1000-4X/PH-2000-4x = 


固件 版 本 : 


8.07 or later hi 


RE: 


活动 了 


地 址 : 


| 


mi 885 


。 “类 型 ”- PRO3000 门 禁 控制 模块 类 型 必须 选 定 为 
“N-1000-4/PW-2000-4X”。 


注意 。 “固件 版 本 ” - 请 选择 最 新 版 本 。 
。 “地 址 ” -= 每 个 通讯 回路 上 的 控制 模块 地 址 必须 唯一 ， 且 该 地 址 必须 
与 DIP 开 关上 设 定 的 地 址 一 致 (1~31) 。 
3. 单 击 【下 一 步 】 进 入 卡 格式 配置 界面 ， 如 下 图 所 示 : 
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图 6-10 配置 卡 格 式 


frst [1 [26 | fs ft p fi fer fsz jes Ba 定义 
[rai [2 [32 [ JS fo fp fo fer fsz fs [aa 定义 
frst [3 fa [ {si fo sr Jee fes [sa 定义 
mafa TT 定义 
rst TIIT 
rer fel PPPrrr eT T 
may I rr 
[Ei fef TITTI TTT 


《 上 一 步 四 ) 取消 帮助 


注意 


PRO3000 门禁 控 第 


1 模块 仅 支持 “WIEGAND” 类 型 卡 格式 。 


4. Ad 


ot 


【下 一 步 


】 进 入 时 区 配置 页 面 ， 如 下 图 所 示 : 


图 6-11 配置 时 区 


鲜 始 终 有 效 


该 时 间 区 始终 有 效 


@s:00an-5:00pm 周一 到 周 五 ”8:00an-5:00pm 周一 到 周 五 ... 
@4:00pm-12:00am 周一 到 周 五 4:00pm-12:00an 周一 到 周 . 
@12:00an-8:00pm 周一 到 周 五 12:00an-8:00pn 周一 到 周 ... 
@Qs:00an-7:00pm x 7 天 


6:00am-7:00pm 每 周 7 天 ... 


Ba 


ETE 


全 天 24 小 时 时 区 


win | we 


注意 


可 通过 + E FEE «W “ 团 | ， 在 “选择 的 时 
移动 各 时 区 。 
只 


x” 和 “a 


处 于 “选择 的 时 区 ”内 的 时 区 才 可 被 PRO3000 门禁 控制 模块 使 用 。 


J 用 的 时 区 ”之 间 
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5. 单 击 【下 一 步 】 进 入 选项 配置 页 面 ， 如 下 图 所 示 : 
图 6-12 配置 选项 


硬件 选项 : 


DAEF-5 ( 监控 的 输入 ) 
(ERB ¢ 附加 输出 ) 


高 级 . 


初始 化 命令 : 


[BMZO 


主机 授权 : 
打开 门 和 更 新 主机 


< 上 一 步 @) 取消 帮助 


PRO3000 门禁 控制 模块 不 支持 硬件 选项 及 高 级 U 选项 。 
“命令 文件 ” 一 HAP Ae REIL, BSA SNF. 


6. 单 击 【下 一 步 】 进 入 输入 配置 页 面 ， 如 下 图 所 示 : 
图 6-13 配置 输入 


注意 


了 | | 


PRO3000 门禁 控制 模块 支持 8 个 输入 ， 下 表 为 控制 模块 中 各 个 输入 的 默认 功能 。 
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表 6-1 PRO3000 门禁 控制 模块 互 锁 重新 分 配 


互 锁 功能 

1 门 1 出 

2 门 1 状态 开关 。 旁 路 时 间 为 15 秒 

3 门 2 出 

4 门 2 状态 开关 。 旁 路 时 间 为 15 秒 

5 读 卡 器 1 防 拆 

6 读 卡 器 2 防 拆 

7 控制 模块 防 拆 

8 备用 

a 
及 互 锁 。 


于 “N-1000-4/PW-2000-4X” 主 机 与 PRO3000 门禁 控制 模块 的 默认 互 
注意 锁 不 同 ， 因 此 必须 首先 在 【 读 卡 器 】 选 项 卡 上 修改 默认 互 锁 信息 ， 参 考 步 
又 8。 


7. 单 击 【下 一 步 】 进 入 输出 配置 页 面 ， 如 下 图 所 示 ，PRO3000 门禁 控制 模块 支持 4 个 
继电器 输出 。 


图 6-14 配置 输出 


| 无 


< 上 一 步 ® | F=F 3 取消 帮助 


8. 单 击 【 下 一 步 】 进 入 读 卡 器 配置 页 面 ， 如 下 图 所 示 ， 单 击 图 中 凸 起 部 分 ， 可 在 弹出 的 
相应 窗口 中 编辑 直接 点 、 外 出 输入 、 状 态 输入 / 旁 路 设备 信息 ， 使 该 互 锁 信 息 符 
合 PRO3000 门禁 控制 模块 的 默认 互 锁 设置 。 
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PRO3000 |] 28434 


图 6-15 配置 读 卡 器 


vn 


读 卡 器 1 


自由 外 出 输入 : 
入 5 


厂 自由 外 出 输入 旁 路 中 输入 / 旁 路 设备 


一 脉 中 -无 操作 “直接 点 : 


状态 输入 /闭路 设备 : 


Ad 
SR 15 秒 


1 
apa 10 


Hil RL Se ee 2 个 WIEGAND 接口 的 读 卡 器 。 


配置 状态 输入 / 旁 路 设备 


Kew BREE: 


《上 一 步 四 ) 


修改 后 的 默认 互 锁 配置 如 下 所 示 : 
图 6-16 默认 互 锁 配置 


VI 


读 卡 器 1 -一 无 操作 - 无 操作 直接 点 : 

Ly Bade 
自由 外 出 输入 : 种 时 间 10 秒 
aoo = 


Siar 15 & 


厂 自由 外 出 输入 旁 路 中 输入 /这 路 设备 


跟 进 - 无 操作 


SRA : s 
去 反弹 时 间 : e 
取消 FER) REAA) RKO) 


Vv Bestia Sis pa SRS 
读 卡 器 2 一 脉 串 - 无 操作 Be: 
2 
自由 外 出 输入 : P Nigana 10 6h 
EE 二 一 
跟 进 - 无 操作 
状态 输入 / 效 路 设备 : 
4 
Srima 15 秒 


o 
$ 
Et 


. 
cl 
ol 


HY BEA SERIE 


— 


户 可 执行 如 下 两 种 操作 : 


#【 添 加 】， 将 PRO3000 门禁 控制 模块 添加 到 ADV 中 ; 


。 单 击 【完成 】，PRO3000 门禁 控制 模块 配置 完成 。 


37 


通过 WIN-PAK 系统 配置 


图 6-17 PRO3000 门禁 控制 模块 配置 完成 


单 击 “ 完 成 ”以 完成 此 
BORE KA TE 


10. 若 需 修改 现 有 PRO3000 门禁 控制 模块 配置 参数 ， 需 在 设备 地 
弹出 的 配置 页 面 中 修改 各 项 信息 。 


命令 文件 
命令 文件 用 来 辅助 完成 PRO3000 门禁 控制 模块 功能 。 


AHA 


TERRA BK, FE 


添加 命令 文件 之 前 ， 必 须 首先 在 设备 地 图 中 添加 命令 文件 服务 器 ， 详 细 操 作 过 程 请 参考 


(WIN-PAK SE/PE Af") 。 
图 6-18 添加 命令 文件 服务 器 


9 o EEA 


TS SRG) 3) ASRS E) 
heme 计划 服务 器 G) 
D 时 间 表 服务 器 
巡 更 服务 器 O 
跟踪 和 集合 服务 器 T 


数字 视频 


命令 文件 服务 器 添加 完成 后 即 可 创建 命令 文件 ， 步 骤 如 下 : 
1. 在 WIN-PAK 系统 中 ， 单 击 配置 > 命令 文件 ， 如 下 所 示 : 
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图 6-19 打开 命令 文件 


Al WIR-PAK PRO - [Admin] 


RHO) SEO) KPA REO FO) RG) REN EEO FIM) HD 
| BELO 
Beso 
i 时 间 管理 如 


=] 楼 层 规划 定义 Œ)... 
2. 弹出 命令 文件 窗口 ， 如 下 图 所 示 : 
图 6-20 命令 文件 


区 | 


厂 详细 信息 查看 久 ] 
三 搜索 和 排序 操作 


搜索 字段: = 
全 部 my | 
: 编辑 [E] 


复制 加 


HERD) | 


隔离 中 | 


3. 单 击 【 添 加 】 弹 出 命令 文件 记录 窗口 ， 如 下 图 所 示 ， 输 入 姓名 、 描 述 信息 : 
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图 6-21 命令 文件 记录 信息 


命令 文件 列表 | 


姓名 : || 


抽象 设备 ( ADV) 


FMA 编辑 E) 删除 ©) 


4.” 在 上 图 中 单 击 【 添 加 】， 弹 出 命令 添加 窗口 ， 如 下 图 所 示 : 
图 6-22 添加 命令 


ADV 类别: 

主机 

ADV: 

PRO3000 MASTER 
命令 : DV 类 别 _ “主机 ” 
定制 命令 

参数 - 


oe 命令 — “定制 命令 ” 


5. 在 ADV 中 选择 命令 文件 影响 的 PRO3000 门禁 控制 模块 名 称 ， 在 定制 命令 下 方 的 空 
白文 本 框 内 输入 命令 ， 依 次 单 击 【确定 】 完 成 命令 文件 添加 。 


常用 示例 
PRO3000 门禁 控制 模块 常用 命令 文件 如 下 所 示 : 


启用 /禁用 “确认 /未 确认 ”模式 


PRO3000 门禁 控制 模块 能 够 利用 定制 命令 在 是 否 处 于 “确认 /未 确认 ”模式 的 两 种 控制 回 
路 上 自由 移动 。 


输入 如 下 定 第 
e |=pn x 1 (pn 为 PRO3000 控制 模块 地 址 ) : 


=. 


AA 
命令 : 


ul 


“确认 /未 确认 ”模式 。 
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6-23 启用 “确认 /未 确认 ”模式 


ADV 383i): 

主机 

ADV: 

PRO3000 MASTER 


a: 在 不 支持 “确认 /未 确认 ”模式 的 回路 中 ， 运 

ee 行 启用 “确认 /未 确认 ”模式 的 命令 文件 来 激 

on 活该 模式 。 模 式 激活 成 功 后 ， 该 回路 的 所 有 

e a PRO3000 门禁 控制 模块 将 移动 到 支持 该 模式 
的 控制 回路 。 


e |=pnx0 (pn 为 PRO3000 控制 模块 地 址 ) : 禁用 “确认 /未 确认 ”模式 。 
图 6-24 禁用 “确认 /未 确认 ”模式 


主机 F 


ADV: 

—— 一 在 支持 “确认 /未 确认 ”模式 的 回路 中 ， 运 行 
Er 司 禁用 “确认 /未 确认 ” 模式 的 命令 文件 来 关闭 
ean 该 模式 。 模 式 禁用 成 功 后 ， 该 回路 的 所 有 

| eH PRO3000 门禁 控制 模块 将 移动 到 不 支持 该 模 
[ss0 式 的 控制 回路 。 


注意 PRO3000 门禁 控制 模块 重启 后 处 于 【确认 /未 确认 】 模 式 。 


启用 /禁用 “ 双 门 互 锁 ” 模 式 


PRO3000 门禁 控制 模块 支持 一 个 模块 内 的 双 门 互 锁 。 当 双 门 互 锁 模式 生效 时 ， 如 果 一 个 
门 处 于 打开 状态 ， 则 无 法 通过 刷卡 或 出 门 按钮 等 方式 打开 另外 一 道门 ， 直 到 关闭 该 门 。 


PRO3000 控制 模块 能 够 利用 命令 服务 器 的 定制 命令 实现 这 两 种 模式 之 间 的 转化 。 
EE 6-22 KAS 窗口 中 输入 如 下 定制 命令 : 
e |=pnD 1 (pn 为 PRO3000 控制 模块 地 址 ) : JA) 


J “OUT AA” ESL. 
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ADV 类 别 : 
fet 
ADV: 
JFRo3000MASTER o 
命令 : 
| 定制 命令 zl 


参数 


定制 命令 
{l=15D 11 


e l=pnDO (pn 为 PRO3000 控制 模块 地 址 ) : 禁用 
图 6-26 禁用 “ 双 门 互 锁 ”模式 


ADV 类 别 : 
En 本 
ADV: 
[PR03000 masten | 
命令: 
/定制 命令 | 


参数 


定制 命令 
[=150 0 


图 6-25 启用 “ 双 门 互 锁 ”模式 


在 不 支持 “ 双 门 互 锁 ” 模 式 的 控制 模块 上 ， 
运行 打开 “ 双 门 互 锁 ” 模 式 的 命令 文件 来 激 
活该 模式 。 模 式 激活 成 功 后 ， 该 PRO3000 门 
禁 控制 模块 遵循 “ 双 门 互 锁 ”规则 。 


“ 双 门 互 锁 ”模式 。 


在 支持 “ 双 门 互 锁 ” 模 式 的 控制 模块 上 ， 运 


行 关闭 “ 双 门 互 锁 ”模式 的 命令 文件 来 关闭 


该 模式 。 模 式 关闭 成 功 后 ， 该 PRO3000 门禁 
控制 模块 不 再 遵循 “ 双 门 互 锁 ”规则 。 


将 PRO3000 配置 为 本 地 回路 
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ae 
fe. AA 


注意 本 地 回路 。 


路 ， 可 支持 “挟持 报警 ”和 “全 局 防 反 传 ” 功 
WIN-PAK SE/PE v3.3 或 以 上 版 本 才 支 持 将 PRO3000 配置 为 


该 节 的 描述 基于 WIN-PAK SE/PE v3.3 Build 670.22.4。 


统 才 可 


在 WIN-PAK 系统 中 添加 


并 配置 PRO3000 门禁 控 


使 用 。WIN-PAK RREA 


j 如 下 图 所 示 : 


制 模块 后 ，PRO3000 门禁 控制 系 


Honeywell 


图 6-27 WIN-PAK 门禁 管理 软件 


WIN-PAK PE 


注意 ”本 章节 中 全 部 图 片 的 说 明 信 息 请 参考 (WIN-PAK SE/PE AF) © 


打开 设备 地 图 


有 关 PRO3000 门禁 控制 模块 的 全 部 操作 均 通 过 WIN-PAK 系统 的 “设备 地 图 ”完成 ， 打 
开 “ 设 备 地 图 ”步骤 如 下 : 


1. 在 WIN-PAK 系统 中 点 击 配置 > 设备 D> 设备 地 图 : 
图 6-28 配置 菜单 


2. ”在 WIN-PAK 系统 主 界面 中 将 弹出 如 下 设备 地 图 窗口 : 
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图 6-29 设备 地 图 


XHA WA KAA PO) FO 系统 (S) 报告 (R) En BOW) HAH) 


P aion 


添加 并 配置 


初始 添加 并 配置 PRO3000 门禁 控制 模块 时 ， 必 须 严 格 按照 如 下 顺序 进行 : 
添加 通信 服务 器 


添加 并 配置 直接 PRO3000 主 控制 器 
添加 并 配置 PRO3000 门禁 控制 模块 
通信 服务 器 


通信 服务 器 是 WIN-PAK 系统 与 PRO3000 主 控制 器 之 间 建 立 连接 的 基础 ， 可 在 WIN- 
PAK 系统 的 设备 地 图 中 创建 并 修改 通信 服务 器 信息 。 


添加 通讯 服务 器 后 ， 请 重启 服务 或 电脑 ! 
PRO3000 主 控制 器 


通信 服务 器 创建 完成 后 ， 添 加 PRO3000 门禁 控制 模块 到 通信 服务 器 (利用 RS-485 协议 
可 将 最 多 31 个 PRO3000 主机 连接 到 WIN-PAK 系统 ) 。 


PRO3000 主 控制 器 也 是 PRO3000 门禁 控制 模块 ， 区 别 在 于 PRO3000 
主 控制 器 具有 网 络 接口 ， 用 于 与 WIN-PAK 通信 服务 器 之 间 建 立 网 络 连 
接 ， 此 时 其 功能 表现 为 “主板 ”。 


本 文 只 有 在 需要 特别 强调 PRO3000 主 控制 器 的 “主板 ”功能 时 ， 才 描述 
为 “PRO3000 主 控制 器 ”， 否 则 一 律 描述 为 “PRO3000 门禁 控制 模 
块 ” P 


注意 
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按照 如 下 步骤 添加 PRO3000 主 控制 器 : 


1. 在 设备 地 图 窗口 


中 ， 展 开设 备 树 ， 右 键 点 


“直接 PRO3000 主 控制 器 ”。 


图 6-30 添加 PRO3000 主 控制 


| anaco 
主机 回路 (485/PCD 
RS-232 鞍 口 ( 单 控 制 唤 


直接 NetAXS 网 关 主机 
主机 回路 (P- 系 列 ) 
直接 P- 系 列 主机 


调制 解 调 器 池 (P- 系 列 ) 


CCTV 模拟 后 阵 
RS-232 连 接 


以 太 网 模块 (Galaxy 单 主机 ) 


2. 


器 


调制 解 调 吴 池 (C-100 和 485THHUB 无 确认 /未 确认 ) 
调制 解 调 坊 池 (485 Æ HUB 确认 /未 确认 ) 


Vista 控 制 器 读 口 (家 庭 生动 化 模式 ) 


弹出 窗口 如 下 图 所 示 ， 编 辑 新 增 主 控制 器 的 基本 信息 。 


图 6-31 主 控制 器 配置 - 基本 信息 


| 控 03000 - +% 


姓名 : 
IPWEKIIC-P 
jë: 控制 器 地 址 : 


[时 可 


TCP/IP 连接 了 
王 地 址 或 节点 名 : 


固件 版 本 : 
1.08 或 更 新 Oy 


fise. 168. 1.150 


I0 轮 询 间隔 时 间 : feo =] pb 
循环 验证 间隔 偏 移 量 fs = W 
主机 cw 重 试 计数 : B=] 


主机 om 


gy: p = g 


厂 离开 时 组 冲 所 有 主机 
厂 启动 时 取消 绎 冲 所 有 主机 


AYR: 
QIcH8:0OiiR ER PATHE: Ser 可 


| 


取消 


和 通信 服务 器 ， 选 择 “ 添 加 ”， 然 后 选择 


通信 类 型 一 选择 “ 


注意 


PRO3000 主 控制 器 的 


TCP/IP 连 接 ”。 
地 址 只 能 为 1 并 且 不 可 修改 。 


点 击 【 添 加 】， 将 PRO3000 主 控制 器 添加 到 ADV (抽象 设备 ) 中 。 


3. 基本 信息 设置 完成 后 ， 点 


二 【下 一 步 】 进 入 卡 格式 设置 页 本 


j]， 如 下 图 所 示 : 
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图 6-32 主 控制 器 配置 一 卡 格式 设置 


(Somes - Hes 
= 


e |P [¥123456789 1011 12 Fma |) 
Fal fWies4s5e7e9 1011 12 13 14 15 mea) | 
F=1 Fj 

mem | 


RD) 
VIP RPER DIRT EEE eX ee | 
FIER SPDR RB 定义 [meet | 
ra Ee Ue sel cl 定义 
Era __ eX 
EECC 
ETE 
ET 
freee 


< -#0 |T- > 取消 帮助 


注意 PRO3000 主 控制 器 仅 支 持 “ 韦 根 接 口 ”。 


4. 点 击 【 下 一 步 】 进 入 时 区 配置 页 面 ， 如 下 图 所 示 : 
图 


一 直 使 用 这 个 时 区 


《上 一 步 @) | B—# 0) > 取消 帮助 


tt 


注意 可 点 击 “ 轿 ”和 “四 ”将 时 区 移 到 “选择 的 时 区 ”或 “可 用 的 时 区 ”。 
只 有 “选择 的 时 区 ” 栏 的 时 区 才 可 被 PRO3000 主 控制 器 使 用 。 


ry 
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5. 点击 【下 一 步 】 进 入 选项 配置 页 面 ， 
图 6-34 主 控制 器 配置 一 选项 设置 


如 下 图 所 示 : 


ec 
一 - 
ADV 
| Bite we uy 
| 2 a | _ tai 
| RED 
[Pewee “有 mo 
: | 三 BK) 
| D Keypads r 密码 e 
| 密码 的 时 区 : 
| + 
T 持续 读 卡 
F BA LED 
T 划分 的 时 区 
命令 文件 : 
初始 化 命令 : 
BMAZO 
主机 授权 : 
打开 门 和 更新 主机 z 
《< 上 一 步 @8) |T- > 取消 帮助 
注意 PRO3000 主 控制 器 (主板 ) 与 PRO3000 门禁 控制 模块 〈 从 板 ) 的 防 反 


传 配 置 组 合 及 其 效果 ， 


BAB 6-3. 


6. At [F] BEA AA AE N h 


i, W FEIZ: 


图 6-35 主 控制 器 设置 一 输入 点 设置 


a 
R 


加 J] KKK 


Blin 


X 


ge: 
ee 
ä 


厂 已 监控 
个 分 CoM 他 常 开 
sama: fp = C 常 闭 
去 反弹 8 时间: fC 
F 正在 内 锁 CI Go Os 报告 警报 : 
点 : [i -无 Any x CMA 
ime: [Boa eal ||| See 
RE: [ERE g 


w | m] 


PRO3000 主 控制 器 支持 8 个 输入 ， 下 表 为 控制 模块 中 各 个 输入 的 默认 功能 。 
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表 6-2 PRO3000 控制 器 互 锁 重新 分 配 


jo 
= 


功能 
门 1 出 


门 1 状态 开关 ， 旁 路 时 间 为 15 秒 。 


门 2 出 


门 2 状态 开关 ， 劳 路 时 间 为 15 秒 。 


读 卡 器 1 防 拆 


读 卡 器 2 防 拆 


控制 模块 防 拆 


co INIDJIAJIA JOIN- 


备用 


在 上 图 中 勾 选 PRO3000 主 控制 器 支持 的 8 个 输入 ， 依 次 选 定 并 配置 各 个 输入 的 参数 及 互 


锁 。 


在 “报告 警报 ” 栏 选 择 “ 从 不 ”， 则 该 输入 点 产生 报警 和 恢复 正常 
时 ， 不 会 将 信息 上 报 至 WIN-PAK， 相 反 ， 若 选择 “始终 ”， 则 将 
注意 产生 报警 和 恢复 正常 的 信息 上 报 至 WIN-PAK。 
若 选 择 “已 监控 ”， 输 入 点 需 外 接 电阻 电路 ， 以 形成 4 态 监控 点 
《短路 、 开 路、 报警 和 正常 ) » BS MDA WA 
7. 点 击 【 下 一 步 】 进 入 输出 配置 页 面 ， 如 下 图 所 示 ，PRO3000 主 控制 器 支持 4 个 继 


o 


cat 


脉冲 时 间 : 


a 
at [2-3 ADV 
启动 操作 : 


关闭 操作 : 


8. 点 击 【 下 一 步 】 进 入 读 卡 器 配置 页 面 ， 如 下 图 所 示 。 点 击 图 中 凸 起 部 分 ， 可 在 弹出 的 
窗口 中 编辑 直接 点 、 自 由 外 出 输入 、 状 态 输入 / 旁 路 等 设备 信息 ， 使 该 互 锁 信 息 符合 
PRO3000 主 控制 器 的 默认 互 锁 设置 。 


48 


Honeywell 


PRO3000 主 控 


制 器 支持 2 个 WIEGAND #20 if 


图 6-37 主 控制 器 设置 一 配置 读 卡 器 


EZERA 


2 - PY6KIR2-P 


OA CH 
仓 软 


他 出 


- RES 2 


Vid 


入 3 


读 卡 器 2 


自由 外 出 输入 : 


状态 输入 / 旁 路 设备 : 


4 
dima 15 秒 


m R Seca 
脉冲 - 无 ags: 


跟 进 - 无 操作 


《上 一 步 @) | B—# > 取消 帮助 


直接 点 : 


脉 中 时 间 : fo + 


BERGE D) RAC) 


EESE [二 > 一 | 
GI C 您 
外 出 输入 : [入 3 E 
Cp CHOW 
SeA: fo = 
| amend: 0 4% 


Beale Oo) EE 取消 加 J] 


ESS /FRRS 


SD / SIRS 


sma: [is 3 
| 去 反 汉 时间 fe 


BERGE 0) WAC) 


修改 后 的 默认 互 锁 配置 如 下 图 所 示 : 


四 6-38 默认 互 锁 配 置 


r EE r 厂 自由 外 出 输入 过 路 中 输入 /过 路 设备 

RESI 一 无 操 作 - TRE — 直接 点 : JERR 2 脉 趾 - 无 操作 Higa: 

自由 外 出 输入 : Hira | 自由 外 出 输入 : 加 Hna oeh 
Ee 

Wit - 无 操作 at - 无 操作 
状态 输入 /这 路 设备 : 
elena 15 秒 
当 使 用 防 反 传 功能 时 ， 应 设置 读 卡 器 的 出 入 口 -类 型 和 防 反 传 违规 时 的 


“ 软 ” / “Fi ” 设置 。 


若 选择 “ 软 ”， 
并 发 送 至 WIN-PAK。 


rik “hie” ; 
警 并 发 送 至 WIN-PAK。 


注意 


违规 时 ， 不 给 予 访问 权 P 


违规 时 ， 给 予 访 问 权 限 ， 同 时 控 币 


展 ， 同 时 控 和 


| 器 产生 防 反 传 违规 报警 


| 器 产生 防 反 传 违规 报 


9. 读 卡 器 设置 完成 后 ， 
PRO3000 主 控制 器 的 设置 。 


点 击 【 下 一 步 】 进 入 完成 页 面 


o 


Fin 


#【 完 成 】 即 可 完成 对 
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通过 WIN-PAK 系统 配置 


图 6-39 主 控制 器 设置 一 完成 


| WD DR AEE 


ADV 


编辑 E) 
Fags ©) 
HR ©) 


厂 Sn) 


<t- 0| 


10. 若 需 修改 现 有 PRO3000 主 控制 器 的 配置 参数 ， 在 设备 地 图 中 双击 模块 名 称 ， 在 弹出 
的 配置 页 面 中 修改 各 项 信息 。 


注意 RF MUTE AS SCE, BE OKT 


PRO3000 门禁 控制 模块 


PRO3000 主 控制 器 创建 完成 之 后 ， 可 在 其 下 添加 最 多 30 个 PRO3000 门禁 控制 模块 作为 
“ 从 板 ” P 


1. 在 设备 地 图 窗口 中 ， 展 开设 备 树 及 通信 服务 器 文件 夹 ， 右 键 点 击 PRO3000 主 控制 器 
名 称 ， 选 择 “ 添 加 PRO3000 主机 ”， 如 下 图 所 示 : 


50 


Honeywell 


图 6-40 添加 PRO3000 门禁 控制 模块 


2G 设备 
a rs comm 
-E Glen-pwek-1 
外 而 Glen-PW6KIIC-P 
a- Lawrence-pw6klIC-pP 


2. 在 弹出 窗口 中 添加 PRO3000 门禁 控制 模块 基本 信息 ， 如 下 图 所 示 : 
图 6-41 配置 基本 信息 


姓名 : 

FYWY6K1R2-P 
描述 : 
| 
固件 版 本 : 

1. 06 或 更 新 he | 


< -#0 | B—# 0 > 取消 | 帮助 | 


。 ”固件 版 本 — 选择 最 新 版 本 。 


注意 。 ”地 址 - 每 个 通讯 回路 上 的 控制 模块 地 址 必须 唯一 ， 且 该 地 址 
必须 与 DIP 开 关上 设 定 的 地 址 一 致 (2~31) 。 
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点 击 【 添 加 】， 将 PRO3000 门禁 控制 模块 添加 到 ADV 抽 象 设备 ) 中 。 


3. 基本 信息 设置 完成 后 ， 点 击 【 下 一 步 】 进 入 卡 格式 配置 页 面 


图 6-42 配置 卡 格 式 


C ABA 
C 韦 根 接口 


反 转 卡 格式 : 


e |2 Wi23456789101112 
c E2 [1234567891011 121314 15 
Slo | 


[Fz [1 e Si [oft fer fee ps fpe 定义 
[Ez [2 p2 6 0 fo lo fi fee fos fee EK 
[Fz [3 Bay Si oii fe fee fs fe EX, 
[FE a o O O O O O a S = 
a 
rete TP CCee Te 
= a a 
mz e T 


《上 一 步 @) | 下 一 步 > 取消 帮助 


ADV 


FHA) 
编辑 E) 


隔 高 上) 


OBR ©) 


厂 Sn) 


|， 如 下 图 所 示 : 


注意 


PRO3000 门禁 控制 模块 仅 支 持 “WIEGAND” 类 型 卡 格式 。 


4. ”点击 【下 一 步 】 进 入 时 区 配置 页 卫 
图 6-43 配置 时 区 


| 可 用 的 区 | 指 


i|， 如 下 图 所 示 : 


从 不 使 用 这 个 时 区 
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《上 一 步 @) | B—# 00 > 取消 帮助 


Honeywell 


可 点 击 «Ej» 和 «Ff 将 时 


“选择 的 时 区 ” 栏 的 时 


区 移 到 “选择 的 时 区 


区 才 可 被 PRO3000 主 控制 器 使 用 。 


] 的 时 


5. 点 击 【 下 一 步 】 进 入 选项 配置 页 面 ， 如 下 图 所 示 : 


图 6-44 配置 选项 


命令 文件 : 
无 
初始 化 命令 : 

BMAIZO 
SAUER: 
打开 门 和 更 新 主机 = 


《上 一 步 @) | 下 一 步 m >| 


表 6-3 防 反 转 组 合 及 其 效果 


控制 器 (主板) 
门禁 控制 模块 从 APES mi SR 
APB 不 开启 APB 无 效 主板 局 部 形成 APB 他 链 路 形成 跨 链 
_ err 主板 与 其 他 链 路 形成 路 链 
局 部 从 板 局 部 形成 APB 从 板 局 部 形成 APB 路 APB 
司 部 形 从 板 局 部 形成 APB 
从 板 在 本 链 路 内 形 | 主板 局 部 形成 APB . | ; 
全 局 成 APB， 主 板 不 参 | 从 板 在 本 链 路 内 形成 e i 
与 APB， 主 板 不 参与 


YE: APB-- 防 反 传 (Anti-passback ) 


6. 点 击 【 下 一 步 】 进 入 输入 配置 页 夯 


i|， 如 下 图 所 示 : 
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通过 WIN-PAK 系统 配置 


图 6-45 配置 输入 


- PHGKIR2-P - À 1 
- PHEKIR2-P - 入 2 
- PW6KIR2-P - 入 3 


= 
eH 个 分 CM | cam 
闭路 时 间 : fis a G 常 关 

去 反弹 时 间 : fo HH 

报告 警报 
5 CMA 

£ 2 
G 始终 


IRE E) 
隔离 I) 
ORR ©) 


厂 显示 G) 


PRO3000 门禁 控 M 


表 6-4 PRO3000 


HERRI 8 个 输入 ， 下 表 为 控 人 


] 禁 控制 模块 互 锁 重 新 分 配 


所 模块 中 各 个 输入 的 默认 功能 。 


互 锁 


功能 
门 1 出 口 


门 1 状态 开关 ， 旁 路 时 间 


默认 为 15 秒 。 


门 2 出口 


HJ 


门 2RSEFK, FN 


默认 为 15 秒 。 


读 卡 器 1 防 拆 


读 卡 器 2 防 拆 


控制 模块 防 拆 


co |、 IDDIODOI 和 ImwIPP | 一 


备用 


选择 PRO3000 门禁 探 M 


H 


模块 支持 的 8 个 输入 ， 


依次 选 定 3 


注意 


在 “报告 警报 ” 栏 选 择 “ 从 不 ”， 则 
和 针 信 息 上报 至 WIN-PAK:; 
E 常 的 信息 上 


常 时 ， 不 会 
则 将 产生 报警 和 恢复 


诈 配置 各 个 输入 的 参数 及 互 锁 。 
输入 点 产生 报警 和 恢复 正 
目 反 ， 若 选择 “始终 ”， 

kE WIN-PAK. 


A > Sf 


v 


若 选择 “已 监控 ”， 
点 《〈 短 路、 开路、 报警 和 


输入 点 需 外 接 


外 阻 电路 ， 以 形成 4 态 监控 


ETO) o Be REMAN. 
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H 
O 


配置 页 面 ， 如 下 图 所 示 ，PRO3000 门禁 探 外 


BR SC HF 4 个 


Honeywell 


图 6-46 配置 输出 


CH CH CN 
weta: flo 习 
正在 内 锁 GI Co ic 
点 : [4- mR A | 
启动 操作 : RE >] 
关闭 操作 : GEE “二 ] 


《< 上 一 步 @) | F-H > 取消 帮助 


8. 点 击 【 下 一 步 】 进 入 读 卡 器 配置 页 面 ， 如 下 图 所 示 。 点 击 图 中 凸 起 部 分 ， 可 在 弹出 的 
窗口 中 编辑 直接 点 、 自 由 外 出 输入 、 状 态 输入 / 旁 路 等 设备 信息 ， 使 该 互 锁 信息 符合 
PRO3000 门禁 控制 模块 的 默认 互 锁 设置 。 


PRO3000 门禁 控制 模块 支持 2 个 WIEGAND 接口 的 读 卡 器 。 
图 6-47 配置 读 卡 器 


2 - PH6K1R2-P - 读 卡 器 2 


or ~ 3 FEE La 


ow 9 外 输入: [ARS] 
G@ 种 个 分 个 as 
sania: 中 o 
Vid 厂 BRA Sie Pi / SRS 
A 脉冲 - 无 操作 去 反弹 时 间 f oH E 5 


e 0C~C~*# = 直接 点 : 
BERGE D) RAO) 


自由 外 出 输入 : 
入 3 


Ree SER č 
TORN SRE: @1 co ce 

7 状态 输 入 /六路 设备 ，[ 玉 4 z 
ES 15 # 


CH CH CW 
Samia: fis a 


去 反弹 时 间 : [0 Ae 
z= 设置 揣 省 值 oj [确认 ”| RAO 
《< 上 一 步 @) | F—# > 取消 帮助 = 


修改 后 的 默认 互 锁 配置 如 下 图 所 示 : 
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通过 WIN-PAK 系统 配置 


图 6-48 默认 互 锁 配置 


VI 厂 自由 外 出 输入 旁 路 中 输入 / 旁 路 设备 WV 厂 自由 外 出 输入 旁 路 中 输入 / 旁 路 设备 


BFE 无 操作 - 无 操作 直接 点 : (EERO 脉冲 - 无 操作 直接 点 : 
Ly Ht. Ly 2 
自由 外 出 输入 : Smid 10 秒 自由 外 出 输入 : 脉冲 时 间 10 eh 
aio | 和 3 ——— 
跟 进 - 无 操作 跟 进 - 无 操作 
设备 : 状态 输入 /闭路 设备 : 
入 4 
闭路 时 间 15 秒 


当 使 用 防 反 传 功能 时 ， 应 设置 读 卡 器 的 出 入 口 类 型 和 防 反 传 违规 时 的 
“ 软 ” / “ 便 ” 设置 。 
若 选择 “ 软 ”， 进 规 时 ， 给 予 访问 权限 ， 同 时 控制 器 产生 防 反 传 违规 报警 
并 发 送 至 WIN-PAK。 

若 选 择 “ 硬 ”， 违 规 时 ， 不 给 予 访问 权限 ， 同 时 控制 器 产生 防 反 传 违规 报 
警 并 发 送 至 WIN-PAK。 


注意 


9. 点 击 【 下 一 步 】 进 入 完成 页 面 ， 再 点 击 【 完 成 】 即 可 完成 对 PRO3000 门禁 控制 模块 
的 设置 。 


图 6-49 PRO3000 门禁 控制 模块 配置 完成 


wie) | | 


隔离 I) 


WR) 


厂 Sn) 


《上 =- 步 6)| am | ma | 


10. 若 需 修改 PRO3000 门禁 控制 模块 的 配置 参数 ， 在 设备 地 图 中 双击 模块 名 称 ， 在 弹出 
的 配置 页 面 中 修改 各 项 信息 。 


注意 RF MUTE AS SCE, BE EK 
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7 技术 参数 


PRO3000 硬 件 名 称 ” 规格 
“le Bf ne SPDT 继电器 ，3A @ 28VDC (推荐 外 部 使 用 
HJE EJE: 12VDC 
电流 : BOOMA (两 个 读 卡 器 ) 
LED 输出 集 电极 开路 驱动 器 支持 最 大 8mA 陷落 电流 
防 拆 监控 或 非 监控 输入 
数据 输入 TTL 兼容 输入 
sigs 蜂 鸣 器 输出 集 电 极 开 路 驱动 器 支持 BMA @ 12VDC 陷落 电流 
读 卡 器 接口 
Honeywell JT-MCR MIFARE Smart READERS 
Honeywell HON-MSR MIFARE SECTOR 
READERS 
支持 类 型 HONEYWELL OmniProx PROXIMITY 
READERS 
Honeywell OmniClass SMART READERS 
Honeywell HON-FIN3000 Fingerprint 
ie Be 泊 个 
ee eT 
通信 连接 全 部 监控 输入 通信 和 连接 均 置 于 内 部 。 dela 全 部 继电器 输出 的 通 
信和 连接 均 置 于 内 部 并 连接 到 控制 模块 底盘 。 
高 : 245mm (9.65inch) 
尺寸 宽 : 200mm (7.87inch) 
TR 深 : 65mm (2.56inch) 
重量 0.295kg (0.65 Ib) 
Pee 运行 温度 : 0"C ~ 50°C 
环境 规格 存储 温度 ，-55"C 二 +85'C 
湿度 5% ~ 85% RHNC 
以 太 网 Cat5 到 RJ 400m (330inch) 最 远 
配 线 读 卡 器 TRS, BRAG 153m (500inch) 最 远 
监控 输入 WEE, DER 610m (2, 000inch ) 最 远 
继电器 输出 ARG, DEN 610m (2, 000inch ) 最 远 
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8 故障 诊断 及 措施 


58 


表 8-1 故障 诊断 及 措施 


现象 


WIN-PAK 中 回路 轮 询 响 


应 报警 


解决 方案 


(1) 


(2) 
(3) 


(4) 


通过 ping 命令 测试 是 否 可 以 访问 回路 的 IP 地址 ， 如 
无 法 访问 ， 检 查 以 太 网 接线 。 

确认 回路 中 只 有 一 个 主板 。 

检查 主板 的 拔 码 设置 ， 确 认 地 址 不 为 零 ，DIP 开关 


检查 系统 运行 指示 灯 是 否 闪烁 ， 如 果 不 内 烁 ， 说 明 系 
统 运行 失败 。 


(1) 检查 控制 模块 的 DIP 开关 设置 ， 地 址 不 能 为 0。 
VAEN 统 运 行 GaN! 是 FP WR» NP WR’ 访 IR 
WIN-PAK 中 控制 模块 轮 (2) eee 如 果 不 内 烁 ， 说 明 系 
询 响应 报警 PIENTI 
(3) 检查 主机 485 指示 灯 是 否 处 于 闪烁 状态 ， 如 果 不 内 
烁 ， 则 检查 RS485 连 线 是 否 正确 。 
注意 PRO3000 EOL 网 络 为 交流 耦合 式 。 


不 论 EOL 网 络 是 否 打开 ，RS-485 正 负极 之 间 电 阻 都 不 会 发 生变 化 。 


Honeywell 


附录 A 其 他 信息 


基本 独立 操作 


读 卡 / 门 锁 操 作 


1. 


Has. 
2. 8 


| al ved 


Ras RISES BPS i 


| 模块 上 的 读 卡 器 输入 。 
3. 控制 模块 在 数据 库 中 进行 查找 ; 


。 若 卡 有 效 ， 将 激活 与 该 读 卡 器 输入 相关 的 门 继电器 。 卡 有 效 ， 亦 即 该 卡 数据 存在 
于 控制 模块 数据 库 中 ， 并 且 当 前 日 期 和 时 间 在 该 卡 设 定 的 有 效 时 区 内 。 
FE 无 效 ， 则 门 继 电器 为 锁定 状态 。 


/ 门 状 态 操 作 


1. 按 下 出 门 按钮 。 
2. 控制 模块 在 默认 10 秒 钟 内 激活 与 该 出 门 按钮 输入 相关 的 门 继电器 。 


让 


出 门 按钮 / 门 锁 


3. 车 在 上 述 10 秒 内 ， 门 状态 从 关闭 到 打开 再 到 关闭 ， 门 继电器 将 立即 取消 赋 能 。 
PRO3000 门禁 控制 模块 默认 操作 


读 卡 器 端口 


控制 模块 接受 来 自 读 卡 器 的 韦 根 串 行 数据 包 。 若 该 卡 在 数据 库 中 存在 ， 相 关 继 电器 将 被 激 
Ts 若 卡 在 数据 库 中 不 存在 ， 继 电器 状态 将 不 会 发 生变 化 。 
下 表 为 默认 读 卡 器 端口 与 继电器 的 相关 信息 : 
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其 他 信息 


表 A-1 默认 读 卡 器 端口 


读 卡 器 编号 控制 ..… 
1 继电器 1 (输出 1) 
2 继电器 2 (输出 2) 


读 卡 器 防 拆 输入 


读 卡 器 内 置 防 拆 信 号 ， 可 以 连接 到 PRO3000 门禁 控制 模块 。 默 认 将 双 状 态 输 入 配置 为 
“ 常 闭 ” 触 点 。 


下 表 为 默认 读 卡 器 防 拆 输 入 LED 到 控制 模块 的 相关 信息 : 
表 A-2 默认 读 卡 器 防 拆 输入 


防 拆 LED 指 示 灯 作为 .报告 
防 拆 1 输入 7 
防 拆 2 输入 8 
出 门 按钮 输入 
控制 模块 为 每 个 门 提供 一 个 出 门 按钮 。 默认 将 其 状态 输入 配置 为 “ 常 闭 ” 触 点 。 当 按 下 出 


门 按钮 时 ， 相 关 输 出 继电器 将 被 激活 。 
下 表 为 默认 出 门 按钮 输入 相关 信息 : 
表 A-3 默认 出 门 按钮 输入 


出 门 按钮 输入 控制 继电器 .… 控制 模块 输入 作为 ... 报 告 
1 SUP1 输入 1 
2 2 SUP3 输入 3 


门 状态 输入 


控制 模块 为 每 个 门 提供 门 状 态 输入 。 默 认 将 双 状 态 输入 设置 为 “ 常 闭 ” 触 点 。 
下 表 为 默认 门 状态 输入 相关 信息 : 
表 A-4 默认 门 状态 输入 


门 状态 输入 控制 模块 输入 作为 ... 报 告 
SUP2 输入 2 
2 SUP4 输入 4 
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控制 模块 防 拆 输入 


控制 模块 提供 外 壳 防 拆 输入 ， 可 用 作 常 规 输入 。 默 认 将 输入 配置 为 “常用 ”。 外 充 防 拆 输 


入 可 以 作为 两 种 输入 报告 (输入 6 和 20) FE: 输入 6 用 作 常 规 输入 ， 输 入 20 用 


报警 。 
表 A-5 控制 模块 防 拆 输入 


作 外 壳 防 拆 


常规 输入 控制 模块 输入 作为 .报告 
常规 /外 壳 防 拆 SUP6 输入 6 


辅助 常规 输出 


该 控制 模块 具有 如 下 2 种 附加 常规 Form C 继电器 输出 : 
表 A-6 辅助 常规 输出 


继电器 输出 控制 ... 
3 输出 3 
4 输出 4 
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根据 信息 产业 部 等 部 委 颁 布 的 《电子 信息 产品 污染 控制 管理 办 法 》 及 相关 标准 的 要 求 ， 
PRO3000 门禁 控制 单元 的 相关 信息 如 下 : 


1. 产品 的 环保 使 用 期 限 为 10 年 ， 保 证 该 环保 使 用 期 限 的 安装 及 使 用 注意 事项 见 产 品 使 
用 手册 ; 
2. 产品 中 有 毒 有 害 物质 或 元 素 的 名 称 及 含量 见 下 表 : 
产品 中 有 毒 有 害 物 质 或 元 素 的 名 称 及 含量 
有 毒 有 害 物 质 或 元 素 
部 件 名 称 铅 K 5 六 价 铬 ZRK ZAAN 
Pb Hg Cd Cr(VI) PBB PBDE 
印刷 电路 组 件 o O O O O O 
关 电 源 X O O O O O 
Eitb X O O O O O 
安装 螺丝 x | o |o o $ 7 
机 箱 外 壳 X O O O O O 
O: 表示 该 有 毒 有 害 物质 在 该 部 件 所 有 均 质 材料 中 的 含量 均 在 SJ/T11363-2006 标准 规定 的 限量 
要 求 以 下 。 
X: 表示 该 有 毒 有 害 物质 至 少 在 该 部 件 的 某 一 均 质 材料 中 的 含量 超出 SJIT11363-2006 标准 规定 
的 限量 要 求 
© 
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安全 注意 事项 


4 ”请 勿 将 读 卡 器 安 疼 在 紧急 出 口 、 安 全 门 、 障 三 物 、 电 梯 或 外 出 门 上 ， 以 避免 安装 过 
程 中 发 生火 党 或 危及 人 身 安 全 的 事故 。 


。 ”地 区 不 同 ， 火 伙 和 安全 限制 等 级 不 同 ， 安 装 电 子 产 品 时 请 遵循 当地 
如 ， 出 门 按钮 在 有 些 城市 是 莹 用 的 ) 。 在 多 数 实际 使 用 中 ， 无 事先 


避 作 可 被 视 为 生命 安全 请 求 。 
4 ”请 确保 全 部 请 求 都 通过 书面 同意 。 口 头 同 意 无 效 。 


4 汉 威 联合 不 推荐 使 用 WIN-PAK KABZE 品 作为 主 报 管 或 监控 系统 。 主 报警 或 监控 
系统 应 符合 当地 火 党 和 安全 标准 


4 ”安装 人 员 必 须 遵 守 基 本 规则 指导 最 终 用 户 按 照 每 日 检测 步 灵 测 试 系统 。 若 系 统 检测 
失败 ， 安装 人 员 须 对 引起 的 全 部 问题 负责 。 


。 ”全 部 调 冰 设备 须 接 地 。 
4 ”和 门 锁 上 须 配备 防 干 摄 器 。 安 大 时 使 用 防 干 摄 器 。 江 威 联合 门 药 系统 (HAS ) {HERS 


BRAE B 
UA EAP AR 


Gai i 


注意 事项 ， 可 能 导致 人 身 危 险 或 设备 故障 : 
安装 前 ， 请 关闭 外 部 电路 ( 为 系统 供电 ) ， 包 括 门 锁 。 
连接 设备 到 电源 之 前 ， 请 确认 输出 电压 在 指定 电压 范围 内 。 
BTM ZA > FATTER 。 


ESD) {R CMOS 积 体 电路 和 模 组 ， 和 为 避免 该 种 损失 请 按照 如 下 步 蚊 操 


TAPE (Aad) 传送 全 部 电子 配件 ， 包括 完整 的 读 卡 器 元 件 。 


ERREI TEE (HRR HR ESD 腕 带 (各 商店 有 售 ) 组 成 ) 处 理 
ESD {HRC ° 
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1 关於 本 文档 


感谢 您 购买 PRO3000 PIER PEELE ! 
本 手册 为 PRO3000 门禁 控制 模 组 安装 和 配置 指南 。 


注意 SO DARE ARA WIN-PAK 站 柠 管 理 软 笨 的 操作 具 或 管理 只， 
= 普通 用 户 若 使 用 本 手册 ， 请 首先 阅读 (WIN-PAK SE/PE HEF 。 
内 容 概述 
本 文档 包含 以 下 章节 : 


。 B1 ARAR > 简要 介绍 “PRO3000 门禁 控制 模 组 安装 和 配置 指南 ”。 
。 2 E> fal > 简要 介绍 PRO3000 门 荣 控制 模 组 。 
。 BIR Ze ,说明 如 何 安 装 PRO3000 门 荣 控 制 模 组 、 信 线 各 元 件 、 设 置 DIP 开关 


。 第 4 章 ，PRO3000 (WAS > Fale Pile AA a (aie PRO3000 PYAR Aaa e 
。 35 = » PRO3000 Web Server > 褒 明 如 何 登 录 到 PRO3000 Web Server 及 相关 配 


。 6B > AIA WIN-PAK 系 编号 等 ， 褒 明 如 何 通 过 WIN-PAK 将 PRO3000 FILA 
模 组 配置 为 N-1000 兼容 型 回路 或 PRO3000 本 地 回路 。 


。 BE KMA BAA PRO3000 门禁 控制 模 组 规格 。 
。 第 8 章 ， 区 该 沈 外 及 由 访 ,介绍 产品 使 用 过 程 中 可 能 会 产生 的 故障 和 解决 方法 。 
。 RRA > 专修 葛 六 ,介绍 基本 独立 操作 和 PRO3000 门禁 控制 模 组 预 设 值 。 


= 


关於 本 文档 


特殊 字体 和 符号 


Re 参考 资讯 
] acs ARRERA 
注意 注意 事项 


告 重要 操作 注意 事项 


声明 


。 请 以 实物 为 准 ， 本 文档 中 全 部 图 片 仅 作 参 考 。 

。 我 公司 可 以 根据 需要 对 产品 进行 更 新 ， 总 不 事先 坦 明 。 

。 产品 资讯 未 经 允许 不 得 传播 。 

。 “安装 配置 产品 前 ， 请 首先 仔细 阅读 本 手册 ， 站 妥善 保存 以 备 合用 。 
m> 


。 ”本 手册 已 经 测试 站 保证 准确 人 性。 若 有 任何 不 确定 或 委 议 ， 请 以 Honeywell 最 终 解释 为 
。 由 用 户 对 本 手册 的 错误 理解 或 误 操作 3 引起 的 任何 后 果 ，Honeywell 不 承担 任何 责 
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PRO3000 PISA PRO3000 门禁 控制 系统 (参考 第 倍 内 容 ) 的 重要 组 成 部 件 ， 
是 一 种 双 读 卡 器 控制 模 组 ， 最 多 支援 2 个 门 六 提供 8 输入 和 4 输出。 一 个 门禁 控制 回路 最 多 
支持 31 个 PRO3000 PYAR PEAR Get > PPE Tl 62 个 门 。 


PRO3000 门禁 控 制 模 组 具有 以 下 特性 : 
BERS e 


PRO3000 门禁 控制 模 组 
玉 ， 超 级 电容 器 可 以 持续 为 


BUTE Ree 


PRO3000 PIAS NEEF PARC HORT ASTER > PRPC SE SESE 
PATIS > ULCER ERED EAE 。 


读 卡 器 电源 


PRO3000 门禁 控制 模 组 可 以 为 读 卡 器 提供 12VDC、150mA 电源 。 两 个 读 卡 器 最 大 办 
电流 需 小 於 300MA 。 


利用 超级 量 容器 为 即时 时 甸 提 供 人 备用 电源 。 在 主 电源 
PUSHI A 个 星期 7 


Dy 


的 情况 


警告 请 勿 使 用 PRO3000 门禁 控制 模 组 和 读 卡 器 电源 为 门 锁 供 电 。 


PRO3000 门禁 控制 模 组 的 输入 雷 压 为 12VDC。 党 有 电源 为 PRO3000 
注意 眉 禁 控制 模 组 供 直 时， 输入 起 源 灯 将 亮 起 。 若 该 粒 熄 减 ， 褒 明 12VDC 输 
人 雷 压 断 开 或 电 夺 ”过 低 不 足以 运行 系统 。 


FLEA RA GR PRO3000 门禁 控制 模 组 : 


警告 EMDEN ENE (ESD) 。 


1. 确认 控制 模 组 伤 局 、 走 线 、 电 源 。 
2. TURRETS SiR TR > RR ees LA LS 


3. MSRP Ea VO Ace RCHA CARP RRSRIEME > ae — RAER (Be 
头 ， 参 考 第 5 3-1 PRO3000 门禁 控制 模块 布线 图 ) 。 


警告 。。 此 时 请 勿 连接 电源 。 


4. ”连接 遮 日 地 到 底部 螺栓 。 
5. 设置 控制 模 组 DIP 开关 位 址 〈 人 参考 第 9 页 才 3-5 SW1 的 DIP 开关 ) 。 


6. 检查 全 部 配 缚 。 


R 


ma SRNE ENER PRO3000 门禁 控制 模 组 在 通电 时 损坏 RATTAR 
保修 责任 。 


7] 


7. 上 电 ， 此 时 POWER LED KESH kE o REE ERRE > 2% RUN LED 
BRADI 。 上 志 完 成 合 ， 检 查 全 部 LED 烙 状 态 确 保 控制 异 组 上 电 正 确 。 


使 用 乙 太 网 过 接 的 控制 异 组 电 绕 必须 符合 FCC 第 15 条 Class B 标准 。 
可 以 在 乙 太 网 电缆 的 任意 部 位 扣 下 磁 夹 。 
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图 3-1PRO3000 门禁 控制 模 组 信 线 回 


O O 


SIINE 


网 卡 介 面 


P16 P10 
(功能 预 留 ) SUSU ae 


常 开 继电器 1 


RA Eg S 人 ”公共 端 继电器 1 
电 绩 1 二 2 {aes 继电器 人 
常 并 继电器 2 | 


U 
~ 


继电器 指示 烛 


WD 继电器 3 


备用 输出 1| OE l-i Ase 继电器 3 


0 
Co 


备用 输出 2| ge | -| Aah aa | 


i "一 RARER 


ii MERRTE 


LED 
D0/485- 
D1/485+ 
接地 
+12V 
防 拆 

鸣 器 


SW1 


U 
ol 


3 


| 


出 站 按钮 1[ = 门 一 
出 门 按钮 1 


门 磁 1 Jo] m; Ho 输入 公共 端 
ata 门 磁 1 


出 门 按钮 2 


出 门 按钮 2 | | See 
人 门 磁 2 


门 磁 2| | 一 O 0 


Micro 
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L 
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© 


eee meas EH 
HEGEL, 
See /AE 


HA BHR 


+8987 HELE i 
-998? IS BLE 


AL 
= 
> 
at 
a 
AAA 


了 限 配 线 〈220VAC/60Hz 输入 配 铺 、 直 源 过 泪 线 、12VDC 电源 
线 、 电源 人 备用 /充电 配 线 ) 与 其 他 任何 配 线 至 少 要 保持 6.35mm HERE 。 


Urd 


女 


装 


ie Rae Hae 


每 个 读 卡 器 埠 只 支持 一 个 Wiegand 输出 格式 的 12V 读 卡 器 。 读 卡 器 最 大 输出 电流 为 
300mA 。 
要 有 效 利 用 每 个 读 卡 器 塌 ， 需 要 使 ta (18-22AWG) ° EKEJI “TJS 
蜂 唱 器 ”功能 ， 可 使 用 标准 6-77 eR eS E 。 应 该 仅 在 控制 模 组 端 接 庶 日 地 ， 两 端 接地 将 破 
坏 接 地 回路 。 推 荐 每 个 读 卡 器 配 线 最 大 长 度 人 (S00inch ) 。 
表 3-1 HEAR 
端子 配 线 颜色 Wiegand 读 卡 器 
P4-1，5-1 棕色 LED 
P4-2，5-2 Sete, Wiegand Data 0 =% Data 
P4-2, 5-2 色 Wiegand Data 1 或 Clock 
P4-2，5-2 黑色 接地 
P4-2，5-2 红色 +12VDC Ji 
P4-2，5-2 紫色 防 拆 
P4-2，5-2 黄色 蜂 鸣 器 


蜂 控 输入 仿 线 


监控 输入 位 於 P9 和 P13。 输 入 1-4 位 於 P9; 输入 5 和 6 位 於 P13。 
表 3-2 预 设 监控 输入 分 配 


端子 输入 预 设 功能 

P9-1 输入 1 出 门 按 钮 1 

P9-3 输入 2 PIR 1 

P9-4 输入 3 出 门 按 乌 2 

P9-6 输入 4 门 磁 2 

P13-1 输入 5 控制 模 组 防 拆 

P13-3 输入 6 备用 电池 报警 

3-2 芍 控 输入 信 线 图 例 

常 并 一 4.7K wn 7 

RRT 人 TOT1 | anra 

〇 | 2 | 公共 端 

©| 3 | 门 磁 1 

1) 47k 加 | 4 | 门 磁 2 
WAV O|5| 公共 端 
4.7K OQ} 6 开门 按钮 2 
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副 中 使 用 的 是 标准 4,7000hm ÆR ° 


的 电阻 必须 相同 。 


比 外 ， 知 监控 输入 
> WEER 


未: 


保留 [2 | 
RHEMSERS 
MEMS RE 


Amv EO 
= aD 


Re REG 
RREBAG) 
Z20VAC HEHE) 
DOVAC WAN OG} 
220VAC WAL © 


在 WIN-PAK + > i A. 6 应 配置 为 “ 


十 助 输入 使 用 
若 IP-AK2ENC 用 作 PRO3000 AYE FE 


用 作 “ 和 后 备 志 池 投 入 “， 


(ieee FEIF 


防 拆 和 外 部 电源 故障 、 读 卡 器 和 控制 模 组 防 


oe A" MEA “模式 。 
a CREEL E TED 。 JEWER ESER 
HEIP ASB 。 
警告 BUEGUE USE POEL > 


继电器 1 预 设 控制 门 锁 


' 继电器 2 预 设 控 币 


> 继电器 3-4 为 辅助 继电器 。 


PRO3000 门禁 控制 模 


' 但 不 能 为 门禁 控 制 模 组 的 门 锁 或 其 他 


载 供电 。 继 电器 输出 量 压 能 


向 12VDC~28VDC 。 


继电器 都 有 一 个 缘 


输出 1 对 应 继电器 1 ; 


o 输出 1~4 均 可 配置 为 党 


2 的 蜂 咱 器 。 轮 出 5~6 sree 


表 3-3 默认 输出 分 配 


EET ”’ 不 能 最 


继电器 状态 ， 若 启动 该 继电器 ， 则 LED 指 


ME 3 对 应 继电器 3 ; 输出 4 对 应 继电器 
出 5 对 应 读 卡 器 1 的 蜂 踢 器 ; 输出 6 对 应 读 卡 器 
fy 8 BaD Leste © 


端子 输出 
P7-1，7-3 iad 
P7-4, 7-6 iad 
P8-1, 8-3 ind 
P8-4, 8-6 输出 


读 ERS 1 蜂 唱 器 


i 
=> 
EE 
LL 
Cn 
ui 

ai 


读 卡 器 2 蜂 唱 器 


dt 
=> 
EE 
LL 
O 
au 
pil 


AYER LD ABE RN Be a o Ga Zee a Tas > al 


使 
| 入， IJ 


卡 器 、 监 控 输 入 配 线 捆 铸 。 


DIP 开关 设置 


PRO3000 门禁 探 人 


HES 12 个 DIP 开关 。SW1 包含 10 个 开关 ，SW2 包含 2 个 DIP 


开关 。 下 表 为 SW1 的 DIP 开关 定义 。 
表 3-4 SW1 的 DIP 开关 定义 


DIP 开关 状态 定义 
SW1.1-5 控制 模 组 位 址 (1 ~ 31) 
SW1.6 ON/OFF 主板 /从 板 
ON OFF 预 设 IP 
OFF ON 恢复 出 厂 什 
SW1.7-8 
ON ON 保留 
OFF OFF ERETT 
SW1.9-10 功能 预 留 


1.1 位 元 至 1.5 位 元 ， 控制 模 组 位 址 为 1~31 > 位 址 0 无 效 。 注意， 当 PRO3000 被 配置 为 


本 地 回路 时 ，PRO3000 主 控制 器 的 位 址 只 能 为 1。 

1.6 位 元 决定 全 制 模 组 RS485 的 “主板 ”或 “从 板 ” 模 式 ， 必 须 将 6 位 元 设置 为 “ON” 
以 将 RS-485 交道 设 篇 “主板 ” 模式 s 

1.7 位 元 和 1.8 位 元 有 四 种 组 合 方式 : 若 将 二 者 均 设 置 为 “OFF”， 则 正常 运行 ; 若 将 
1.7 位 设置 为 “ON ”、 上 1. Bf 设置 为 “OFF”， 则 系统 ai 取 预 设 
IP(“192.168.1.150”) ; 若 将 1.7 位 设置 为 “OFF”、1. 8 位 设置 为 “ON”， 则 PRO3000 F3 
禁 控 制 模 组 恢复 出 碑 值 ， PRO3000 控制 器 恢复 出 厂 值 ， 系 统 中 所 有 事件 将 被 删除 ; 和 若 将 

比 位 为 保留 位 ， 和 无 实际 意 闵 。 


均 设 置 为 “ON ” 


» Al 


1.9 位 元 和 1.10 位 元 功能 预 留 。 


表 3-5 DIP 开关 设置 


SW1.5 SW1.6 SW1.7 SW1.8 SW1.9 SW1.10 选项 


SW1.1 SW1.2 SW1.3 SW1.4 
ON OFF OFF OFF OFF 地 址 1 
OFF ON OFF OFF OFF 地 址 2 
ON ON OFF OFF OFF 地 址 3 
OFF OFF ON OFF OFF 地 址 4 
ON OFF ON OFF OFF 地 址 5 
OFF ON ON OFF OFF 地 址 6 


Honeywell 


SW1.1 SW1.2 SW1.3 SW1.4 SW1.5 SW1.6 SW1.7 SW1.8 SW1.9 SW1.10 #28 
ON ON ON OFF OFF 也 址 7 
OFF OFF OFF ON OFF tHE8 
ON OFF OFF ON OFF HE9 
OFF ON OFF ON OFF 也 址 10 
ON ON OFF ON OFF 也 其 11 
OFF OFF ON ON OFF 也 址 12 
ON OFF ON ON OFF 也 址 13 
OFF ON ON ON OFF 也 址 14 
ON ON ON ON OFF 也 址 15 
OFF OFF OFF OFF ON 也 址 16 
ON OFF OFF OFF ON thik 17 
OFF ON OFF OFF ON 也 其 18 
ON ON OFF OFF ON 也 址 19 
OFF OFF ON OFF ON 也 址 20 
ON OFF ON OFF ON 也 址 21 
OFF ON ON OFF ON thy k22 
ON ON ON OFF ON 也 址 23 
OFF OFF OFF ON ON 也 直 24 
ON OFF OFF ON ON 也 址 25 
OFF ON OFF ON ON 也 址 26 
ON ON OFF ON ON tHE27 
OFF OFF ON ON ON 也 其 28 
ON OFF ON ON ON tHE29 
OFF ON ON ON ON 也 址 30 
ON ON ON ON ON 也 基 31 
ON 主机 485 “FIR” 
OFF 主机 485 “HEAR” 
ON OFF 预 设 IP 
OFF ON 恢复 出 厂 值 
ON ON 保留 
OFF OFF E 常 运行 
ON ON 保留 
OFF OFF 保留 
ON OFF 保留 
OFF ON 保留 
下 表 为 SW2 的 DIP 开关 定义 。 
表 3-6 SW2 的 DIP 开关 定义 
DIP 开关 状态 定义 
SW2.1 ON 向 用 主机 485 A EOL 
SW2.1 OFF 禁用 主机 485 A EOL 
SW2.2 ON 保留 
SW2.2 OFF 保留 


安装 


2.1 位 元 和 2.2 位 元 ， 用 於 终端 匹配 RS-485 电线 ， 亚 且 在 两 个 终端 点 控制 模 组 上 必须 设 
置 为 “ON”， 全 部 其 他 控制 模 组 设置 为 “OFF”“。 注意 给 定 控制 模 组 上 跳 线 必 须 设置 为 
“ON” 或 “OFF”。 


注意 手 码 设置 改变 后 ' 仅 当 重启 后 更 新 才 会 生效 。 


LED 状态 


i] 


PEALE Re LAL © RITER RISE ROE LEBTE e PERRA 
中 ， 请 确保 LED 颖 示 方 式 与 下 表 中 褒 明 一 致 。 


图 3-3 LED 指示 灯 状 态 


ae Woe O O 
加 | alsa = | 
allel ejim 
wt IN 一 | | 由 一 
a) > | > a |e P16 P10 
rd (功能 预 留 ) TETH 
可 | 和 | 里 | 有 2 3 
=) > |S] = 6 4|P7 
©5 
© 6 
a ee Q1 #2 AES 
mw) Ee) Ss) i > 2E 
mk = Aly 
ele) = ĝi P8 
T 5 ts 
z O6 -— ZRrE 
O1 o 
s|zl\zi\slea G2 
=|” = Sa P4 
= 4 a ee 
= Q5 iB asda aN ke 
O6 
a |e | zl |e 21 Ma a = 
ar | a) > | a | a 2 a0 00 iz 
TE 对 | “| 184|P5 :各 SA 
Be i 33 485A fake O 
7 SW2 
O1 加 
@2 P13 p1 P12 a 
ee OSS 899||S9O | * 
O6 
O O 
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4 PRO3000 门禁 控制 系统 


PRO3000 门禁 控制 系统 由 PRO3000 门禁 控制 模 组 、WIN-PAK 门禁 管理 软体 (以 下 简称 
“WIN-PAK 系统 ”) 、 读 卡 器 、 出 门 按钮 、 门 磁 等 部 件 组 成 。 一 个 PRO3000 控制 回路 最 多 
由 31 个 PRO3000 门禁 控制 模 组 组 成 ， 包 括 1 个 主板 和 30 个 从 板 CWIN-PAK 系统 与 主板 问 
通过 乙 太 网 相连 ， 主 板 与 从 板 问 以 及 从 板 与 从 板 问 通过 RS-485 协议 相连 )。 下 图 为 
PRO3000 门禁 控制 系统 组 成 架构 示例 。 


图 4-1 PRO3000 门禁 控制 系统 架构 


乙 太 网 
100 BaseT (CAT 5) 328Ft (100 Meter). 


NS Max 
ES WIN-PAK 


RS-485 iii 


DIP DH RAE 
SW1.1 - 5; 控制 单元 地 址 PRO3000 
SW1.6: ON: 主机 thii 
SW2.1: ON 


RS485 PRO3OOO#* iil) RE 7T 


Aue P12-3 (RS485+) 
yee p12-2 (RS485-) 
RS-485 COM p12-1 (RS485 COM) 


4,000 ft. (1,200 m) max, 24 AWG, iL Hitt sag 


120 ohm, 23 pf EG 


DIP IH fal ask E 
SW1.1 - 5: 控制 单元 地 址 
SW1.6: OFF: FH 
SW2.1: OFF 


DIP DBA Ha ai 
SW1.1 - 5: 控制 单元 地 址 
SW1.6: OFF: 子 机 
SW2.1: ON 


tei S98y-SY 


PRO3000 PRO3000 | ~ PRO3000 
控制 单元 


PRO3000 


控制 单元 控制 单元 控制 单元 


一 个 RS-485 回路 最 多 支持 31 个 PRO3000 控 制 单元 
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5 PRO3000 Web Server 


PRO3000 控制 器 为 双 读 卡 器 门 莹 控制 器 ， 内 置 网 路 服务 器 。 通 过 标准 
HEAT HEISE ORS T° 


PRO3000 控制 器 文 援 两 种 类 型 网 路 浏览 器 : 
。 Internet Explorer 8.0 (windows 系统 ) 


e Chrome43 (ubuntu 系统 ) 


as 
T] 


Seales > HJD 


d 


WER, AE PERRE Internet Explorer (windows 系 
) 或 Chrome43 (ubuntu 系统 ) 中 进行 。 


部 功能 测试 均 在 Windows 7 企业 版 或 ubuntu12.04 环境 中 通过 ,但 不 保 
其 他 作业 系统 的 网 路 浏览 器 兼容 性 。 


本 章节 中 配置 PRO3000 Web Server 的 固件 版 本 为 ，2.00.01 


y 


A 


= 
= 


注意 


a B 


连接 到 PRO3000 Web Server 


连接 到 PRO3000 Web Server 之 前 ， 必 须 首先 将 PRO3000 Eteri TE > MCC 
网 路 连接 。 


连接 PRO3000 控制 器 到 电脑 


按照 如 下 两 种 方法 连接 电脑 和 PRO3000 控制 器 : 
图 5-1 通过 集线器 连接 


PRO3000 


集线器 


使 用 标准 网 路 线 ， 通 过 网 路 塌 将 电脑 和 IP-AK2 控制 器 连接 


Honeywell 


图 5-2 直接 连接 


PRO3000 


利用 乙 太 网 交叉 电缆， 将 电脑 的 网 
路 塌 直 接连 接 到 IP-AK2 控制 器 的 
网 路 井中 。 


连接 到 电脑 的 PRO3000 控制 器 是 “主板 ”控制 器 。 关 道 控制 器 上 DIP 
开关 6 必须 设 定 为 “ON”。 


注意 


配置 电脑 网 路 连接 


1. 在 电脑 桌面 右 下 角 遗 择 网 路 连接 状态 图 示 ? 开 局 网 路 和 共用 中 心 > 本 地 连接 ， 打 开 如 
下 界面 : 


图 5-3 本 地 连接 状态 


一 般 
Ee 
IPv4 连 御 能 力 : ARAR 
IPv6 38ERAED: RAIN 
媒体 状态 : BRA 
ERR R: 00:06:47 
速度 : 1.0 Gbps 
FARE 
活动 
eres — Bye — a 
_ C 
位 元 给 : 124,033 | 231,957 
| @ASe) ] | rmo | [ 诊断 (GG) | 
BAPA(C) 


2. 在 本 地 连接 状态 界面 点 击 【 内 容 】， 打 开 如 下 页 面 ; 


2 
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图 5-4 本 地 连接 内 容 


网 路 功能 
RAR: 
© Intel(R) PRO/1000 MT Desktop Adapter 


REO. 
35 EAE AAT PUR A (0): 
o& Client for Microsoft Networks 
图 Qog 封包 排 程 器 
JS) File and Printer Sharing for Microsoft Networks 
-A FARRAR BATES 6 HR (TCP/IP v6) 
ae Meteo small bane ss 4 hR (TCP/IP v4) 
à. Link-Layer Topology Discovery Mapper I/O Driver 
å. Link-Layer Topology Discovery Responder 


FEN)... BERRA) 


+ 


描述 


EEEa EN aE Res] ma JE (TCPAP) * 这 是 预 
AAAS TTI ° 提供 个 同 网 Sea 通讯 能 


主意 请 记录 当前 网 路 设 定 参 数 以 便 稍 后 重 置 。 


4. ieee “EAA REY IP 位 址 ”并 进行 如 下 设置 : 
图 5-5 网 际 网 路 通讯 协定 第 4 版 “TCP/IPv4)〉- 内 容 


Ak 


如 果 您 的 网 路 支援 这 项 功能 SOLARIS Sabie IRA IP 设 定 * 否 
Bll ' 您 必须 询问 笠 咯 条 统管 理 只 正确 的 卫 设 定 * 


© Baa IP fit) 
© EAFF IP Atk): e IP 位 址 : 192.168.1.10 
IP itta): 192.168. 1 . 


FAREZU): 255 , 255. 255. e FAMKE. 255.255.255.0 


ERED): 192.168. 1 . SAAS 
SAAD) e 预 设 关 道 : 192.168.1.1 
自动 取得 DNS {a AREAL CB) 


© 使 用 下 列 的 DNS 伺服 器 位 址 下): 
惯用 DNS 伺服 器 全 ): 
其 他 DNS 伺服 器 (&): 


结束 时 确 当 设 定 人 ) 
(me) (eH) 
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5. HH MEE] AFE 


网 路 连接 配置 完成 。 


登录 到 PRO3000 Web Server 


安全 警报 


进入 PRO3000 Web Server 登录 真 面 之 前 ,系统 可 能 会 弹出 安全 警报 资讯 。 浏 览 器 不 同 ， 
弹出 警报 资讯 视窗 有 所 不 同 。 
Internet Explorer 8.0 
1. 知 动 Internet Explorer 8.0 浏览 器 ， 在 网 址 列 中 输入 https:/192.168.1.150， 按 一 下 键 
响 上 Enter 键 ， 将 弹出 如 下 安全 警报 视窗 : 


图 5-6 潮 证 错误 : 浏览 已 封锁 


€ S285: ASL - Windows Internet Explorer 


OO- [Æ http://192.168.1.150, 


@ 8225: 浏览 己 封锁 


w 我 的 最 要 | 次 国 建议 网 站 ~ p) 网 页 快讯 


>| ++] x | [E Bing 


X 


A- ~E æ EAP ” 安全 性 (S) ~” 工具 (O) @v 


加 


Seis 


IMIS Hee AME - 


FR IN Rees UME - 


O RSSSRKE - 
@ S95 hi (TER) 


© 其 他 资讯 


安全 性 涯 证 问题 可 能 表示 其 他 人 可 能 正在 省 试 期 颈 您 ， 或 是 斤 截 您 伟 


到 该 伺服 器 的 任何 资料 


我 们 建议 您 关闭 此 网 页 ,而且 不 要 继续 浏览 此 网 站 


器 


@ 422% | SERA: BR 


若 浏览 器 提示 “Internet Explorer 无 法 显示 该 网 页 ”， 则 进入 浏览 器 的 工 
主意 ” 具 少 网 际 网 路 选项 访 进 阶 ， 勾 跑 “ 使 用 TLS1.2”， 然 后 刷新 界面 重新 进 
入 。 
2. 单 击 【继续 浏览 此 网 站 (不 建议 ) 】， 即 可 进入 PRO3000 Web Server 登录 页 面 。 
Chrome 43 
1. 和 襄 动 Chrome 43 浏览 器 其 在 地 址 栏 中 输入 https://192.168.1.150。 单 而 键 般 上 Enter 
键 ， 将 将 弹出 隐私 设置 错误 窗口 ， 如 下 图 所 示 : 
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图 5-7 隐私 权 设 定 发 生 错误 


D 隐私 权 设 定 发 生 错误 x 
© &bttps://192.168.1.150 


您 的 连 线 不 是 私人 束缚 


KES AES Bit 192.168.1.150 甘 取 您 的 资讯 (例如 密码 、 邮 件 或 信用 卡 资讯 ) 


返回 安全 性 浏览 


2. BABE DERN A PAH: 
图 5-8 隐私 权 设 定 发 生 错误 -人 进 阶 


D 隐私 权 设 定 发 生 错误 x 
& beeps://192.168.1.150 


ERNER TEMA EAR 


KPH AES EDE 192.168.1.150 MAEM Aan (例如 密码 、 邮 件 或 信用 卡 资 讯 ) 


返回 安全 性 浏览 


aa HIE 192.168.1.150 网 站 〈 不 安全 ) 1, A PRO3000 Web Server 登 
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登录 


解决 上 述 安全 问题 之 后 , 即 可 进入 PRO3000 Web Server 登录 页 面 ,如 下 所 示 : 
图 5-9 PRO3000 Web Server 登录 页 面 


Honeywell 修改 密码 
| PRO3000 | 
| (Se oe eee a a 


繁体 中 文 ~ 


欧 迎 使 用 PRO3000 控 制 器 : 


PRO3000 网 络 门 禁 控 制 器 
a 
如 需 更 多 帮助 ， 请 访问 www.asia.securi 


1. 


3. 


首次 登录 ， 需 修改 密码 〈 用 户 名 admin PHO . HBRMALA EAEN . 
弹出 以 下 界面 : 


图 5-10 修改 密码 


输入 当前 密码 (admin) ， 然 后 输入 新 密码 北 确 认 新 密码 。 


用 户 名 和 密码 均 区 分 大 小 写 。 


广 意 用 户 可 设置 密码 是 否 在 使 用 180 天 和 后 过 期 ， 详 情 参 见 第 26 页 
PARE 


Bras [TEE] ŒA PRO3000 Web Server 首页 。 
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图 5-11 PRO3000 Web Server 首页 


Honeywell annn zë 
RO SOE | 
«SE E as 
Pex 3 he hn ha 

a Farer 255 255 255 0 
El FREE 192 168 g g 
RS4855 
a= 38400 Y 
PDE 1 
2ezF EEE TT 
(=) 
as 
3 SEKAS. REESTEUSNIPAH. 
a HEHE auger om 
bial CF ses. BALETTIA. 
Sere 
pas 
系统 设置 
使 用 者 设置 
修改 密码 
点 击 主 界面 右上 角 【 修 改 密码 】 可 进行 密码 修改 Ca] 5-11) 。 
网 路 设置 
单 击 【网 络 设置 】 显 示 网 络 配置 页 面 ， 在 该 页 面 用 户 可 以 下 载 站 安装 安全 证 书 、 编 辑 控制 


器 IP 位 址 、 子 网 路 遮 置 、 预 设 间 道 ， 背 配置 控制 器 间 RS485 通信 回路 串 列传 输 速 率 。 用 
户 需 要 先 安装 安全 洗 证 ， 再 进行 其 他 设置 。 


1. FD. PARE Rake ze ARS (Windows 系统 或 ubuntu 系统 
Windows 系统 证 书 安 装 : 


a， 在 界面 证 书 部 分 点 击 下 载 下 载 放 安装 安全 性 小 证 。 下 载 成 功 的 安全 性 渤 证 如 下 
图 所 示 : 


图 5-12 安全 性 总 证 


pa | 


Spe) i] 
rie X= Sas 


b. 双击 “安全 性 


> 2 » 


， 进 入 如 下 界 I 
图 5-13 打开 档案 -安全 性 警告 


Honeywell 


a2 Se bel RR SE? 


=8 


AH: C\Users\Administrator\Downloads\cacert.cer 
BTS: 258708 
GL: zess 


1: C\Users\Administrator\Downloads\cacert.cer 


并 歇 和 这 从 档案 前 一 定 要 先 询问 (W) 


è 


FARRO) 


c. 


FAAARA ol fee ABD aae 
Aiea S Aes le > WS MeIE RAR ' aah he 
EEE e Ait ers leis? 


w CN, EA 
图 5-14 R 


一 般 


详细 资料 [ERRE 


gq SPAN 


Be: SECURITY 
SRB: SECURITY 


有 效 期 自 2015 5 5 到 


2215 3 18 
(SEBO...) [| 有 | 
RAT REE 
(=e) 
d. AK CRE) > [FH] AW Pi: 
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图 5-15 EAE 


SERE 
BEHERA RTRS A > 


Windows GEhHF— SRFME MeT AS RISE FRE + 


O Bah SIRS Sie U) 


© AAR AL PARP) 
BETHE: 


RA T Aai 


ota) [BE 


e. HZ KMA SALA Praia (P) ” , WAE DAS, EAU EH 
[H] : 


图 5-16 PORE 


Z22A3E . [区] 


避 取 您 要 使 用 的 洗 证 存放 区 (C) 


g 个 人 隐 汪 证 指定 存放 位 置 * 
s- EBS Res ain p 
oof) 企业 信任 
O PARR EE fr 
HO 受 信任 的 发 行者 
of) RARER = 
LO BS A Sa BBR)... 


TAFE) 
取消 


PRA? PPS he 


CEs) Em) (RA | 


f FE “SCPE MIRE A ie”, MCRAE 【确定 】， 进 入 如 下 界面 : 
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h. 


图 5-17 Ge AWR-SeAKE 


Beene 
BETHEA RTR RA ABS - 


Windows GB HF—ESRTHE * MTS RSET * 


O BRS SEES Fe U) 
© SAAB AL PARP) 
涯 证 存放 区 : 
受信 任 的 根 汪 证 授权 单位 


< 上 一 步 @B) || 下 一 步 QU) > 取消 


BOM 【下 一 步 】， 强 出 如 下 界面 : 
图 5-18 安全 性 警告 


â TERLERRESH (CA RHEL BERRESUBEKR: 
SECURITY 


Windows #51222 Si 2S Sit "SECURITY" 来 的 。 TEBE 
"SECURITY" WER EMRE : SARFSESRRBECSULRHE: 


#28765 (shal): EESEDB37 SF7F296A 745B7C8E B2E9299A 
C7A3DA4C 


=e: 

METERS EARER Windows 将 自动 信任 任何 由 这 个 CA 所 签 繁 的 
SB: GSRRBELHERERRESSSSSASSENHAR: OS 
您 按 (2) 表示 您 认可 这 个 属 险 * 


BRAS ESB? 


mai DEl, Bo Pee A: 
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图 5-19 BEAST eo 


Ubuntu 系统 Chrome WHER: 


a. 在 界面 证 书 部 分 点 侧 上 载 下 载 站 安装 安全 性 还 证 。 


b. 点 击 Chrome 浏览 器 右上 角 “ 自 订 及 管理 Google Chrome” 图 示 一 ， 显 示 如 
下 界面 : 


图 5-20 Chrome 选项 


e 忆 & beeps://192.168.1.150/s« 


新 增 分 页 (T) 
Honeywell pani 


|_PRO3000 | 国人 


Reem sass - 
| 3 J Pi 192 68s | 150 记 钞 (H) 
子 岗 路 这 至 255 |255 | lo 下 载 (D) 
mama 192 fes | ja WARA 
2 (8) 
Rs485 回 路 
me [38400 = žě v 缩放 
arabia i 列 印 (P).。 


请 韦 更 新 TRASHEMESERReWwemEs 。 。 另存 网 页 为 (A).… 
寻找 (F)... 
En E 更 多 工具 (L) 


编辑 SRT) #2) | 贴 上 (P) 
p ze, eth tee Ee 


prn t 8 


ECEE ARS ARRESE z 
匡 新 | 请 确 保 控 制 器 时 间 尘 确 ， 否 则 杂书 不 可 关於 coogle Chrome(c) 
查看 | 说 明 (E) 


结束 (X) 


as] 
| 重新 启动 Web 服 务 器 


c ALB “ 设 定 ”， 进 入 如 下 界面 : 


22 


Honeywell 


d. 


e. 


图 5-21 Chrome XA- E 
@ D chrome://settings 
Chrome 设 定 


使 用 系统 标题 列 及 进 界 


搜寻 
设 定 透 过 网 址 列 进行 搜寻 时 要 使 用 哪个 搜寻 引擎 
Google =| 管理 搜寻 引擎 … 


| AE 


AR 
”人 员 1( 目 前 ) 
A 族 用 访客 浏览 


A) 允许 所 有 人 在 Chrome 中 新 增 使 用 者 


新 增 使 用 者 … Bie... || 臣 入 者 敏和 设 定 … 


预 设 浏览 器 


Fini 目前 是 Google Chrome, 


BREMSE... 


Esi: 


ij 下 方 的 “显示 进 阶 设 定 ”， 进 入 如 下 界面 : 


图 5-22 Chrome WIH- E -ERE 


Cac 


rome://settings 


Chrome 
4 ETEA E. 管理 


下 载 
档案 下 载 储存 位 置 


| 设 定 


/home/binry-tc/ 下 载 


下 载 每 个 档案 前 先 淘 间 储存 位 置 


HTTPS/SSL 
ER... 


Google 云端 列 印 
a FIP Google 云端 列 印 中 的 印 表 机 。 膀 解 详情 


A 在 网 路 上 侦 测 到 新 印 表 机 时 显示 通知 


协助 工具 


系统 


ME EESE], ARME “授权 单位 ” 遗 项 卡 。 进 入 如 下 界面 : 
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图 5-23 Chrome #228 


BEERA * 
eee ”伺服 器 ”授权 单位 其 他 
EWER RATARI 
EAC Camerfirma S.A. i 


Chambers of Commerce Root - 2008 
Global Chambersign Root - 2008 
EAC Camerfirma SA CIF A82743287 
Chambers of Commerce Root 
Global Chambersign Root 
(5accv 
ACCVRAIZ1 


E Actalis S.p.A./03358520967 


Actalic Authanticatian Rant CA 


HE)... 


ES 


f BPR TA CRA]. Am PAM: 
图 5-24 Chro me 总 证 管理 员 - 查 找 安 全 淹 证 


(£| |4 | binrytc | 下载 | | 


| 
位 置 (P) 名 称 ~ 大 小 ”已 修改 


QQ 搜寻 Bi cacert.cer 1.3KB 21:06 
RAEAN 

i binry-tc 

桌面 

档案 系统 

© VBOXADDITIO... 
Bx 

as? 

画图 片 

BRA 

orm 


| 
- [Ee 
mao D 


g. 档案 类 型 选择 “所 有 档案 ”， 显 示 所 下 载 的 所 有 档案 ， 如 属 5-23. BEC Pak 
的 安全 还 证 ， 点 击 【 开 艇 】， 弹 出 如 下 界面 : 
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图 5-25 Chro me 意 证 管理 员 - 污 证 授权 单位 
ERE (i . 
SRE "SECURITY, 425 Paste Be 2 
编辑 信任 设 定 : 
避 信任 这 个 用 来 激 别 网 站 的 漂 溢 ， 
{tt BBO SF BS SHOR. 
PES eR MARRIAGE, 
取消 | | wee | 
h. 玩 择 “信任 这 个 用 来 识别 网 站 的 泪 证 ”， 点 击 【 确 定 】。 半 入 证 书 泪 证 完成 。 
2. Be PRA Aa SORE. 
表 5-1 网 路 设置 褒 明 
设置 me AA 
IP 位 址 PRO3000 门禁 系统 主 控制 器 的 位 址 。 
网 路 TAIE E PRO3000 PÆ RAEI till as A SA ER 
预 设 间 道 PRO3000 门禁 系统 主 控 制 器 的 预 设 并 道 。 
RS485 串 列 传输 速率 设 定 控制 器 间 RS485 通过 回路 的 传输 速率 。 
回路 控制 器 位 址 回路 中 “ 主 ” 控 制 器 位 址 。 
证 书 更 新 ale 动 更 新 证 书 冰 重新 启动 Web 伺服 
谱 书 可 手动 进行 证 书 更 新 、 查 看 、 下 载 及 应 用 。 
3. 点 击 【 更 新 】 提 交 更 改 。 
主意 网 站 会 话 超时 时 间 为 10 分 钾 , 超 时 和 后 请 刷新 页 面 重 新 登录 。 
固件 升级 
请 参见 相关 文档 。 
控制 器 设置 
在 该 真 面 用 户 可 以 进行 “事件 信息 含 秒 ” 及 “密码 过 期 检测 ”总 


点 击 【 控 制 器 设置 】， 
置 。 
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图 5-26 控制 器 设置 


Honeywell 修改 密码 广 铺 
| PRO3000 | | 
7 控制 器 属性 
事件 信息 含 种 RA 
密码 过 期 检测 RA 密码 修改 千 180 天 过 期 
=i || ee 
扩展 存储 属性 
请 重新 艇 动 控制 器 ， 音 重新 初始 化 该 卡 ， 从 而 使 配置 生效 。 
注意 如 果 不 激 活 扩展 存储 ， 支 持 10 草 张 卡 和 10 草 个 事件 。 
如 果 激 活 了 接 展 存储 ， 支 持 100 草 卡 及 100 莫 的 事件 。 
REGA NA 
isa 激活 外 部 存储 
RE Ew || Blah 
RARE ria 


事件 信息 含 秒 


局 用 “事件 信息 含 秒 ”， 


RIJ} 


IP -RAR E See A” 


证 意 


上 项 设置 。 


仅 WINPAK 3.3 (B670.25.1)、WINPAK 4.2 (B676.3) 及 更 高 级 版 本 支援 


密码 过 期 检测 


启用 
再 次 登录 ， 需 重新 修改 密码 。 


扩展 存储 属性 


“密码 修改 后 180 天 过 期 ”， 则 密码 在 最 近 壹 次 修改 后 180 Ai. 24%) 


JPE 


将 SD 卡 插入 SD 卡 插 模 (SD 卡 插 档 位 置 参 考 第 5 页 局 3-1), WANIE WETE 


fe” 5 


。 ”点击 【刷新 】 将 在 “扩展 存储 ”项 显示 SD 卡 信息 ， 如 下 图 所 示 : 


图 5-27 SD 卡 信息 


Honeywell BRES ne 
国王 王立 
系统 设置 控制 器 属性 
FRESH an 
密码 过 其 检测 RR IBEPE ee 
ra 
扩展 存储 属性 
请 重新 妆 副 控制 器 ， 六 重新 初始 化 该 卡 ， 和 从 而 使 配置 生 效 < 
注意 如 果 不 激活 扩展 存储 ， 支 持 10 莫 张 卡 和 10 意 但 事件 。 
如 果 激 活 了 扩展 存储 ， 支 持 100 莫 卡 及 100 划 的 事件 。 
扩展 存储 SD SL32G 
iba ree) 
设置 =H || Bat 
RARE Easels 


。 ”点击 【更 新 】 保 存 设置 ; 
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点 击 【 重 放 控 制 器 】 使 配置 生效 。 


单 而 真 面 右上 角 【 广 销 】( 参 考 局 511)， 登 出 PRO3000 系统 ， 系 统 将 回 退 至 登录 真 面 。 
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6 通过 WIN-PAK 系统 配置 


可 以 通过 WIN-PAK 将 PRO3000 配置 为 N-1000 兼容 型 回路 或 本 地 回路 (详情 参见 述 
PRO3000 ALE 79 AMA [LEE GD) 。 


将 PRO3000 配置 为 N-1000 兼容 型 回路 


将 PRO3000 配置 为 N-1000 兼容 型 回路 时 ， 和 无 法 支持 “ 拨 持 报答 ”和 
“全 域 防 反 转 ”功能 。 


该 节 的 描述 基 於 WIN-PAK PR (Build 633.10、Build 633.12 和 Build 
563) 。 


只 有 在 WIN-PAK 系统 中 增加 闻 配 置 PRO3000 门 蓉 控制 模 组 之 后 ，PRO3000 PIRE] 
系统 才 可 使 用 。WIN-PAK 系统 主 界面 如 下 图 所 示 : 
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图 6-1 WIN-PAK 门禁 管理 软体 


| TA WIN-PAK PRO 2005 - 所 有 帐号 - [Admin] 加 回国 
BRO WAY) REO MEO PRO FAG) FRR)... REO REW HAD 
7 a Z J EIEE 


Nz OX 


For Help, press F1 


主意 本 章节 中 全 部 图 月 的 府 明 资讯 请 参考 (WIN-PAK SE/PE HEF) 。 


PRO3000 门禁 控制 系统 与 WIN-PAK 系统 部 分 名 称 不 同 ， 如 下 所 示 : 


PRO3000 门禁 控制 系统 WIN-PAK 系统 
PRO3000 控制 回路 主机 回路 
PRO3000 门禁 控制 模 组 主机 

as 内 锁 


打开 设备 地 图 


有 了 关 PRO3000 丫 莹 控制 模 组 的 全 部 操作 均 通 过 WIN-PAK 系统 的 “设备 地 图 ”完成 ， 打 
并“ 设备 地 图 ” 步 且 如 下 : 
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1. 在 WIN-PAK 系统 中 单机 配置 > 设备 ?> 设备 地 图 : 
图 6-2 配置 功能 表 


绸 WIN-PAK PRO 2005 - 所 有 帐号 - [Admin] 
档案 (F) RAU RIA) 操作 (0) PIRO 系统 (5) BRR). Dy EW) 说明 (H) 


d) JSE 上 
时 间 管理 员 (M) > M 抽象 装置 (总 


Geeta... 

GER... 

图 eenaeee... 
2. 在 WIN-PAK 系统 主 界面 中 将 弹出 如 下 设备 地 图 视窗 : 
图 6-3 设备 地 图 


Al WIN-PAK PRO 2005 -所 有 帐号 - [Admin] 
BRE RAY) RRA 操作 (0) PHO ARG RAR... REO) 视窗 (W) BH) 


x 


A| fa i 4 2S 


2G 
图 Com Server 
E Command Server 


增加 壮 配 置 


初始 增加 亚 配 置 PRO3000 门 鞭 控制 模 组 上 时， 用户 必须 岂 格 按照 如 下 顺 


增加 通讯 伺服 器 


增加 PRO3000 控制 回路 


+ 
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通信 伺服 器 


通信 何 服 器 是 WIN-PAK 系统 与 PRO3000 门禁 控制 模 组 之 问 建 立 连 接 的 基础 ， 可 在 
WIN-PAK 系统 的 设备 地 图 中 创建 站 修改 通信 伺服 器 资讯 。 详 细 操作 过 程 清 参考 (WIN-PAK 
SE/PE HF FN) 。 


PRO3000 控制 回路 


通信 伺服 器 创建 完成 后 ， 在 其 下 增加 PRO3000 控制 
ji] PRO3000 门禁 控制 模 组 连接 到 WIN-PAK 系统 ) 。 


路 (利用 RS-485 协议 可 将 最 多 31 


A 


主意  PRO3000 控制 回路 类 型 为 : 485/PCI 。 


ERA RY Gey 0 PRO3000 控制 回路 : 


1. 在 设备 地 图 视窗 中 ， 展 开设 备 树 ， 右 侧 通 信 伺 服 器 ， 在 下 拉 功 能 表 中 单列 “增加 ”， 
普选 择 “ 主 机 回路 (485/PCD ” : 


图 6-4 增加 PRO3000 控制 回路 (485/PCI) 
HoR | 


日 - 园 装置 
28 [com Sey FSIS Panel Loop + ##5@98(C-100) 
p Commar 一 一 | 
WEO R5-232 Port +8 (单一 主机 ) 


pan | Panel Loop 主楼 负 路 (p-5eries) 
RIO) | 直接 p- 系 列 主机 


数据 楼 群 (C-100 and 485 SARIRI MEELA TESE) 
数据 机 群 (485 SARE WESC AES) 


数据 机 群 (P- 系 列 ) 


| (CCTY 切换 器 
| RS-232 连 牧 


Wista Panel Port (Home Automation Mode) 


2. 弹出 视窗 如 下 所 示 ， 可 编辑 新 增 回路 基本 资讯 : 
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图 6-5 回路 配置 - 基本 资讯 


485/PCI 表 路 设 定 - 基本 碍 料 


主机 预计 值 

1/0 坦 询 间隔 时 间 : 
eo 当 秒 
主机 指令 重 试 次 数 : 
BS 
EHER : 

5 =e 


[sR SIRES 


厂 懂 动 时 停止 组 种 虚 理 所 有 主机 
时 段 : 
(GMT+08:00) Beijing, Chongqing. Hong Kong, Urumqi 


“TERI 


通信 过 程 中 可 防止 资料 


AOA 
未 确认 "模式 。 


— 知 勾 选 则 府 明 新 增 控制 回路 为 “确认 /未 


证 ”模式 


> 在 


板 的 模式 相同 ， 主 板 重 局 后 预 设 模式 为 非 - 确 说 / 


3. 基本 资讯 设 定 完成 后 ， 单 出 【 下 


图 6-6 回路 配置 - 埠 设 置 


4857PCI JH RS RZE - RE 
iB: 

[Meare Yd 

每 秒 bit 数 : [19200 
数据 bt : |5 
同位 元 检查 : |= 
停止 bt 数 : |) 
Piene : [192.168.1150 
加 密 密 码 : 


二 号: [50 


步 】 BAB ,如 下 


$ 
a 
Hl 


图 所 示 : 


— PRO3000f2 HEF, “TCP/IPHERER” © 


4. [GPa Sep > HEE [p] 
。 HE [Hh] > 将 PRO3000 
。 HIE [EZR] 


> PRO3000 控制 


进入 完成 真 面 ， 用 户 可 执行 如 下 


控制 回路 增加 到 ADV (抽象 设 


) 


a 


路 创建 完成 。 


Hr; 


种 操作 : 


Honeywell 


图 6-7 回路 配置 完成 


AB5/PCI JH RR RUE -完成 


BARTRA RIA ARG RAE LPTR 
储 的 更 


动 ， 或 点 渤 取 消 放 秦 + 


<Back fi Finish Y Cancel Help 


PRO3000 门禁 控制 模 组 


PRO3000 控制 回路 创建 完成 之 后 > 可 在 其 下 增加 最 多 31 个 PRO3000 门禁 控制 模 组 。 


1. 在 设备 地 图 视窗 中 ， 展 开设 备 树 及 通信 伺服 器 档 夹 ， 右 列 PRO3000 控制 回路 名 称 
在 下 拉 选 单 中 单机 “增加 新 的 N-1000/PW-2000 主机 ”， 如 下 图 所 示 : 


图 6-8 增加 PRO3000 门禁 控制 模 组 


9 


LOOP | 
新 增 N-1000/Pw-2000 主机 (A) 
新 增 N52- 主 机 
| REO 
FARE) 
| 删除 (D) 


Tha 
Cr 
E 


2. {E5 


视窗 中 增加 PRO3000 门禁 控制 模 组 基本 资讯 ， 如 下 图 所 示 : 
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图 6-9 配置 基本 资讯 


PRO3000 MASTER 
HA: 

PRO3000 MASTER PANEL 

zaa 

N-1000-4X/P W-2000-4X 区 
固件 版 本 : 

8.07 or later <2 
ne: 

使 用 中 x 
位 址 : 
m | 


。 “类 型 ”- PRO3000Pj 芝 控制 模 组 类 型 必用 
“N-1000-4/PW-2000-4X”。 


广 意 。 BERE - 请 选择 最 新 版 本 。 


。 “位 址 ” - 每 个 通讯 回路 上 的 控制 模 组 位 址 必须 唯一 ， 且 该 位 址 必用 
与 DIP 开 关上 设 定 的 位 址 一 致 《1~31) 。 


W 
bie 
al 


3. HH CP) EA REA 
图 6-10 配置 卡 格式 
主机 改定 - 门 卡 格式 


CU 
i 


> 如 下 图 所 示 : 


Wy 
本 
I 


反 围 门 卡 格式 : 
esi TE rT IT Ni BT B2 [B7 [BT 
test 2 [E2 oS 0 [B2 [B3 [BT 
[est FE [3 EE DNT NBr B2 [B37 [BT 
格式 4 rere 
as = e e 
rere a a Irr r 
eea il ssri stot 
mae L207 | | | | | ml Wl Wl| 


< 上 一 步 四 取 浓 E] 
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主意 ”PRO3000 门禁 控制 模 组 仅 支 援 “WIEGAND” 类 型 卡 格式 。 


4. 单机 【下 一 步 】 进 入 时 区 配置 
图 6-11 配置 时 区 


> 如 下 图 所 示 : 


可 通过 上 下 键 -要 ”、“ 久 | 在 “ 潍 择 的 时 区 ”和 "可 用 的 时 区 ”之 问 移 动 各 时 
意 区 。 


只 有 处 於 "选择 的 时 区 "内 的 时 区 才 可 被 PRO3000 门禁 控制 模 组 使 用 。 
5. 单 击 【下 一 步 】 进 入 选项 配置 页 面 ， 如 下 图 所 不 : 


Re 


74 
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图 6-12 配置 选项 


管辖 区 域 代码 : 
时 段 表 “| AST 


1 


| 厂 Keypads 
密码 时 段 : 


2 
2 
4 
5 
6 


m ae BEER: 
M RAR LED 
i alast 
指 售 档 : 

[as AA 
初始 化 指 全 : 

[BMZ0 


ERE: 
并 站 六 更 新 主机 


PRO3000 门禁 控制 模 组 不 支援 硬 晒 导 项 及 高 级 U 选项 。 


意 


RE 


m 


“命令 文件 ” 一 由 用 


RREH” SERI REIF 


6. HEE [P] EAA ERA > M0 METAR : 
图 6-13 配置 输入 


T Beez 

Cw CH 个 时 | cam 

ee: [15 T- G 常 关 
反弹 跳 时 间 : fp +e | 

| | pae: 

CER 


C une 
O AGH 


< 上 一 步 四 取 浓 E] 


PRO3000 PTERIS 8 个 输入 ， 下 表 为 控制 模 组 上 


P 各 作 


回 输入 的 预 设 功 能 。 
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表 6-1 PRO3000 门禁 控制 模 组 互 锁 重新 分 配 


互 锁 功能 

1 PEO 

2 PY 1 状态 开关 “。 劳 路 时 间 和 为 15 秒 

3 PI2 出 

4 PY 2 状态 开关 “。 劳 路 时 间 为 15 秒 

5 读 卡 器 1 防 拆 

6 读 卡 器 2 防 拆 

7 控制 模 组 防 拆 

8 人 备用 
在 上 图 中 勾 选 PRO3000 门禁 控制 模 组 支援 的 8 个 输入 ， 依 次 选 定 站 配置 各 个 输入 的 参数 


1] 於 “N-1000-4/PW-2000-4X” 主 机 暑 PRO3000 门禁 控制 模 组 的 预 设 互 
主意 锁 不 同 ， 因此 必须 首先 在 【 读 卡 器 】 渤 项 卡 上 修改 预 设 互 锁 资 讯 ， 湖 考 步 
EE Qo 


型 


7. 单 击 【 下 一 步 】 进 入 输出 配置 页 面 ， 如 下 图 所 示 ，PRO3000 门禁 控制 模 组 支援 4 1 
继 雷 器 输出 。 


图 6-14 配置 输出 


8. HR [PP] 进入 读 卡 器 配置 真 面 ， 如 下 图 所 示 ， 香 击 图 中 凸 起 部 分 ， 可 在 弹出 的 
EE T A A 
合 PRO3000 门禁 控制 模 组 的 预 设 互 锁 设 置 
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PRO3000 门禁 控制 模 组 支援 2 个 WIEGAND 界面 的 读 卡 器 。 
图 6-15 配置 读 卡 器 


Input to An Partitions 


None M 


iti Delete 
Partitions Pao 


厂 BRIHA ERA RES A AR E 


AHRI I — 手 反 谭 


反弹 员 时 间 : [0 +e 
i ERO WAO 


AERAR : 


Teas 15 BERNE/TBRE: [ET 


Big 


反弹 跳 时 间 : 


< 上 一 步 四 ) 取消 E] 


ERIA AE BAB : 
图 6-16 预 设 互 锁 配 置 


F eee ee Na | Fes [Sepia appa ebam 7 am 
aem: IREZ lige ips: 
> iiie 0p aw ow | 
IRBE- UE IRBE- AUE 
AAO MOREE: MERATE : 
Sion 15 和 smise 
9. FREE [Pi] 进入 完成 真 面 ， 用户 可 执行 如 下 两 种 操作 : 
。 HS [in] > 将 PRO3000 门禁 控制 模 组 增加 到 ADYV 中 ; 


【 
【完成 】，PRO3000 门 茶 控制 模 组 配置 完成 。 


Imo 
ma 
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图 6-17 PRO3000 门禁 控制 模 组 配置 完成 
- 完成 


BARA Toate Rae aes? 贺 选 上 一 步 可 检视 所 
ABB + SORA AHS + 


. 若 需 修改 现 有 PRO3000 门 莹 控制 模 组 配置 参数 ， 需 在 设备 地 图 中 人 双击 模 组 名 称 ' 在 
弹出 的 配置 真 面 中 修改 各 项 资讯 。 


aS CFF 


命令 档 用 来 辅助 完成 PRO3000 站 茶 控 制 模 组 功能 


增加 命令 档 之 前 ， 必 须 首先 在 设备 地 图 中 增加 命令 档 伺 服 器 ， 详 细 操 作 过 程 请 参考 
(WIN-PAK SE/PE HJEFH) 。 


图 6-18 增加 命令 文件 伺服 器 


= OF - 
由 通讯 何 服 器 (C) 
BLOF) SS anes 
TT BEERS EBS) 


ALERE C) 


追踪 集合 伺服 器 (T) 
数位 视讯 


命令 文件 伺服 器 增加 完成 后 即 可 创建 命令 档 ， 步 难 如 下 : 
1. 在 WIN-PAK Asi, HAE > 命令 文件 ， 如 下 所 示 : 
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图 6-19 打开 命令 文件 


BRE RAV) REA BEO PRO RAC FRR 


E 

My ARIES OD 
(SREEHERO) 
EA 
240) 
ESA 
m0 


Az RO.. 
H ESNE. 


2. 弹出 命令 档 窗口 ， 如 下 图 所 示 : 


复 裂 器 
| 


3. FREE DEI] RERO 4 MEFR WAER ` 描述 资 
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路 


图 6-21 命令 档 记 录 资 讯 


faa tance 
指 合 档 清单 t | 


名 条: aa | 


抽象 装置 (ADY) | 指 合 | 参数 | 


4. EEE ES DHII] > 弹出 


RES BH : 

主楼 x 
抽象 装置 : 

[PRO3000 MASTER 

指 合 : 

[Bates 


参数 : - 
自 订 指 全 


1=15x 1| 


5. 4 ADV 中 选择 命令 文件 影响 的 PRO3000 门禁 控制 模 组 名 称 


命令 增加 和 窗口， 如 下 图 所 示 : 


。 ADV 类别 — “主机 ” 


。 ”命令 - “ 自 定 指令 ” 


文本 框 内 输入 命令 ' 依次 单列 【确定 】 完 成 命令 文件 增加 。 
常用 示例 


PRO3000 门禁 控制 模 组 常用 命令 档 如 下 所 示 : 


放 用 /禁用 “确认 /未 确认 ”模式 


' 在 自 订 命 令 下 方 的 空 
认 ”模式 的 两 种 控制 开 


PRO3000 门禁 控制 模 组 能 匆 利 用 
自由 移动 。 


输入 如 下 自 订 命 令 : 


e 1=pn x 1 (pn 为 PRO3000 控制 模 组 位 址 ) : 启用“ 


订 命 令 在 是 否 处 於 “确认 /未 


用 


Enel Wei 


=” 
wò 


模式 。 
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图 6-23 启用 “确认 /未 确认 ”模式 


HRESAR : 

=e 

WEES: 

|PRO3000 MASTER 

tee: 在 不 文 援 “确认 /未 确认 ”模式 的 回路 中 ,还 
{eines 行 启 用 “确认 /未 确认 ”模式 的 命令 档 来 启动 
参数 该 模式 。 模 式 启 动 成 功 后 ， 该 回路 的 所 有 
a PRO3000 门禁 控制 模 组 将 移动 到 支援 该 模式 
FE 的 控制 回路 。 


e |=pnx0 (pn 为 PRO3000 控制 模 组 地 址 ) : 禁用 “确认 /未 确认 ”模式 。 
图 6-24 禁用 “确认 /未 确认 ”模式 


roc mas Ten 在 支援 “确认 /未 确认 ”模式 的 回路 中 ,运行 
—— ME TERRIER” BERNAR 
es z B > ERER > AINA 
ai PRO3000 门禁 控制 模 组 将 移动 到 不 支援 该 模 
Is 式 的 控制 回路 。 


证 意 PRO3000 站 荣 控 制 模 组 重 戊 合 不 於 【确认 / 未 确认 ]】 模式。 


BARA SPER RA 


PRO3000 PTERA Sc fee ASEPTE o ee SEP el AE > R 
FIAITH BIAR” FURR Aa eRe Pate aT pA So7 bh AAAA e 


PRO3000 控制 模 组 能 名 利用 命令 伺服 器 的 自 订 命令 实现 这 两 种 模式 之 问 的 转化 。 
在 局 6-22 添加 命令 视窗 中 输入 如 下 自 订 命令 : 
e |=pnD 1 (pn 为 PRO3000 控制 模 组 位 址 ) : 启用 “多 门 互 锁 ” 模 式 。 
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图 6-25 AA “SEPT SR” Bast 


RES SH: 

[Ee 

抽象 装置 : 
FROGOOO MASTER j= 在 不 支援 “人 双 门 互 锁 ” 模 式 的 控制 模 组 上 ， 

= 运行 打开 “多 门 互 锁 ”模式 的 命令 档 来 启动 
aes BATAIN ° FABER > HR PRO3OOO 门禁 

空 制 模 组 遵循 “多 门 互 锁 ”规则 。 


参数 : 


自 订 指 合 


[l=15 D 1] 


| 
[ 


。1=pnD0 (pn 为 PRO3000 控制 模 组 地 址 ) : AH EPER” A. 
图 6-26 SAA] “SEP aS” RA 


SHE - 指令 


HEE SS: 
[=e 

抽 多 装置 : 

FREE 在 支援 “人 双 门 互 锁 ” 模 式 的 控制 模 组 上 ， 还 
an 行 关 闭 “ 公 门 互 锁 ” 模 式 的 命令 档 来 关闭 该 
模式 。 模 式 关 闭 成 功 后 ， 该 PRO3000 门禁 控 
Saree 制 模 组 不 再 遵循 “多 门 互 锁 ” 规 则 。 


[!=15 Do 


将 PRO3000 配置 为 本 地 回路 


& PRO3000 配置 为 本 地 回路 ， 可 文 持 "护持 报警 -和 "全 局 防 反 传 ”功能 。 
只 有 WIN-PAK SE/PE v3.3 或 以 上 版 本 才 支 持 将 PRO3000 配置 为 本 地 
RÈ 可 路 。 


PABA tes WIN-PAK SE/PE v3.3 Build 670.22.4 。 


只 有 在 WIN-PAK 系统 中 添加 闻 配 置 PRO3000 门 茶 控 制 模 组 后，PRO3000 PRENI 
统 才 可 使 用 。WIN-PAK RESA MEFR : 


5 
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图 6-27 WIN-PAK 门禁 管理 软件 


主意 本 章节 中 全 部 图 片 的 说 明 资 讯 请 参考 (WIN-PAK SEPE AEF) 。 


打开 设备 地 图 


有 了 关 PRO3000 站 j 莹 控制 模 组 的 全 部 操作 均 通 这 WIN-PAK 系统 的 “设备 地 
并“ 设备 地 图 ” 步 双 如下: 


1， 在 WIN-PAK 系统 中 点 学 配置 > 设备 ?> 设备 地 图 : 
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图 6-28 配置 功能 表 


“x40. 


A REO FO £40 HEN 
EZ A oh 


Dh 
>| iy S822 (ADV) 


2. 在 WIN-PAK 系统 主 界面 中 将 弹出 如 下 设备 地 图 


图 6-29 设备 地 图 


EAEC) 
主 项 回路 485/PCD 
RS-222R OBER) 


Eanes AMER 
EPROs000E HIE 
FADRP-AI 


和 
CCTV sears 


RS-232 生 泛 
DARES Gaay Ee 
Viste SIRO RBS SLES) 


添加 北 配 置 


回 
不 
U 


DRE EACE PRO3000 PTERA > 
增加 通讯 何 服 器 


MARS EIA MA 


添加 并 配置 直接 PRO3000 主 控制 器 
添加 并 配置 PRO3000 门禁 控制 模 组 


FL 


序 进 行 : 
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通讯 伺服 器 


通讯 伺服 器 是 WIN-PAK 系统 与 PRO3000 主 控制 器 之 问 建 立 连 接 的 基础 ， 可 在 WIN- 
PAK 系统 的 设备 地 图 中 创建 站 修改 通讯 何 服 器 资讯 。 


添加 通讯 伺服 器 化 ， 请 重 砂 服务 或 电脑 ! 
PRO3000 主 控制 器 


通讯 伺服 器 创建 完成 后 ， 添 加 PRO3000 门 蓉 控制 模 组 到 通讯 伺服 器 《利用 RS-485 fiii 
可 将 最 多 31 个 PRO3000 主机 连接 到 WIN-PAK 系统 ) 。 


PRO3000 主 控制 器 也 是 PRO3000 门禁 控制 模 组 ， 区 别 在 於 PRO3000 
主 控制 器 具有 网 路 界面 ， HYS WIN PAK 通讯 伺服 器 之 问 建 立 网 路 右 
BE > 此 时 其 功能 表现 为 “主机 板 ”。 
本 文 只 有 在 需要 特别 强调 PRO3000 主 控制 器 的 “主机 板 " 功 能 时 ， 


A Hilt “PRO3000 主 控制 器 ”， 否则 一 律 描 述 为 
“PRO3000 门禁 控制 模 组 ”。 


按照 如 下 步 届 添加 PRO3000 主 控制 器 : 


1. 在 设备 地 图 视窗 中 ， 展 并 设备 树 ， 右 键 点 击 通 讯 体 服 器 ， 选 择 “ 添 加 ”， 然 后 选择 
“直接 PRO3000 主 控制 器 ”。 


图 6-30 添加 PRO3000 主 控制 器 


SAW SFO FO SO SEM ERO BOW AWD 
Le 9 ME hee 


主机 回路 (C-100) 
主机 回路 (485/PCD 
RS-232%% 0 (828138) 


ERNetAxs AME 

可 要 PRO3000 主 答 利 器 

主机 回路 (P- 系 列 ) 

直接 P- 条 列 主机 

AERA (C-100 和 485SHU8 生理 加/ 未 硬 驾 ) 
ARSAL 等 HUB A/ RE) 


BRBEBHP-A5) 
CCTV RSENS 
RS-232 连 接 


WARERGalayESt) 
Vista SARRO (RERET) 


2. KERA NEPR ME EEEREN E E 
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图 6-31 主 控制 器 配置 - 基本 资讯 


ADY 

姓名 : sina 
PRO3000 Master 
撕 述 : 控制 器 地 址 : 。 固件 版 本 : SED 

f=] [perem z] RRO 
通讯 类 型 : RE: ee | 
SRO REE z] E z] mo | 

下 行 波 特 率 : 厂 ERO 

38400 + 

VO 翰 询 关 隔 时 间 : feo =] w 
CRAGAREL [5 =] 各 
主楼 CMD 重 试 计数 : 本 
主楼 CMD 超 时 : [5 =] # 

厂 RENNAIS 

厂 怀 副 时 取消 绥 街 所 有 主机 
时 区 : 
[(UTC+08:00) Beijing, Chongqing, Hong Kong, Urumqi 了 | 

可 | 下 - 步 四 >| a | as | 
主意 通信 类 型 一 选择 “TCP/IP 连 接 ”。 
PRO3000 主 控制 器 的 位 址 只 能 为 1 小 且 不 可 修改 。 


点 击 【 添 加】， 将 PRO3000 主 控制 器 添加 到 ADV 抽象 设备 ) 中 。 
3. 基本 资讯 设置 完成 合 , 点 击 【下 一 步 】 进 入 卡 格式 设置 真 面 ， 如 下 图 所 示 : 
图 6-32 主 控制 器 配置 一 卡 格式 设置 
Pe e [E [M123456789101112 加 
a See c Ir [M12345678910111213141516 RHE 
[LG Ft FRO 
BE LEETE me] 
FE 34 [—[S [7 [D [7 [er [B2 [B3 [B7 
[er [4 
Terry | | | 
[ra [6 I 
[TET 
=m EE 到 | | | | | | | 
<t-¢@[F-#O>] ws | 说明 | 
主意 PRO3000 FERAE “HIRO” o 
4. Bile [P] ACE, A Belo: 
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图 6-33 主 控制 器 配置 一 时 区 设置 


wi | as 


Ty Bees « $| ” 和 “ 团 | ” 将 时 区 移 到 “选择 的 时 a ” 或 “ 可 用 的 时 
ae E” 
只 有 “选择 的 时 区 ” 栏 的 时 区 才 可 被 PRO3000 主 控制 器 使 用 。 


5. 


图 6-34 主 控制 器 配置 一 遗 项 设置 


点 机 【下 一 步 】 进 入 遗 项 配置 页 面 ， 如 下 图 所 示 : 


主 


eR : 
地 点 代码 
0 


r PRE CBA 


CS ace — 


人 SRE 

M 逆向 污 取 LED 

V 划分 的 时 区 

厂 访客 卡 Bik... 
命令 文件 : 

= ~ 

初始 化 命令 : 

[EMZ0 
主机 授权 : 


打开 门 和 更 新 主楼 z 


w | ae 


注意 PRO3000 主 控 制 器 (主板) 与 PRO3000 站 荣 控 制 模 组 的 防 反 转 配 置 组 
合 及 其 效果 《从 板 ) > BEK 6-3 ° 
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6. 点 击 【 下 一 步 】 进 入 输入 点 配置 真 面 ， 如 下 图 所 示 : 
图 6-35 主 控制 器 设置 一 输入 点 设置 


mm) 
ADY 
添加 他 ) 
ie z BE- z 

CH CH Cae @ BR 

sue: [0 习 CAEM 
去 反弹 时 间 : fo ae 

F SSE 

5 =] || © er 

7 一 6 

警报 操作 : [eE = C hegn 

正常 操作 : | 条 操作 es 


PRO3000 主 控制 器 支持 8 个 输入 ， 下 表 为 控制 模 组 中 各 个 输入 的 预 设 功能 。 
表 6-2 PRO3000 控制 器 互 锁 重 新 分 配 


互 锁 功能 

1 门 1 出 

2 门 1 状态 开关 ， 旁 路 时 间 为 15 秒 。 

3 门 2 出 口 

4 PY 2 状态 开关 ， 旁 路 时 间 为 15 秒 。 

5 读 卡 器 1 防 拆 

6 读 卡 器 2 防 拆 

7 控制 模 组 防 拆 

8 人 备用 

在 上 图 中 义愤 PRO3000 主 控 制 器 支援 的 8 个 输入 ， 依 次 哆 定 茸 配置 各 个 输入 的 参数 及 互 


在 “报告 警报 ” 栏 选 择 “ 从 不 ”， 虽 该 输入 点 产生 报警 和 恢复 正常 

此 ， 不 会 将 资讯 上 报 至 WIN-PAK; 相反 ， 若 选择 “始终 ”， 则 将 

意 产生 报警 和 恢复 正常 的 资讯 上 报 至 WIN-PAK。 
若 遗 择 “ 已 监控 ”， 输 入 点 需 外 接 电 阻 电 路 ， 以 形成 4 RE RTEA 
〈 短 路、 开路 、 报 警 和 正常 ) ， 参 考 监 控 输 入 做 线 。 


7. 点 击 【 下 一 步 】 进 入 输出 配置 页 面 ， 如 下 图 所 示 ，PRO3000 主 控制 器 支援 4 个 继 电 
器 输出 。 


Be 
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图 6-36 主 控制 嚣 设置 一 输出 点 设置 


EH 


8. 点 击 【 下 一 步 】 进 入 读 卡 器 配置 页 面 ， 如 下 图 所 示 。 点 击 图 中 凸 起 部 分 ， 可 在 弹出 的 
视窗 中 编辑 直接 点 、 自 由 外 出 输入 、 状 态 输 入 / 旁 路 等 设备 资讯 ， 使 该 互 锁 资 讯 符合 
PRO3000 主 控制 器 的 预 设 互 锁 设 置 。 


PRO3000 主 控制 器 支持 2 个 WIEGAND 接口 的 读 卡 器 。 
图 6-37 主 控制 器 设置 一 配置 读 卡 器 


X 


E 


该 卡 器 : 
[Z 1 - PRO3000 Master - 证 卡 器 1 厂 RAEI 
TA 2 - PRO3000 Master -请 卡 器 2 


直接 点 : | 出 1 


mem: fo  ，，，，， 直 


nawano| [lz] wao 


IERA: [入 1 =| 
ee CAC 
seem: [0 =] 


Vv 厂 自由 外 出 翰 入 旁 路 中 翰 入 麻 路 设备 
in 
E BE - SIRE aen: 


去 反弹 时 间 : [0 He 


REMEO) WHO 


出 2 
自由 外 出 翰 入 : Beti 10 秒 
入 3 


RRE - 无 操作 


TRAE) STG TRG : 


入 4 
竹中 时 间 15 黎 


ER TIE A2 z 
CH CaCI 
see: [15 ä 


去 反弹 时 间 : |0 ae 


REE) WAO 


< 


修改 后 的 预 设 互 锁 配 置 如 下 图 所 示 : 
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图 6-38 预 设 互 锁 配置 


rd 


AGAR - SRE 
HI : 


厂 自由 外 出 翰 和 旁 路 中 翰 人 和议 路 设备 


可 厂 自由 外 出 翰 入 旁 路 中 翰 入 麻 路 设备 


— Wed -RIME ey 
SN 
自由 外 出 翰 入 : peti ow 让 P kism 1049 - 
Da ~~~ 
IBE - Are A: Fuk IAC 

ARES SERA : SASS AERA: 
Siam 5 Siena 5 8 

当 使 用 防 反 转 功 能 时 ， 应 设置 读 卡 器 的 出 入 口 类 型 和 防 反 转 违 规 时 的 

“dK” / “ 硬 ” 设置 。 
主意 FE K” o, ER, ATER, EN 


Hass 2B WIN-PAK。 


若 选择 “ 软 ” 


警 人 


， 达 规 时 ， 不 给 予 存 取 权 限 ， 
发 送 至 WIN-PAK。 


RETE til ait aE By SH 


同时 控制 器 产生 防 反 转 巡 规 报 


9. 读 卡 器 设置 完成 后， 点 击 【下 一 步 】 进 
PRO3000 主 控制 器 的 设置 。 


图 6-39 主 控制 器 设置 一 完成 


EA SEIR A HI o 


FAE [ER] TERA 


10. 


若 需 修改 现 有 PRO3000 主 控 
的 配置 真 面 中 修改 各 项 资讯 。 


地 图 中 双人 而 模 组 名 称 ， 在 弹出 


证 意 


关於 如 何 使 用 命令 档 ， 
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PRO3000 门禁 控制 模 组 


PRO3000 主 控制 器 创建 完成 之 和 后 ， 可 在 其 下 添加 最 多 30 个 PRO3000 门禁 控制 模 组 作为 
ee 从 板 ” ` 


1. ERREA P, RDC AY OERA RR, BEEN SE PRO3000 主 控制 器 
A BER “YN PRO3000 主机 ”， 如 下 图 所 示 : 


图 6-40 添加 PRO3000 门禁 控制 模 组 


-P 指令 榴 僻 服 器 
日 - 昌 Snake 


a hse el 
TEC) 
RO 
删除 (D) 


2. 在 快 显 视 窗 中 添加 PRO3000 门禁 控制 模 组 基本 资讯 ， 如 下 图 所 示 : 
图 6-41 配置 基本 资讯 


姓名 : 

PHEKIR2-P 

描述 : 
M 
固件 版 本 : 

1.06 或 更 新 pa 
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。 固件 版 本 — TEE THAR. 


地 址 一 每 个 通讯 回路 上 的 控制 模 组 位 址 必须 唯一 ， 且 该 位 址 
必须 与 DIP 开 关上 设 定 的 位 址 一 臻 《2~31) 。 


Rt 
ak 


点 击 【 添 加 】， 将 PRO3000 门禁 控制 模 组 添加 到 ADV 〈 抽 象 设备 ) 中 。 
3. 基本 资讯 设置 完成 后 ， 点 击 【 下 一 步 】 进 入 卡 格式 配置 真 面 ， 如 下 图 所 示 : 
图 6-42 配置 卡 格式 


@ IFl |M123456789101112 
C Fl [M12345678910111213141516 


c [EI 


Vet (7 [26 SiD M B B 
Per a 2 S0 D fo Br [Ez 
[rr [3 4 [s [1 [Bi [B2 [B3 
[TET mi ey 
[ TT 
[ rT 


|] 1 到 到 到 
到 到 到 


TID 
LE 
rT 
CT 


TE 下 让 人 让 让 人 人 


< 上 二- 步 @) [TF- 步 加 >| 取消 | 说明 | 


主意 PRO3000 门禁 控制 模 组 盆 支 援 “WIEGAND” 类 型 卡 格 式 。 


4. FBC PARMAR, OP lel pra: 
图 6-43 配置 时 区 


wi | as 
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可 点 而 H mE REA SN 
ak E” 


=a 
RA 


“选择 的 时 区 ”机 


的 时 


m» > e EEI 
品 ” 或 “可 用 


的 时 区 才 可 被 PRO3000 主 控制 器 使 用 。 


5. 点击 【 下 一 步 】 进 入 遗 项 配置 页 面 ， 如 下 


图 6-44 配置 选项 


ml TAN: 


主机 配置 - 选项 
r hire 
9 
© fi 


ræ 


I Keypads 
密码 的 时 区 : 


地 点 代码 : 


1 0 


V Seat 

M 逆向 证 取 LED 
Vv 

厂 访客 卡 

命令 文件 : 


初始 化 命令 : 
BMZ0 
主楼 授权 : 


打开 门 和 更 新 主机 


表 6-3 防 反 转 组 合 及 其 效果 


时 间 段 | 地 点 代码 


> 取消 说 明 


制 器 (主机 板 ) 
问 禁 控制 模 组 (从 APB BARK 局 部 全 域 
a F er 主机 板 与 其 他 链 路 形成 固 
APB 7PH Hi APB 和 无效 主机 板 局 部 形成 APB | guy APB 
; pp os 主机 板 与 其 他 链 路 形成 EE 
局 部 从 板 局 部 形成 ”| 主机 板 局 部 形成 APB 、 Ss 
H APB 从 板 局 部 形成 incase de 
从 板 局 部 形成 APB | 从 板 局 部 形成 APB 
从 板 在 本 链 路 内 | 主机 板 局 部 形成 APB r 
全 域 形成 APB， 主 机 | 从 析 在 本 链 路 内 形成 。 | eat aon 
板 不 参与 APB， 主 机 板 不 参与 ”| 
YE: APB-- 防 反 转 (Anti-passback) 
6. 点击 【 下 一 步 】 进 入 输入 配置 真 面 ， 如 下 图 所 示 : 
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图 6-45 配置 输入 


厂 Be = 
G 第 并 
C RMA 


Vv c Cc C PEER: 
C 从 不 
c 


See: E 可 || = 


正常 操作 : | 把 操作 


PRO3000 门禁 控制 模 组 支援 8 个 输入 ， 下 表 为 控制 模 组 中 各 个 输入 的 预 设 功能 。 
表 6-4 PRO3000 门禁 控制 模 组 互 锁 重 新 分 配 

功能 

门 1 出口 
门 1 状 仿 开 关 ， 旁 路 时 间 预 设 为 15 秒 。 
门 2 出 口 
门 2 状 仿 开关 ， 旁 路 时 间 预 设 为 15 秒 。 
读 卡 器 1 防 拆 
读 卡 器 2 防 拆 
模 组 防 拆 


jo 
= 


By Hey 


备用 
i4 PRO3000 门禁 控制 模 组 支援 的 8 个 输入 ， 依 次 选 定 东 配置 各 个 输入 的 参数 及 互 锁 。 
在 “报告 警报 ” 栏 选 择 “ 从 不 ”， 则 该 输入 点 产生 报警 和 恢复 正 
常 时 ， 不 会 将 资讯 上 报 至 WIN-PAK; 相反 ， 若 跑 择 “始终 ”， 
则 将 产生 报警 和 恢复 正常 的 资讯 上 报 至 WIN-PAK。 
若 选 择 “ 已 监控 ”， 输 入 点 需 外 接 电 阻 电 路 ， 以 形成 4 RERI 
点 〈 短 路 、 开 路 、 报 警 和 正常 ) ， 参 考 监 控 输 入 作 线 。 


7. 点击 【下 一 步 】 进 入 输出 配置 页 面 ， 如 下 图 所 示 ，PRO3000 门禁 控制 模 组 支持 4 个 
继电器 输出 。 


co | IODIDO|I 上 II | 一 


Rt 
oa 
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图 6-46 配置 输出 


ADV 
aan) 

9 rk 

医 = 
CH CH 个 小 时 
means: o o y 
FI E to) c 

点 : [gay 可 
Baia: PRE 可 
天天 操作 : [EBF pal 


w | we 


8. ”点击 【下 一 步 】 进 入 读 卡 器 配置 真 面 ， 如 下 图 所 示 。 点 而 图 中 凸 起 部 分 ， 可 在 弹出 的 
视窗 中 编辑 直接 点 、 自 由 外 出 输入 、 状 态 输 入 / 旁 路 等 设备 资讯 ， 使 该 互 锁 资 讯 符 合 


PRO3000 门禁 控制 模 组 的 预 设 互 锁 设 置 。 
PRO3000 门禁 控制 模 组 支持 2 个 WIEGAND 界面 的 读 卡 器 。 


图 6-47 配置 读 卡 器 


ra: 
(1 - PRO3000 Master - SRF EE 1 r 
2 - PRO3000 Master - 请 卡 器 2 


个 个 
ct Ca 
d ma sep ie PIRA ETERA 
读 卡 路 2 ps al a 
出 2 

自由 外 出 验 入 : Kasa 10 秒 
入 3 — ae 

ET 
RENANSERI : 


入 4 
Siam 15 秒 


修改 后 的 预 设 互 锁 配置 如 下 图 所 示 : 


REAO) wz 取消 加 


Wem: [in 可 
ey CACH 
KES: |10 二 
BEVAD) BBO) 
el co ct 
和 入: [AT z] 
68 CR CMW 
sem 
ams: [0 ae 


C1 coc 

ERT : 入 2 z 
Ce CACAN 
sea: |15 a 


去 反弹 时 间 : [0 ae 


设置 二 省 值 D| WHO) 
| 
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图 6-48 预 设 互 锁 配置 


FF 


rea eee 


Vv 


er mae Bea ce we 
镇 卡 器 I Hct met ERD Reig - IRF 直接 点 : 
自由 外 出 答 入 : Pes 10% 自由 外 出 内: +> iisa 1099 
ao o c 证 2 中 
ARSE - BIE TRG - RYE 
ARAB) SS Rie : RENAS ERIS : 
Sams Siena sb 
He (EFA i SHER, SCE aS AS BY EAA 2 D RE 
“ 软 ”/“ 硬 ”设置 。 
广 意 若 赵 捍 “ 软 ”， 着 规 时 ,给 予 存 取 权 限 ， 同 时 控制 器 产生 防 反 转 违 规 报 警 伴 
发 送 至 WIN-PAK。 
若 赵 捍 “ 硬 ”， 违 规 时 ， 不 给 予 存 取 权 限 ， 同 时 控制 器 产生 防 反 转 违 规 报 
警 余 发 送 至 WIN-PAK。 
9. 点 击 【 下 一 步 】 进 入 完成 真 面 ， 再 点 击 【 完 成 】 即 可 完成 对 PRO3000 门禁 控 币 


的 设置 。 


图 6-49 PRO3000 门禁 控制 模 组 配置 完成 


制 模 组 


10. 


修改 PRO3000 门禁 控 氏 


制 模 组 的 配置 参数 ， 在 设备 地 图 中 双击 模 组 名 称 ， 在 弹出 
的 配置 页 面 中 修改 各 项 资讯 。 
主意 关於 如 何 使 用 命令 档 ， 参 考 命令 文件 
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7 技术 参数 


PRO3000 硬 体 名 称 
继电器 盘点 


规格 


4 个 Form-C SPDT 继 雷 器 


> 3A @ 28VDC (推荐 外 部 使 用 PTC ) 


电压 : 12VDC 


FD 
Ei 电流 : 300mA (WARES) 
LED 输出 EEB EE ARSA SMA KE 
防 拆 监控 或 非 监控 输入 
eee 资料 登 信 TTL 相 容 输入 
读 卡 器 界外 蜂 唱 器 输出 集 蛋 极 开 路 驱动 器 文 援 BMA @ 12VDC 陷落 电流 
Honeywell JT-MCR MIFARE Smart READERS 
Honeywell HON-MSR MIFARE SECTOR READERS 
支援 类 型 HONEYWELL OmniProx PROXIMITY READERS 
Honeywell OmniClass SMART READERS 
Honeywell HON-FIN3000 Fingerprint 
最 大 内 出 电流 a — =L 
通信 连接 全 部 部 监控 蛤 入 通信 寻 接 均 置 於 内 Hb ° WEAF 全 部 继电器 输出 的 通信 连接 均 置 於 
内 部 艺 连 接 到 控制 模 组 底盘 。 
高 : 245mm (9.65inch ) 
物理 规格 尺寸 H 200mm emus). 
YE: 65mm (2.56inch ) 
重量 0.295kg (0.65 Ib ) 
ane 运行 温度 : 0°C ~ 50°C 
环境 规格 ss 存储 温度 : -55"C ~ +85°C 
湿度 5% ~ 85% RHNC 
乙 太 网 qEE > Cat5 到 RJ-45 100m (330inch ) F 
es 读 卡 器 Ti? EE 153m (500inch) #38 
监控 输入 BEZIER > UR EE 610m (2, 000inch ) 最 下 
继 雷 器 输出 BEZAR > UR EE 610m (2, 000inch ) 最 下 
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8 故障 诊断 及 措施 


表 8-1 故障 诊断 及 措施 


现象 解决 方案 


(1) 通过 ping 命令 测试 是 否 可 以 访问 回路 的 IP 位 址 ， 如 
和 无 法 访问 ， 检 查 乙 太 网 接线 。 
2 确认 HRA Hes 2 

WIN-PAK «lp (2) ASRA 
应 报警 (3) 检查 主板 的 拔 码 设置 ， 确 认 位 址 不 为 零 ，DIP 开关 
6=1 o 
(4) REAME EENE” URTERIK > BREA 

统 还 行 失败 。 


ug 


(1) 检查 控制 模 组 的 DIP 开关 设置 ， 位 址 不 能 为 0。 


ee ae 统 和 运行 失败 。 
(3) 检查 主机 485 指示 粒 是 否 处 於 内 煤 状 态 ， 如 果 不 内 
Ho HIRA RS485 连 线 是 否 正确 。 


注 首 。 “PRO3000 EOL 网 路 为 交流 看 合式 。 
不 论 EOL 网 路 是 否 打开 ，RS-485 FARZ HEAT EREHE 
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其 他 资讯 


附录 A ”其 他 资 六 


基本 独立 操作 


读 卡 / 门 锁 操 作 
1. 出 示 卡 。 
2. 读 卡 器 发 送 卡号 到 控制 模 组 上 的 读 卡 器 输入 。 
3. 控制 异 组 在 资料 库 中 进行 查找 : 


。 ERA > 将 启动 与 该 读 卡 器 输入 相关 的 『 纵 电器 。 卡 有 效 ， 亦 即 该 卡 资 料 人 存在 
於 控制 模 组 资料 库 中 ， 站 且 入 前 日 期 和 时 间 在 该 卡 设 定 的 有 效 时 区 内 。 


+ 


。 若 卡 无 效 ， 则 站 继电器 为 锁定 状态 。 


出 门 按钮 / 门 锁 / 门 状 妨 操作 


1. 按 下 出 门 按 鱼 。 
2. 控制 模 组 在 预 设 10 秒 鱼 内 刻 动 积 该 出 门 按钮 输入 相关 的 门 继 电器 。 
3 


若 在 上 述 10 秒 内 ，F9 状 人 态 从 关闭 到 打开 再 到 关闭 ,继电器 将 立即 取消 赋 能 


PRO3000 门禁 控制 模 组 预 设 操 作 


读 卡 器 塌 
控制 模 组 接受 来 自 读 卡 器 的 章 根 串 列 资料 包 。 若 该 卡 在 资料 库 中 存在 ， 相 关 继 电器 将 被 上 
动 ; 若 卡 在 资料 库 中 不 存在 ， 继 电器 状态 将 不 会 发 生变 化 。 


下 表 为 预 设 读 卡 器 井 丑 继 忆 器 的 相关 资讯 : 
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表 A-1 FAR Ra 


读 卡 器 编号 控制 … 
继 重 器 1〈 轮 出 1) 
2 继 量 器 2 (输出 2) 
读 卡 器 防 拆 输入 
读 卡 器 内 置 防 拆 信号 ， 可 以 连接 到 PRO3000 上 站] 蔡 控制 模 钥 。 预 设 将 马 状 态 输 入 配置 为 


下 表 为 预 设 读 卡 器 防 拆 输入 LED 到 控制 模 组 的 相关 资讯 : 
表 A-2 预 设 读 卡 器 防 拆 输入 


防 拆 LED 指 示 灯 作为 .报告 
防 拆 1 输入 7 
防 拆 2 输入 8 


出 门 按钮 输入 


控制 模 组 为 每 个 F 提 供 一 个 出 门 按 久 
站 9 按钮 时 ， 相 关 输 出 继电器 将 被 戊 动 。 


表 和 为 预 设 出 门 按钮 输入 相关 资讯 : 
K A-3 预 设 出 门 按钮 输入 


。 预 设 将 其 状态 输入 配置 为 “ 常 团 ” 触 点 。 急 按 下 出 


出 门 按钮 输入 控制 继电器 .… 控制 模 组 输入 TE Re. PRE 
1 SUP1 gg A 
2 2 SUP3 阶 和 人 3 


FIRRA 


ERR EHA eR PARRA o EISER A E RA h e 
下 表 和 为 预 设 门 状 态 输 入 相关 资讯 : 
表 A-4 预 设 门 状 护 输入 


站 状 驴 输入 控制 模 组 输入 作为 .… 报 告 
SUP2 输入 2 
2 SUP4 gg AA 
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控制 模 组 防 拆 输 入 


控制 模 组 提供 外 裔 防 拆 输入 ， 可 用 作 常 规 给 入 。 预 设 将 输入 配置 态 “ 常 随 ” 。 外 裔 防 拆 输 
入 可 以 作为 两 种 输入 报告 (输入 6 和 20) 存在 : 输入 6 用 作 常 规 输 入 ， 输 入 20 用 作 外 裔 防 拆 
K A-5 控制 模 组 防 拆 输 入 
常规 输入 控制 模 组 输入 TE i OS 
UNE SUP6 MAG 
辅助 常规 输出 


该 控制 模 组 具有 如 下 2 种 附加 常规 Form C 继电器 输出 : 
表 A-6 辅助 常规 输出 


继电器 输出 控制 .… 
3 输出 3 
4 输出 4 
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